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Abstract 


Emerging high speed Broadband Integrated Services Digital Networks (B-ISDN) will carry 
traffic for services such as video-on-demand and video teleconferencing, which require resource 
reservation along the path on which the traffic is sent. As a result, such networks will need 
effective admission control algorithms. The simplest approach is to use greedy admission control; 
in other words, accept every resource request that can be physically accommodated. However, 
non-greedy admission control can lead to better network performance in many situations. 

This thesis develops several non-greedy algorithms that out-perform greedy admission con- 
trol algorithms. Some of the algorithms are evaluated using simulations while others are evalu- 
ated using the theory of competitive analysis. The thesis considers both unicast communication 
(connections with two end-points) and multicast communication (connection with more than 
two end-points). 

The results of the thesis have already had a direct influence on the algorithms used in several 
commercial networks. 
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CHAPTER 1 


Introduction 


1.1 Circuit Networks 


The problem of virtual circuit admission control and routing can arise whenever there is a 
request to send a large amount of data from one node in a network to another node. The 
admission control aspect of the problem is to decide whether or not the network can or should 
accommodate the request, and the routing aspect of the problem is to decide how to route the 
data if the request is to be accommodated. The data is routed by establishing a path, called 
a virtual circuit, through the network that connects the two nodes that wish to communicate. 
The data packets are then sent along the established virtual circuit. We will focus on networks 
where virtual circuits are characterized by a bandwidth requirement and the bandwidth re 
quired for the virtual circuit is reserved explicitly. This thesis provides several virtual circuit 
admission control and routing algorithms. Furthermore, it provides several lower bounds on 
the performance of any virtual circuit admission control and routing algorithm. The admission 
control and routing problem arises in many contexts. We survey a few of these. 

Future Broadband Integrated Services Digital Networks (B-ISDN) will carry a wide spec- 
trum of new consumer services, such as video-on-demand, video teleconferencing [Sha94], etc. 
A key characteristic of these services is that they require quality-of-service (QOS) guarantees. 
Assuring QoS requires reservation of resources. As a result, B-ISDN will likely allocate re- 


sources in terms of virtual circuits. Examples of broadband networking technology that uses 
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a virtual circuit based approach are ATM (Asynchronous Transfer Mode) [deP91, Bou92] and 
PARIS/PlaNET [CG88, CGG9]]. 

The Internet also seems to be moving in the direction of using virtual circuits. Traditionally, 
nodes communicating on the Internet may use a different path for each data packet. As a result, 
there are no performance guarantees and no resource reservations. However, new routing archi- 
tectures currently being developed for the Internet, e.g., NIMROD [CCS94], include facilities 
for virtual circuit routing. Furthermore, protocols are being developed for resource reservation 
and for signalling admission control decisions, e.g., RSVP [ZDE*93]. 

Parallel supercomputers are another important area where admission control and routing 
problems arise. Applications on parallel supercomputers often need fast access to potentially 
large amounts of data that is stored remotely. Hence, there needs to be a communications 
network embedded in the supercomputer that is capable of supporting such requests for data. 
In some supercomputers this data is routed using some form of virtual circuit routing. (In the 
past, many supercomputers have used packet routing where each packet uses its own path and 
no bandwidth reservations can be made. While this approach works for cooperative scientific 
applications, it may not be effective in commercial applications where the various tasks may 
not be cooperating. By reserving a certain amount of bandwidth on a virtual circuit, a partic- 
ular task can be assured good performance.) We note that the supercomputer community has 
recently shown interest in constructing systems by interconnecting workstation-like nodes via 
high speed LANs [Lei93]. IBM’s SP-2 is an example of such a supercomputer system. In view 
of the emergence of the ATM standard, which is based on virtual circuits, as a preferred archi- 
tecture for high speed data networks, virtual circuit admission control and routing algorithms 
may become increasingly important for future supercomputers. 

A large-scale video server can be constructed by using a supercomputer network to connect 
a large disk farm to a set of telecommunications lines. The network of the supercomputer 
is then used to route video (e.g., movies) to subscribers in real time. Oracle’s Media Server, 
which currently runs on the NCube supercomputer, is an example of such a system [Buc94]. 
Each customer has a virtual circuit through the NCube that connects the disk containing the 
customer’s movie to the customer’s telecommunications port. 


The admission control and routing problem encompasses many service models. We focus 
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on the following models. We characterize a virtual circuit by its participating nodes and a 
bandwidth. Unicast communication refers to circuits that have two participating nodes (tra- 
ditionally called a source and a destination). Multicast communication refers to circuits that 
have more than two participating nodes. This thesis considers both types of circuits. Multicast 
communication can be further subdivided into on-line multicast groups and off-line multicast 
groups. For on-line multicast groups all participants arrive and leave at the same time (e.g., a 
teleconference call). For off-line multicast groups participants arrive and leave independently 
(e.g., ESPN). We develop admission control and routing algorithms for both types of multicast 
groups. 

When virtual circuit requests (unicast or multicast) arrive to the network we immediately 
make the admission control and routing decision. Once made, that decision is not changed. 
Thus, we do not consider rerouting or preemption. (Preemption removes an existing virtual 
circuit from the network in favor of new, potentially more valuable, virtual circuits.) 

In characterizing a virtual circuit by its participating nodes and a bandwidth, we have 
simplified several issues. For example, we are ignoring the stochastic properties of bursty 
connections. In particular, many data sources, such as video, will have bandwidth requirements 
that can vary dramatically over short time frames. Furthermore, some virtual circuits may 
want to reserves other resources in addition to bandwidth. For example, buffer space might 
be important for a circuit that wishes to have low data loss. A favorable position in a priority 
system may be important for a circuit that needs low delay. Many of these complications can be 
abstracted away using the concept of effective bandwidth [AG90, GAN90, EM93, EM95] (Some 
of the literature, e.g., [AG90, GAN90] uses the term equivalent bandwidth). Effective bandwidth 
essentially determines how much bandwidth a circuit should reserve based on the stochastic 
properties of the circuit and the QoS requirements (e.g., packet loss, delay) of the circuit. We 
assume that circuit requests specify their effective bandwidth. 

Our model for multicast communication is also simplified. In particular, we construct a 
single multicast tree for the entire multicast group. If the multicast group has multiple sources, 
it will have to use its own mechanism to manage the coordination of the transmission on its tree. 
A multiple source multicast group could establish a separate multicast group for each source. 


However, our model does not provide for any coordination of admission control decisions across 


13 


multicast groups. 


1.2 Goals 


Admission control and routing algorithms can have a variety of goals. We focus on the following 
two goals: maximize the number of accepted virtual circuit requests and maximize the total 
amount of accepted bandwidth. The total amount of accepted bandwidth is the sum of the 
requested bandwidth of the accepted virtual circuits. We note that these optimization goals 
ignore certain fairness issues. For example, node pairs that are only connected by long paths may 
experience a higher rate of rejection than node pairs that are connected by short paths. Other 
optimization goals, such as minimizing the total delay in the network [BG92] or maximizing 
the total accepted “value”, when each virtual circuit is characterized by a “value” [AAP93], 
have also been discussed in the literature. 

The traffic patterns for the networks and the applications described in Section 1.1 will not 
be known in advance since the usage patterns for these applications and networks are currently 
not well understood. Furthermore, the traffic patterns can vary dramatically over short periods 
of time. Hence, advance knowledge of the traffic pattern may be difficult to obtain. Therefore, 
an important goal for our algorithms is to not require advance knowledge of the traffic pattern. 
This design goal motivates both our use of concepts from competitive analysis and the manner 
in which we make use of stochastic properties. Our approach stands in contrast to existing 
algorithms for general topology networks, which all require advance knowledge about the traffic 
patterns. 

As a secondary goal, we wish to minimize use of dynamic state information. The use of 
detailed dynamic state information such as current link utilizations can significantly complicate 
the implementation of the algorithm in a distributed setting. We seek to minimize the use of 
that information by using static state information, e.g., number of links, to decide among the 


paths that meet the admission control criteria. 
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1.3. Approach 


Non-greedy admission control and routing. The simplest approach to admission control 
and routing is to make the decisions in a greedy manner. In other words, always route a 
circuit if there is a path with sufficient bandwidth; always use the minimum-hop path among 
the paths with sufficient bandwidth. Unfortunately, the greedy approach can lead to poor 
performance. For example, it will accept a virtual circuit request even if that request can 
only be accommodated along an excessively long path that might be more efficiently used 
by some future virtual circuits. The alternative is to use non-greedy admission control and 
routing. Non-greedy admission control and routing may choose to reject a circuit request even 
if there exists a path with sufficient bandwidth. Furthermore, it may not use the shortest 
path with sufficient bandwidth. Non-greedy admission control can be used to improve the 
number of virtual circuits that the network accepts. This observation was first made in the 
context of symmetric loss networks by Krupp [Kru82]. More recently, this observation has been 
extended to general topology networks [OK85, Kel88, SD94, GKR95]. The admission control 
and routing algorithms that we develop all use a non-greedy approach. Our simulations and 
our lower bound results lend further support to the notion that non-greedy approaches provide 


superior performance. 


Competitive analysis. Admission control and routing decisions need to be made in an on- 
line fashion. In particular, each decision must be made without knowledge of future requests. 
Competitive analysis is an important theoretical framework in which the performance of on- 
line algorithms is analyzed [ST85, KMRS88]. The performance measure used in competitive 
analysis is the competitive ratio. The competitive ratio of an on-line virtual circuit routing 
and admission control algorithm is the maximum over all request sequences of the ratio of 
the number of requests accepted by the optimal algorithm for that sequence to the number of 
requests accepted by the on-line algorithm for the same sequence. An algorithm with a low 
competitive ratio is one that performs close to the optimal algorithm on all request sequences. 
Informally, the competitive ratio measures how much the performance of the on-line algorithm 
suffers in comparison to the optimal algorithm due to the fact that the on-line algorithm cannot 


predict future requests, since, for example, it does not know the traffic pattern. 
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Competitive analysis can be extended to randomized algorithms [BLS87], i.e., algorithms 
that use randomization in their decision process. Let E[A(o)] be the expected performance 
of randomized algorithm A on request sequence o. Then the competitive ratio for A is the 
maximum over all request sequences o of O(a)/E[A(o)], where O(c) is the performance of the 
optimal off-line algorithm on request sequence o. This competitive ratio is called oblivious since 
the request sequence is chosen independently of the random choices made by A. 

An important motivation for using competitive analysis is the fact that it does not make 
assumptions about the circuit requests, such as assumptions about the traffic pattern. (Recall 
the goals from Section 1.2.) Since it does not make any assumptions, competitive analysis 
provides a robust worst-case performance measure. However, an algorithm that leads to the 
best worst-case performance clearly may not lead to the best performance in practice. The 
ultimate goal of the thesis is to provide practical admission control and routing algorithms. 
Thus, in an effort to construct practical algorithms, we will modify some of the algorithms 
that have a good competitive ratio using heuristics that work well in practice. We make these 
modifications in spite of the fact that the heuristics compromise the theoretical performance, 
i.e., competitive ratio, of the algorithm. The theory in this thesis should be viewed as providing 


general algorithmic principles rather than specific algorithms. 


Stochastic analysis. Stochastic analysis is used to motivate some of the heuristics that 
we use in our algorithms. In particular, we use some techniques developed in the context of 
symmetric loss networks to estimate the expected effect of routing a particular virtual circuit 


on the likelihood that future virtual circuits must be rejected due to capacity constraints. 


1.4 Related Work 


We divide our discussion of previous work into three areas: competitive analysis, statistical 


approaches, and multicast communication. 


Competitive analysis. Virtual circuit admission control and routing has been considered 
extensively in the context of competitive analysis. Garay and Gopal [GG92] and Garay, Gopal, 


Kutten, Mansour, and Yung [GIK*92] developed competitive algorithms for admission control 
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and routing in a scenario where preemption is allowed and the network is constrained to be a 
straight line. When preemption is allowed, the network may decide to terminate any virtual 
circuit at any time. Preemption is undesirable in most of the applications (such as video-servers ) 
that we mention in Section 1.1. 

Awerbuch, Azar and Plotkin [AAP93] develop competitive algorithms for general networks, 
but with the restriction that every virtual circuit request at most 1/ log of the capacity of the 
lowest capacity link. They provide an O(log n) competitive algorithm, where n is the number 
of nodes in the network. 

Aspnes, Azar, Fiat, Plotkin and Waarts [AAF*93] consider a slightly different model. Here 
there is no admission control problem since all requests are accepted. [AAFt93] presents a 
competitive algorithm that on any link requires at most O(log n) more capacity than is required 
by the optimal off-line algorithm, where n is the number of nodes in the network. The virtual 
circuits in [AAFt93] all have infinite duration. The result is extended to virtual circuit with 
finite duration in [AKP*93]. Both [AAF*93] and [AAP93] use minimum cost routing where 
the cost metric is an exponential function of the link utilization [SM90]. 

In [ABFR94] Awerbuch, Bartal, Fiat and Rosen consider the admission control and virtual 
circuit routing problem on trees. Their basic algorithm focuses on virtual circuits that request 
the entire bandwidth of a link and have infinite duration. The algorithm is randomized and 
has an O(log n) competitive ratio. For the line, they show a matching lower bound of Q(log 7). 
By combining their basic algorithm with the algorithm in [AAP93], the authors provide an 
O(log” n) competitive algorithm for virtual circuits of arbitrary bandwidth. Blum, Fiat, Karloff, 
and Rabani report a deterministic O(n) algorithm for the n x n mesh, a deterministic Q(./n) 
lower bound on the n x n mesh, and an O(log n) deterministic algorithm with preemption for 


n node trees [BF KR93]. 


Statistical approaches. Non-greedy admission control was first considered in the context 
of symmetric loss networks. Symmetric loss networks have a complete graph topology and 
equal capacity on each link. Furthermore, each source/destination pair has the same rate of 
virtual circuit arrivals. The virtual circuits have a Poisson arrival process and an exponential 


departure process. Virtual circuits always use the direct link if it is available, otherwise they 
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try to find an available path consisting of two links; paths consisting of more than two links 
are not considered. Admission control on direct paths is greedy. However, a two-link path is 
used only if both links have sufficiently low utilization. The importance of using non-greedy 
admission control for the two-link paths in symmetric loss networks was first discussed by Krupp 
[Kru82] and has since received extensive attention [Aki84, MS91, MG92, MGH93]. An example 
of an admission control scheme based on the ideas developed in the context of symmetric loss 
networks is the Real Time Network Routing algorithm (RTNR) Ash et. al. [ACF*92] used in 
the AT&T long distance network. 

A key advantage of symmetric loss networks is that they permit a detailed analytic analysis. 
In particular, symmetric less networks tend to be modeled by fixed point equations that are 
easily solved numerically [Kat67, Aki84, MGH93]. Using the numerical solutions to the fixed 
point equations one can determine the utilization levels at which two-link paths should no 
longer be used. Mitra and Gibbens [MG92] provide analytic results (i.e. non-numeric) for 
certain asymptotic regions. Some initial work on extending the fixed point techniques to general 
topology networks has been done by Greenberg and Srikant [GS95]. 

Statistical approaches to routing and admission control for general topology networks have 
also received attention. A cost based routing algorithm for general topology networks was 
developed by Ott and Krishnan [OK85]. Roughly speaking, their algorithm is based on the 
concept of costs that reflect the expected effect of routing and admission control decisions on 
the system performance. The expected effect is determined by making statistical assumptions 
about the virtual circuit arrival processes as well as using advance knowledge about the traffic 
patterns. Their algorithm requires complete current state information for its path selection. 
An alternative approach was recently proposed by Sibal and DeSimone [SD 94]. Their approach 
does not use cost functions. Rather, it is an extension of the ideas from symmetric loss networks 
to general topology networks. Specifically, like algorithms from symmetric loss networks they 
determine threshold utilization values above which only “direct” traffic is permitted to use 
a link. In their algorithm, the path selection is based on static criteria, with dynamic state 
information relevant only to the actual admission control decision. However, their admission 
control criteria still require advance knowledge of the traffic pattern. In particular, the traffic 


pattern is used to calculate the threshold values of the utilization. 
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Multicast. There has been much work on multicast communication that has focused on 
membership protocols and multicast tree maintenance in the face of dynamic membership. 
However, we are not aware of any work that directly addresses the issue of admission control 
for multicast communication. However, we point to some related work. The RSVP protocol 
[ZDE*93] is a signalling mechanism for admission control. The RSVP protocol assumes the 
existence of a separate mechanism that makes the actual admission control decisions. Other 
related work by Herzog, Shenker, and Estrin [HSE95] provides a mechanism for distributing 
the cost associated with a multicast tree among the members of the multicast group. Such a 
mechanism might be useful as a component of a cost based admission control algorithm. 

An influential set of distributed multicast protocols was developed by Deering et. al. 
[WDP88, DC90, Dee91, Moy92]. The focus of these protocols is the maintenance of the mul- 
ticast tree in the presence of dynamically changing multicast membership. In particular, for 
each multicast group the protocols periodically check each region of the network to determine 
if nodes in that region wish to be members of the multicast group. If some do, the packets 
for that multicast group are send to the new members. The protocols were developed for the 
Internet environment. (They are currently being used for the MBONE [Cas94].) As a result, 
no resources are reserved when a new node joins a multicast group. Furthermore, the protocols 
have no admission control feature. For routing, the protocols make use of the underlying uni- 
cast routing mechanism. In particular, the tree established by the protocols is a shortest path 
tree, where the shortest path is determined by the unicast routing mechanisms. 

For the purpose of admission control and routing for multicast communication, the Core 
Based Tree (CBT) approach of Ballardie, Tsuchiya and Crowcroft [BTC92] is essentially the 
same as the Deering approach. However the CBT mechanism for maintaining the multicast 
tree in the presence of dynamically changing multicast membership is more efficient when only 
a small percentage of the nodes are members of the multicast group. The Deering approach in 
[WDP88, DC90, Dee91, Moy92] and the Core Based Tree approach are combined in Protocol 
Independent Multicast (PIM) [DEFt94]. 

More sophisticated approaches to routing of multicast groups are described by Noronha 
and Tobagi [NT94]. Their paper describes various routing algorithms for multicast groups that 


attempt to optimize both cost and delay considerations. Furthermore, they take link capacity 
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considerations into account. In particular, each multicast group has a bandwidth associated 
with it. That bandwidth is reserved along the tree picked for the multicast group. Their ad- 
mission control procedure is greedy. The algorithms in [NT94] are evaluated using simulations. 
The work by Verma and Gopal [VG93] considers the additional issue of multicast groups that 
have different bandwidth requirements for traffic to and from the source. They develop various 
heuristic approaches and evaluate them with simulations. A summary of additional work on 


multicast routing strategies can be found in [NT94]. 


1.5 Lower Bounds 


This thesis provides several lower bounds in the context of competitive analysis of on-line 
algorithms. In particular, we provide some lower bounds on the competitive ratio that any 
admission control and routing algorithm can achieve. In other words, no admission control and 
routing algorithm can achieve a competitive ratio that is better (lower) than the competitive 
ratio given by the lower bound. These lower bounds measure the total number of virtual circuits 
that are accepted. We provide an (2(log d) lower bound on the oblivious competitive ratio for 
lines of length d and trees of diameter d. For n x n meshes we provide an Q(logn) lower 
bound on the oblivious competitive ratio. For the logn dimensional hypercube we prove an 
Q(log log n) lower bound on the oblivious competitive ratio. Finally, we prove an Q(log log n) 
lower bound on the oblivious competitive ratio for n?-leaf trees of meshes and n?-leaf fat-trees. 
In each case, the lower bound for a greedy admission control and routing algorithm is higher 
than the oblivious lower bound that we provide on all algorithms. Furthermore, for trees and 
meshes, the lower bound on the deterministic competitive ratio higher than the oblivious lower 
bound. This suggests that non-greedy approaches can lead to better performance. 

We also define a network type called a hierarchical backbone network. Informally, a hier- 
archical backbone network is a network that can be decomposed into a set of access networks 
and a backbone network that connects the access networks. We show that a competitive ratio 
lower bound that applies to the backbone network or any of the access networks implies the 
same competitive ratio lower bound for the entire hierarchical backbone network. 

Finally, we provide an Q(n) lower bound on greedy admission control and routing algorithms 


for n node general topology networks. 
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1.6 Algorithms 


The thesis provides several algorithms for admission control and routing. These algorithms all 
use non-greedy approaches. The first set of algorithms complements the lower bounds listed in 
Section 1.5. These algorithms are primarily of theoretical interest since they focus on the case 
where all requests have the same bandwidth and each virtual circuit has infinite duration. 

For trees with radius d, we provide a randomized admission control and routing algorithm 
with a competitive ratio of O(log d). This matches the Q(log d) lower bound. Furthermore, the 
algorithm overcomes the trivial Q(d) lower bound on the competitive ratio for deterministic and 
greedy algorithms on trees. The n?-leaf fat-tree can be seen as a special case of a hierarchical 
backbone network. We present a general technique for constructing admission control and 
routing algorithms for hierarchical backbone networks. Using this technique, we develop an 
algorithm that achieves an O(log log n) competitive ratio for n?-leaf fat-trees. This matches our 
Q(log log n) lower bound. 

This thesis also presents a very practical algorithm for admission control and routing on 
general topology networks. We call this algorithm Exp. The EXP algorithm is based on the 
general topology algorithm in [AAP93]. The algorithm in [AAP93] addresses two of our goals 
(cf. Section 1.2). It does not require advance knowledge of the traffic pattern, and it uses 
non-greedy admission control to maximize the number of accepted requests. Unfortunately, 
the algorithm in [AAP93] has several disadvantages that prevent it from being practical. First, 
the algorithm deals only with admission control and does not address routing. Second, it 
requires that each circuit request specify its duration. Third, each link must maintain and 
distribute large amounts of state information. Finally, the algorithm is optimized for the worst- 
case situation and does not work well in common situations. The EXP algorithm substantially 
modifies the algorithm in [AAP93] to address its shortcomings. 

Finally, we provide non-greedy admission control and routing algorithms for multicast com- 
munication. We provide three algorithms. Each of the algorithms seeks to maximize the total 
amount of accepted bandwidth. The first algorithm, which achieves a competitive ratio of 
O(log” n), only considers batched multicast groups. The second algorithm, which has a com- 
petitive ratio of O(log® n), allows both batched and a restricted form of on-line multicast groups. 


Specifically, the on-line requests from different multicast groups may not be interleaved. In other 
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words, all requests to join a specific multicast group occur without any intervening requests to 
join another multicast group. Our third algorithm removes this restriction for on-line multicast 
groups. That algorithm also achieves a competitive ratio of O(log’ n). While our algorithms 
for multicast communication achieve a good competitive ratio, they will not perform well in 
practice if used in their present form. However, we believe that the algorithms will serve as 
the basis for a practical algorithm in much the same way that the algorithm in [AAP93] does. 
In fact, we believe that many of the techniques developed for the EXP algorithm will also be 
useful for multicast communications. We discuss some of the issues that arise in constructing 


practical multicast admission control and routing algorithms. 


1.7 Simulations 


This thesis provides an extensive set of simulations to evaluate the performance of our EXP 
algorithm over a wide range of situations. The simulations are based on an existing commercial 
data network and some artificially generated networks. Among other things, we explore the 
effect of circuit bandwidths, circuit durations, and the degree to which the network load matches 
the network topology. The simulations also illuminate some important characteristics of our 
algorithm. For example, we characterize the effect of the implicit routing effects of the admission 


control part of our algorithm. 


1.8 Organization 


The thesis is organized as follows. Our model for on-line algorithms and their complexity 
measure, the competitive ratio, are presented in Chapter 2. Chapter 3 presents our lower bounds 
on the competitive ratio of admission control and routing algorithms for various topologies. 
Some admission control and routing algorithms that have optimal or near optimal competitive 
ratio are the focus of Chapter 4. Chapter 5 describes our practical admission control and routing 
algorithm for general topology networks. The algorithm is evaluated using the simulations 
presented in Chapter 6. Our competitive algorithms for multicast communication are presented 
in Chapter 7. Finally, Chapter 8 offers some concluding remarks as well as suggestions for future 


research. 
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CHAPTER 2 


The Model 


This chapter introduces the formal framework for on-line algorithms. Specifically, we define 
on-line algorithms and the competitive ratio, a performance measure for on-line algorithms. 
The chapter also provides a formal definition of the admission control and routing problem in 
the framework of on-line algorithms. 

Section 2.1 defines deterministic on-line algorithms. This definition is extended to random- 
ized on-line algorithms in Section 2.2. Section 2.3 defines the admission control and routing 
problem. The competitive ratio of an on-line algorithm is defined in Section 2.4. Section 2.5 
extends the notion of a competitive ratio to randomized on-line algorithms. Finally, Section 2.6 


introduces some techniques for proving lower bounds for randomized competitive ratios. 


2.1 Deterministic On-line Algorithms 


An on-line algorithm provides responses to inputs (requests) as they arrive. In determining the 


response, the algorithm cannot take future requests into account?. 


Definition 2.1.1 (on-line algorithm) Let Q be a set of requests and R be a finite set of 


responses. An on-line algorithm A for Q and R is a sequence of functions’ A, from Q” to R 


'The definitions in this section borrow heavily from the approach used in [BDBK* 90]. 

?We note that functions can “solve” Turing undecidable problems. However, the problems we consider are all 
Turing decidable, though, in general, NP-complete. The on-line algorithms that we propose all have polynomial 
Turing time complexity. 
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for n €©N, where N is the natural numbers. 


A request sequence 0 = 0001 ...Ojo|-1 is a finite sequence of elements from Q. Let A(a) be 
the sequence of responses produced by on-line algorithm A on request sequence o. Formally, 
A(o) = p = Popi-+-+Pjoj-1 where A;(o901...0;-1) = pi-i for all 2 > 1. We call p a response 
sequence. The fact that p;_, is based only on the prefix o90,...0;_, formalizes the fact that 


the on-line algorithm does not know anything about future requests. 


Definition 2.1.2 (off-line algorithm) Let Q be a set of requests and R be a finite set of 
responses. An off-line algorithm A for Q and R is a sequence of functions A, from Q” to R” 


forneN. 


For a request sequence ¢ = 0901 ...0)o|~1 and off-line algorithm A define A(o) = Aj,\(¢). 
Next we define the notion of a problem. A problem characterizes both the types of requests 


that will be generated as well as the allowable responses to those requests. 


Definition 2.1.3 (problem) A problem P is a triple (Q, R,S) consisting of a request set Q, 


a response set R, and a set S of request sequence, response sequence pairs (o,p) such that 


|o| = |p|. Denote by dom(P) the set {0 | dp such that (o,p) € S}. 


For some types of problems it will be useful to add some probabilistic restrictions on the 
request sequences. Our probabilistic restrictions require that the request sequences be chosen 
based on some set of allowable distributions over request sequences. We define the notion of a 


probabilistic problem. 


Definition 2.1.4 (probabilistic problem) A probabilistic problem P' is a tuple (P,P) con- 
sisting of a problem P and a set of distributions D over dom(P). Define dom(P') = dom(P). 


Next we define what it means for an on-line (off-line) algorithm to solve a problem. 


Definition 2.1.5 (solves) Consider problem P = (Q,R,5S). An on-line (off-line) algorithm 
A for Q and R solves problem P if for all o € dom(P), (0, A(a)) € S. 
We denote A solves P by ALCP. 
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If P’ = (P,P) is a probabilistic problem then on-line (off-line) algorithm A solves P’ if A 


solves P. For probabilistic problems we also define a weaker version of the solution relationship. 


Definition 2.1.6 (solves with probability at least ¢) Let P’ = (P,D) be a probabilistic 
problem. Let P = (Q,R,S). An on-line (off-line) algorithm A for Q and R solves problem P' 
with probability at least q if for all D&D, 


Pro |{o | (0, A(o)) € S}] > 4. 


We denote A solves P’ with probability at least ¢ by AC, P’. 


Finally, we consider the performance of an on-line (off-line) algorithm. The performance of 
an on-line (off-line) algorithm is given by a function P from request and response sequences to 


R°°, the positive real numbers. 


Definition 2.1.7 (performance function) Let P = (Q,R,S) be a problem. A performance 


function for problem P is a function from Unen(Q” X R”) to R°°. 


The performance of on-line (off-line) algorithm A on request sequence o as measured by P 
is P(o, A(o)). In this thesis, the goal is to achieve the highest possible value for P(o, A(c)). 
(Some literature on on-line algorithms measures the “cost” of a response sequence. In that 


case, the goal is to find on-line algorithms that yield the lowest cost response sequences. ) 


2.2 Randomized On-line Algorithms 


Randomization is a powerful algorithmic tool. For many problems randomized algorithms can 
provide much more efficient solutions than are possible with deterministic algorithms [Rab63, 
Rab76]. Randomization can be useful in the context of on-line algorithms [RS89, BDBKT90]. 
In particular, randomization can often be used to improve the achievable performance for 
certain problems instead of using the probabilistic restrictions on request sequences given for 
probabilistic problems [Yao77]. A randomized on-line algorithm A, is simply a distribution D 


over deterministic algorithms. 


Definition 2.2.1 (randomized on-line algorithm) Let Q be a set of requests and R be a 
finite set of responses. A randomized on-line algorithm A, = (A,D) for Q and R is a pair 


consisting of a set A of on-line algorithms, each for Q and R, and a distribution D over A. 
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A randomized on-line algorithm A, = (A, D) solves a problem P if all on-line algorithms in A 


solve P: 


Definition 2.2.2 (solves) Consider problem P = (Q,R,S). A randomized on-line algorithm 
A, = (A, DP) for Q and R solves problem P if for all AG A, ACP. 
We denote A, solves P by A, LP. 


Finally, we consider the performance of a randomized on-line algorithm. The performance 
measure for randomized on-line algorithms is the same as the performance measure for de- 
terministic on-line algorithms, except that we take the expectation. Consider a performance 
function P. The performance of randomized on-line algorithm A, = (A, D) on request sequence 


o is Ep[P(o, A(o))], where Ep is the expectation over the distribution D. 


2.3. Admission Control and Routing Problems 


An admission control and routing problem requires an on-line algorithm. In particular, an 
algorithm for admission control and routing must decide whether to accept or reject a virtual 
circuit request without knowledge of future requests. In this thesis, we consider a variety of 
admission control and routing problems. In particular, we consider unicast communication and 
multicast communication. Furthermore, we explore the problem on various special topologies. 
Consider the following formal definition of the unicast admission control and routing problem 


for a set of graphs G. 


Definition 2.3.1 (admission control and routing for a set of graphs G) Let G be a set 
of graphs ranging over a node alphabet V. If G € G, we describe G = (V, FE) by a set V of nodes 


and a set EF’ of undirected links between the nodes. Now define 


Q, = {(s,d,r)|s,deV,r eR}, 


Q. = {((V,E),b)|(V,E)EG andb: E = R2°}. 


Ifo; € Q, and o; = (s;,d;,7r;) then s(o;) = 8;, d(o;) = d; and r(a;) = 7;. Let (0, p) be a request 


sequence, response sequence pair such that 0; € Q, for alli € [1,|o|]. Then, for all j € [1, lol], 
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uj(e) is defined to be Wey Lei<i<j lit t.eep: (Ai). Now define 


Q = Q1UQz, 
R = {q|q is a simple path over V}U{L}, 
S = {(o,p)| loo € Qe, and po = L, 
2.0; € Q, for alli € [1,|o]), 
3. if oo = ((V, £),b) then s(o;),d(o;) € V for alli € [1,|o]), 
A. if oo = (Gb) then for alli € [1,|o|), if p; # L then p; ts a path 
in G with endpoints s(a;),d(o;), 
5. if oo = ((V, E),6) then for alle € BE, uae) < 1}. 


In Definition 2.3.1 the tuple (s,d,7r) is a virtual circuit request where s represents the source, 
d represents the destination, and r the bandwidth. The tuple (G,b) tells the algorithm about 
the network topology, given by G, and the capacity associated with each link, given by b. The 
symbol L represents the response to the request (G',b) and also the response to a virtual circuit 
request that is rejected. By returning a path, the algorithm accepts the request. There are five 
conditions listed for $. The first condition states that the first request consists of the network 
topology and the capacity information for the network and gets the response L. The second 
condition states that each subsequent request is a virtual circuit request. The third condition 
ensures that the endpoints of the requested virtual circuits are actually nodes in the network. 
The fourth condition ensure that the responses use valid paths. The final condition enforces 
the capacity constraint. In particular, u;(e) represents the percent of the capacity of link e that 
has been used by the requests up to but not including request o;. We call w,;(e) the utilization 


of link e just before request o; is handled. 


Definition 2.3.2 (greedy admission control and routing for a set of graphs G) LetG 
be a set of undirected graphs. The greedy admission control and routing problem for G is the 
same as admission control and routing problem for G with the following additional condition 
for S. If (o,p) € S, then, if 79 = (G,b) and p; = L, there exists no path p from s(o;) to d(o;) 
in G such that u;_i(e) + r(a;)/b(e) < 1 for all links e on path p. 


The additional condition for the greedy admission control and routing problem ensures that a 


request will always be accepted if there exists a path with sufficient capacity. 
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The thesis considers several cases of Definition 2.3.1 and Definition 2.3.2. For the (greedy) 
admission control and routing problem for general topology networks, the set of graphs G in 
Definition 2.3.1 (Definition 2.3.2) is the set of all graphs ranging over the node alphabet Y. 
We also consider restrictions to specific topologies. For the admission control and routing 
problem for trees the set of graphs G in Definition 2.3.1 is the set of all trees ranging over the 
node alphabet V. We also consider bandwidth restrictions. The admission control and routing 
problem for unit capacity trees is the same as the admission control and routing problem for trees 
except that the capacity of each link (given by the function b) must be 1, and the bandwidth 
associated with each request (the third term in a request tuple) must be 1. The definition for 
the multicast admission control and routing problem is also similar to Definition 2.3.1. Roughly, 
the difference is that the requests now consist of a set of nodes that wish to be members of the 
multicast group, and the response is now a tree that spans the members. Rather than listing 
all the specific problem definitions here, we give the specific problem definitions in the chapters 
that present the algorithms or lower bounds for the problems. The definitions will, in general, 


just mention how they differ from Definition 2.3.1. 


Definition 2.3.3 (admission control and routing algorithm) An admission control and 


routing algorithm ts an on-line algorithm that solves the admission control and routing problem. 


We consider two types of admission control and routing algorithms: greedy and non-greedy. 


Definition 2.3.4 (greedy admission control and routing algorithm) An algorithm A is 
a greedy admission control and routing algorithm if it 1s an on-line algorithm that solves the 
admission control and routing problem and has the following property. Consider any request 
sequence a and response sequence A(o) = p. Then, for alli € [1,|o|), ifoo = (G,6) and p; = L, 
then there exists no path p from s(o;) to d(o;) in G such that u;_i(e) + r(o;)/b(e) < 1 for all 


links e on path p. 


Lemma 2.3.5 An admission control and routing algorithm A solves the greedy admission con- 


trol and routing problem iff A is greedy. 


Proof. The lemma follows immediately from Definition 2.3.2 and Definition 2.3.4. | 
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Definition 2.3.6 (non-greedy admission control and routing algorithm) A non-greedy 
admission control and routing algorithm is an admission control and routing algorithm that is 


not greedy. 


This thesis focuses on two performance functions. One performance function determines 
the number of accepted requests in the response sequence. The other performance function 


measures the total amount of accepted bandwidth. 


Definition 2.3.7 (number of accepted requests) Let P = (Q, R,S') be the admission con- 
trol and routing problem for general topology networks. Consider (0, p) € Un(Q" x R”) for 


néN. Then the number of accepted requests in p, P,(o,p), is given by 


Hei lpi A L.7€ [0,lo)}] F(o,p) eS and |{p; |p: F 1,7 € [0, lol} F 0 


€ otherwise 


P,(o, p) = 
for some 0 <e< 1. 


Definition 2.3.8 (amount of accepted bandwidth) Let P = (Q,R,S) be the admission 
control and routing problem for general topology networks. Consider (o,p) © Un(Q” x R”) for 


néN. Then the amount of accepted bandwidth in p, P,(o,p), is given by 


i <iclol|p4L r(a;) if(o,p)€ S and i <iclol|pAL r(ai) #0 


€ otherwise 


Pi(o,p) = 
for some 0 <e< 1. 


The ¢€ ensures that the performance function returns a positive value even if no requests are 


accepted. 


2.4 Deterministic Competitive Ratio 


Competitive analysis [ST85] provides a way of analyzing the performance of on-line algorithms. 
Rather than using the traditional absolute measure of performance (e.g., how many requests 
does the on-line algorithm accept) it uses a relative measure of performance (e.g., how many 
requests does the on-line algorithm accept relative to the maximum number that could have 


been accepted). The relative performance measure is called the competitive ratio. Informally, 
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the competitive ratio of an on-line algorithm A is the maximum over all request sequences of 
the ratio of the maximum possible performance for that request sequence to the performance 
of A for the same request sequence. Thus, competitive analysis provides a worst-case relative 
performance measure. An on-line algorithm with a low competitive ratio is one that exhibits 
close to the maximum possible performance on all request sequences. 

Consider a problem P = (Q,R,S), a performance function P, and a request sequence 


ao € dom(P). Define the optimal performance, P,(c), for request sequence o as follows: P,(a) = 
SUP(o,pyest PO, p)}- 


Definition 2.4.1 (competitive ratio) Let P be a problem, P a performance function, and 
A an on-line algorithm that solves P. 
The competitive ratio Cp p(A) of algorithm A with respect to problem P and performance 


function P is 


Cp p(A)= SUD ge dom(P) pet} . 


The competitive analysis literature generally refers to an optimal off-line algorithm that 
achieves the maximum possible performance, P,(a), for every request sequence o. An optimal 


off-line algorithm for problem P and performance measure P is an off-line algorithm A that 


solves P and for which P(o, A(o)) = P,(c) for all o € dom(P). Such an algorithm exists: 


Lemma 2.4.2 Consider a problem P = (Q,R,5) and a performance function P. Then there 
exists an off-line algorithm A that solves P and for which P(o, A(o)) = P,(a) for all a € 
dom(P). 


Proof. The off-line algorithm A is a sequence of functions A, : Q@" — R” for n € N, such 
that, if A,(o7) = p, then P(o,p) = supco pnestP(o, p’)}. This function exists since the result 
alphabet, FR, is finite and the result sequences are finite. | 
For each request sequence the competitive ratio compares the on-line algorithm to the optimal 
performance for that sequence. Thus, one way to view the optimal off-line algorithm is as an 
algorithm that sees the request sequence in advance and then behaves optimally for that request 
sequence. 

Section 2.1 mentions that, for some problems, it will be useful to add probabilistic restric- 


tions. A probabilistic problem requires that the request sequences be chosen based on some set 
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of allowable distributions over request sequences. We now define the following weaker form of 
competitive ratio for probabilistic problems. This new competitive ratio is determined by the 


worst case distribution over request sequences, rather than the worst case request sequence. 


Definition 2.4.3 (competitive ratio with probability ¢) Let P’ = (P,D) be a probabilis- 
tic problem, P a performance function, and A an on-line algorithm that solves P’. 

Algorithm A achieves competitive ratio C with probability q on probabilistic problem P' and 
performance function P if for all DED 


oe } 
P <C>] > ¢. 
lle men SCE! 
Generally, we will be interested in g = 1 — O(1/m), where m is a measure of the size of 


the problem. Achieving such a high g may require length restrictions on the request sequence. 


P.(o) 


Pooatay = © no longer to 


Roughly, the reason is that bad requests, i.e., ones that might cause 
be true, will eventually happen if enough requests arrive. 
A property of the competitive ratio is the fact that lower bounds on the competitive ratio 


are preserved by relaxing the problem restrictions. In particular, the fact that the competitive 


ratio is based on the worst case request sequence, implies the following lemma. 


Lemma 2.4.4 Let P’ = (Q’, R’,S") be a problem and P be a performance function for P'. Let 
P =(Q,R,S) be a problem such that Q CQ’, RC R', and SCS’, 
IfCp p(A) > K for all deterministic on-line algorithms A that solve P, then Cp: p( A’) > & 


for all deterministic on-line algorithms A' that solve P’. 


Proof. For request sequence o € dom(P), let Pi(a) and P,(o) denote the performance 


of the optimal off-line algorithm for problems P’ and P respectively. Specifically, P!(o) 
SUP(o,pyes'1P(a, p)} and P,(o) = supcs,pyes{P(7, p)}. Since S C S$’, we conclude that P{(a) > 
P,(a) for all ¢ € dom(P). 

By way of contradiction, assume that there exists an algorithm A’ that solves P’ and has 
Cp p(A’) < KX. As a consequence, 


PO) 


G1) Pla, Aap) 


< K for all o € dom(P’). 
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Let A be an algorithm that solves P and “behaves” like A’. Specifically, A is the algorithm 
such that A(o) = A’(c) for all o € dom(P). By construction, P(o, A(o)) = P(o, A(a)) for 
all o € dom(P). Combining this with Equation 2.1 and the fact that P'(o) > P,(c) for all 
a € dom(P) we have 


Pio) _ Pho) 
PsA) ~ Plo, Alay) 


< Kk for all o € dom(P). 


Thus, P,(a)/P(o, A(o)) < & for all o € dom(P). However, this contradicts the fact that 
Cp p(A) > & for all deterministic on-line algorithms that solve P. Thus, it must be the case 


that Cp p(A’) > Wr for all deterministic on-line algorithms A’ that solve P’. = 


2.5 Randomized Competitive Ratio 


The degree to which randomization can improve the achievable competitive ratio for a particular 
problem depends on the definition of the competitive ratio for a randomized on-line algorithm. 
This section considers two definitions. The first definition does allow randomization to improve 
the achievable competitive ratio. The second definition does not. 

The first competitive ratio definition for randomized on-line algorithms is called the oblivious 
randomized competitive ratio. The intuition behind this definition is that the worst case request 
sequence does not take the random choices of the on-line algorithm into account. In other words, 


the worst case sequence is picked before the on-line algorithm makes its random choices. 


Definition 2.5.1 (oblivious competitive ratio) Let P be a problem, P a performance func- 
tion, and A, = (A, D) a randomized on-line algorithm that solves P. 
The competitive ratio Ch p(Ar) of randomized on-line algorithm A, with respect to problem 


P and performance function P is 


- P(a) 
Cp p(Ar)) = 8UPseaom(P) (Erosion , 


In Lemma 2.4.4 we show that lower bounds on the competitive ratio are preserved by relaxing 


the problem restrictions. The same result also holds for the oblivious competitive ratio. 
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Lemma 2.5.2 Let P’ = (Q’, R’, 5") be a problem and P be a performance function for P'. Let 
P =(Q,R,S) be a problem such that Q CQ’, RC R’, and SCS", 
If Cp p(A,) > & for all randomized on-line algorithms A, that solve P, then Ch, p(Al.) > K 


for all randomized on-line algorithms A’. that solve P’. 


Proof. The proof of this lemma is similar to the proof of Lemma 2.4.4. The only difference is 
in the construction of the algorithm A from A’. This construction needs to be generalized to 
randomized algorithms in the obvious way. | 

A common objection to the oblivious randomized competitive ratio is that the outside world 
(i.e., the person/machine generating the requests) is not able to react to the randomized choices 
made by the on-line algorithm. In many situation the ability to react to the randomized choices 
would provide a more realistic performance model. For example, the likelihood that a particular 
customer makes a virtual circuit request in a few seconds will depend on whether the customer’s 
current request was accepted. A performance measure called the adaptive competitive ratio 
attempts to address this criticism. Randomization provides no extra power in the context of 
the adaptive competitive ratio. Therefore, we will focus on the oblivious competitive ratio in 
this thesis. For completeness, we present the formal definition of the adaptive competitive ratio. 

Informally, the adaptive competitive ratio determines the worst case request sequence after 
the randomized on-line algorithm makes its random choices (by choosing a specific deterministic 
on-line algorithm). Thus, it is possible to adjust the request sequence based on the randomized 


choices of the on-line algorithm. 


Definition 2.5.3 (adaptive competitive ratio) Let P be a problem, P a performance func- 
tion, and A, = (A, D) a randomized on-line algorithm that solves P. 
The competitive ratio Ch p(A,) of randomized on-line algorithm A, with respect to problem 


P and performance function P is 
> p(A,) = Ep[Cp,p(A)]. 


It is easy to prove the following theorem. (The proof of this theorem can be found in 


[BDBKt90].) 
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Theorem 2.5.4 If there exists a randomized on-line algorithm A, = (A,D) with adaptive 
competitive ratio K for some problem P and performance function P, then there exists a de- 
terministic on-line algorithm for problem P and performance function P with competitive ratio 


of at most Kk. 


Proof sketch. By way of contradiction assume that no such deterministic on-line algo- 
rithm exists. Then, Cpp(A) > & for all deterministic on-line algorithms A. As a result, 
Ch p(Ar) = X04 Pro(A)Cp.p(A) > K. Thus, we have a contradiction to the fact that there 


exists a randomized on-line algorithm with adaptive competitive ratio K. | 


2.6 Randomized Lower Bounds 


A result by Yao [Yao77] considerably simplifies the construction of lower bound proofs for 
randomized on-line algorithms. In particular, Yao notes that the complexity of randomized 
algorithms is connected to the complexity of deterministic algorithms on randomized inputs. 
Borodin et al. [BLS92] extend Yao’s theorem to competitive analysis with a theorem, which 
states that the lower bound on the oblivious competitive ratio for a given problem is greater 
than the lower bound on the competitive ratio of deterministic on-line algorithms, when the 


request sequences for the problem are restricted to a distribution. 


Theorem 2.6.1 Consider some problem P = (Q,R,S) and performance function P. Further- 
more, consider any distribution D, over dom(P) and any randomized on-line algorithm A, that 


solves P. Then there exists a deterministic on-line algorithm A’ that solves P and for which 


, _ Fo [Plo 
Cp,p(Ar) 2 Ep, [P(o, A(a))} 


Proof. By definition, P,(o)/Ep[P(o, A())] < Ch p(A,) for all request sequences ¢ € dom(P). 
Hence, P,(a) < Ch p(A,)Fp[P(a, A(a))]. Taking the expectation over D, we get: Ep,[P.(o)] < 
Ch p(A,)Ep,[En[P(o, A(o))]). Thus, C2 p(Ap) > Ep,[P.(0)]/ Eo. [Ep[P(o, A(o))]]. Reversing 
the order of the expectations in the denominator, Cp p(A,) > Ep, [P.(¢)]/Ep[En,[P(o, A(e))]]. 
Thus, there exists some algorithm A’ such that Cp p(A,) > Ep,[P.(0)]/Ep,[P(o, A(c))]. 

This theorem can only be used for lower bounds on the oblivious competitive ratio, not the 


adaptive competitive ratio. 
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2.7 General Lemmas for Admission Control and Routing 


This section presents some general lemmas for admission control and routing problems. 
The first lemma states that lower bounds are preserved by expanding the set of graphs to 


which the admission control and routing problem applies. 


Lemma 2.7.1 Let P' and P be the admission control and routing problems for the set of graphs 
G and G' respectively. Let G CG’. Furthermore, let P be a performance function for P'. 

IfCp p(A) > K for all deterministic on-line algorithms A that solve P, then Cp: p(A') > 
for all deterministic on-line algorithms A’ that solve P’. Similarly, if Ch p(A,) > K for all 
randomized on-line algorithms A, that solve P, then C2 1 p(A,) > K for all randomized on-line 


algorithms Al. that solve P’. 


Proof. The lemma follows immediately from Lemmas 2.4.4 and 2.5.2. | 
Lower bounds that apply to a particular graph G extend to certain related graphs. Let P({G}) 


be the admission control and routing problem where the set of graphs G is {G}. 


Lemma 2.7.2 Consider the graphs G and G’ such that G is a subgraph of G’ and there exist no 
simple path (v9 ...U,) in G’ such that vo and v, are in G, but v; is not inG for some 0 <i<n. 
Let P be the performance function of Definition 2.3.7. 

If Cpcpay),p(A) > K for all deterministic on-line algorithms A that solve P({G}), then 
Cr(igy),p(A’) > BW for all deterministic on-line algorithms A’ that solve P({G'}).  Simi- 
larly, if Co¢gy)p(Ar) = & for all randomized on-line algorithms A, that solve P({G}), then 
Cogany,p(Al) = WX for all randomized on-line algorithms A}, that solve P({G"}). 

Both statements also apply to the performance function in Definition 2.3.8. 

Proof. For any request sequence ¢ € dom(P({G})), let o € dom(P({G"})) be the request 
sequence that is the same as o but specifies G’ as the graph in the first request. Specifically, 
o; = 0; for 0 <i < |o|, and, if o =(G,b), then of = (G’,b). Let M = {o'|a € dom(P({G}))}. 
Clearly, M C dom(P({G"})). Let P be the performance function in Definition 2.3.7. 

Let P({G}) = (Q, R, S) and let P({G"}) = (Q’, R’, S’). If (a, p) € S, then (0’,p) € S’. By 
Definition 2.3.7, P(o,p) = P(o', p) for all (0, p) € S. As a consequence, 


(2.2) P.(o) < P,(o') for all o € dom(P({G})). 
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By way of contradiction, assume that there exists an algorithm A’ that solves P({G’}) and 
has Cpcpqry),p(A’) < K. As a consequence, 


P,(0") 


——_—_———_ << K fe lo’ € M. 
Pla’, Aa’) < # forall a € 


(2.3) 


Since P({G’}) is an admission control and routing problem, any result sequence produced by 
an algorithm that solves P({G’}) must include only simple paths. Thus, A’(o’) includes only 
simple paths for all o’ € dom(P({G}')). Now, the definition of G and G’ implies that the 
response sequence A’(o’) for any o’ € M includes only paths that are in G. As a result, 
there exists an algorithm A that solves P({G}) and “behaves” like A’. Specifically, A is the 
algorithm such that A(o) = A‘(o’) for all o € dom(P({G})). By construction of A and the fact 
that P(o,p) = P(o’,p) for all (o,p)€ S. 


(2.4) P(o, A(o)) = P(o', A(o’)) for all o € dom(P({G})). 


Now we combine Equations 2.3, 2.4 and 2.2 and the fact that o’ € M wheno € dom(P({G})) 
to conclude for all ¢ € dom(P({G})) that 


Pio) Po") 
Pa, Aa) ~ Pla, Alay) 
_ Plo!) 
PCa, Aa")) 
< K. 


Thus, P,(0)/P(o, A(o)) < K& for all o € dom(P({G})). However, this contradicts the fact that 
Cp(ta}),p(A) > KW for all deterministic on-line algorithms that solve P({G}). Thus, it must be 
the case that Cpcyqy),p(A’) = KX for all deterministic on-line algorithms A’ that solve P({G’}). 

The proof showing the lemma for the oblivious competitive ratio is similar. The only 
difference is in the construction of the algorithm A from A’. This construction needs to be 
generalized to randomized algorithms in the obvious way. 


The proof for the performance function in Definition 2.3.8 is exactly the same. | 
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CHAPTER 3 


Lower Bounds 


3.1 Introduction 


This chapter provides lower bounds on the competitive ratio of admission control and routing 
algorithms for various topologies. The lower bounds in this chapter suggest that non-greedy 
admission control and routing algorithms can have better competitive ratios than greedy ad- 
mission control and routing algorithms. 

Consider the admission control and routing problem on a topology described by graph G. 
Section 3.2 proves a theorem which provides sufficient conditions for a lower bound on the 
oblivious competitive ratio of any greedy randomized algorithm for the admission control and 
routing problem on G and a lower bound on the oblivious competitive ratio of any randomized 
algorithm for the admission control and routing problem on G. The two lower bounds implied by 
the theorem have an exponential separation. In particular, if the theorem implies an Q(7) lower 
bound on the oblivious competitive ratio of any randomized algorithm, then it implies an (27) 
the lower bound on the oblivious competitive ratio of any greedy randomized algorithm. Thus, 
for graphs that meet the conditions of the theorem, non-greedy admission control strategies can 
potentially lead to significant performance improvements. In this chapter, we use the theorem 
of Section 3.2 to prove lower bounds for lines, trees, meshes, trees of meshes, fat-trees, and 
hypercubes. For each of these topologies, there is an exponential separation between the lower 


bound we present for the oblivious competitive ratio of any randomized algorithm and the lower 
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bound we present for the oblivious competitive ratio of any greedy randomized algorithm. The 
advantages of non-greedy admission control are further demonstrated by the fact that, for 
several of the topologies, the non-greedy algorithms presented in Chapter 4 beat the greedy 
lower bounds of this chapter and meet the lower bounds on any algorithm presented in this 
chapter. 

Section 3.3 gives an ((log d) lower bound on the oblivious competitive ratio of any algorithm 
for lines of length d and trees of diameter d. For greedy algorithms we provide an (Q(d) lower 
bound on the oblivious competitive ratio. Furthermore, we show an Q(d) the lower bound 
on the deterministic competitive ratio. Section 3.4 considers meshes. We prove an (Q(log 7) 
lower bound on the oblivious competitive ratio of any algorithm for n x n meshes. For greedy 
algorithms we provide an Q(n) lower bound on the oblivious competitive ratio. In Section 3.5 
we give an Q(loglogn) lower bound on the oblivious competitive ratio of any algorithm for 
n*-leaf trees of meshes and n?-leaf fat-trees. For greedy algorithms we provide an (Q(log 7) 
lower bound on the oblivious competitive ratio. Based on the O(loglog n) competitive ratio 
of our non-greedy deterministic algorithm for fat-trees (cf. Chapter 4) we can conclude that 
the lower bound on the deterministic competitive ratio for the n?-leaf fat-tree is Q(log log 7). 
For the logn dimensional hypercube, Section 3.6 gives an Q(loglogn) lower bound on the 
oblivious competitive ratio for any algorithm. For greedy algorithms we provide an Q(log n) 
lower bound on the oblivious competitive ratio. The table in Figure 3-1 summarizes the lower 
bounds presented in this chapter. (The lower bound shown in Figure 3-1 on the competitive 


ratio of any deterministic algorithm for the n x n mesh is presented in [BF KR93].) 


[greedy randomized | any determmistic | any randomized J 
[aihdine iP SPC |] 
[Miameter dire | P—«Tog a 
a 


| n?-leaf tree of meshes Q(logn)| Q(log log n) | 
[leaf Tat-tree Mion) | Aogiogny | (logos) | 
| x dimensional hypercube Q(logn)| Q(log log n) | 


Figure 3-1: Summary of known competitive ratio lower bounds for greedy randomized, any 
deterministic, and any randomized admission control and routing algorithms on various topolo- 
gies. 


Section 3.7 considers hierarchical backbone networks (cf. Definition 3.7.1). A hierarchical 
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backbone network can be decomposed into many low diameter regions (access networks) and an 
arbitrary region (backbone network) that connects the access networks. Hierarchical backbone 
networks can be used to model several important networks including the telephone network, 
the Internet, and fat-trees. Section 3.7 shows that a lower bound on the competitive ratio for 
the backbone network or for any of the access networks implies the same lower bound on the 
competitive ratio for the entire hierarchical backbone network. 

Section 3.8 presents further evidence for the importance of non-greedy admission control 
in the context of competitive analysis. The section provides an Q(n) lower bound on the 
competitive ratio of any deterministic greedy admission control and routing algorithm for a n 
node general topology network. Such a lower bound is trivial if the optimal off-line algorithm 
may use non-greedy admission control. However, Section 3.8 shows that the linear lower bound 
still holds when the optimal off-line algorithm must use greedy admission control. This lower 
bound, together with the O(logn) competitive non-greedy algorithm for general topologies 
(see Chapter 4), underscores the importance of using non-greedy admission control for general 


topology networks. 


3.2. A Theorem for Greedy and Randomized Lower Bounds 


This section provides tools for proving oblivious randomized lower bounds on all algorithms 
and on greedy algorithms. Given a topology and a set of sequences of virtual circuit requests 
for that topology that meet certain conditions (cf. Theorem 3.2.4) this section provides a 
theorem that implies a lower bound on the oblivious competitive ratio of any algorithm and 
a lower bound on the oblivious competitive ratio of any greedy algorithm. The lower bound 
provided for the oblivious competitive ratio of any greedy algorithm is exponentially greater 
than the lower bound provided for the oblivious competitive ratio of any algorithm. Thus, our 
theorem helps identify topologies where non-greedy admission control and routing algorithms 
may outperform greedy admission control and routing algorithms. The lower bound on any 
algorithm is proven in Lemma 3.2.1. The lower bound on any greedy algorithm is proven in 
Lemma 3.2.3. Theorem 3.2.4 combines the results of Lemma 3.2.1 and Lemma 3.2.3. 

The proof for the oblivious randomized lower bound on any algorithm constructs a prob- 


ability distribution D, over request sequences using the provided sequences of virtual circuit 


Al 


requests. Using the probability distribution, we provide a lower bound for F'p,[P.(c)], the 
expected number of circuits accepted by an optimal off-line algorithm and an upper bound for 
Ep,[P(o, A(o))], the expected number of requests any deterministic on-line algorithm A can 
accept. These bounds, combined with Theorem 2.6.1, imply the desired lower bound on the 


oblivious competitive ratio. 


Lemma 3.2.1 Let P = (Q,R,S) be the admission control and routing problem for a unit 
capacity graph G = (V,E). Let P be the performance function that determines the number of 
accepted virtual circuit requests. For each i € [0,Z], let G be a sequence of requests with the 


following properties: 
e there exists a response sequence p such that (oo0;,p) € S and P(ooG;, p) = |e;| 


e there is a set of 27|@| critical links in EF such that, for any request (s,d,1) in G;, any 


path from s to d uses at least 24~* critical links. 


Then, any randomized on-line algorithm, A,, for problem P has an oblivious competitive ratio, 


Ch p(A,), in OZ). 


Proof. The proof proceeds as follows. We use the sequences o; to construct a probability 
distribution D, over the request sequences in dom(P). Then, we provide a lower bound for 
Ep,[P.(o)], the expected number of requests accepted by an optimal off-line algorithm and an 
upper bound for Fp,[P(o, A(c))], the expected number of requests any deterministic on-line 
algorithm A can accept. These bounds, combined with Theorem 2.6.1, imply the desired lower 
bound on the oblivious competitive ratio. 

First, we define the probability distribution D, over request sequences. By definition of P, 
the first request, oo, of every request sequence is (G,b) where 6: F — {1}. With probability 
2-4, g = ao, ie., there are no circuit requests. All other request sequences with non-zero 
probability are of the form 0 = o9%...0;, where Prp,|o = oo%o| = 1/2 and Prp,[o = 
090 ..-0j] = $Prp,[o = 0000... F;-1], for every i € [1, Z]. Thus, for 7 € [0, Z], the probability 


of the sequence ood) ...G; is 27*71. 
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Next, we provide a lower bound for F'p,[P.(o)]. Consider an off-line strategy that accepts 
all the requests in @; given that the request sequence is o9%)...0;. The number of requests 
in G, is 2'|@|. Furthermore, o9%...0; is the actual request sequence with probability 27'~1. 


Thus, the expected number of requests accepted by this strategy is given by 


Z Z 
; tn Z 
(3.1) S° Prp,|o = OT o. 5; ]2'|F| = $5 27* 12" [a] < 7 Pol. 


i=0 i=0 

Thus, Ep,[P,(o)] > 4|ol- 
Next, we provide an upper bound on Ep, | P(o, A(c))] for all deterministic on-line algorithms 
A. Any request accepted from sequence G; consumes at least 27~' critical links. Therefore, if k 
critical links remain unused by requests accepted from O)...0;_1, and requests from @; arrive, 
we can hope to accept at most k/27-' of those requests. Conditioning upon the fact that the 
actual request sequence o includes G;, denote by B(i,k) the maximum expected number of 
requests accepted from 0;0;4,..., where the maximization is taken over all possible ways to 
accept requests from @...@;_; so that at most k critical links are free. We can bound B(i, k) 
with the following recurrence relation, where the first term in the maximum, ¢, represents the 
number of requests accepted from o; and the second term, sBi + 1,k— (27-"), represents the 
maximum expected number of requests accepted from @;4;7;42..., given that k — (2%-* free 


critical links remain: 


with the initial condition 


B(Z,k) <k. 


The factor of 1/2 in front of the term B(i+1,k—(27~*) results from the fact that the probability 
that o includes the sequence G;4,, given that o already includes @;,, is 1/2. 

Since there are 27|@| critical links, B(0,27|@|) is an upper bound on Ep,[P(a, A(c))], the 
expected number of requests that any deterministic on-line algorithm A accepts. We prove in 
Claim 3.2.2 that B(t,k) < k/2%~* for all 0 <i < Z and all k. Thus, B(0,27|ao|) < |oo|. As a 


consequence, Ep, [P(o, A(o))] < [@| for any deterministic on-line algorithm A. 
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Since Ep,[P,(o)] > 4\%| and Ep,[P(o, A(o))] < |@o| for any deterministic on-line algo- 
rithm A, Theorem 2.6.1 implies that Cp p(A,) > Q(Z) for all randomized on-line algorithms 
A,. | 

The basic idea of using sequences of requests where the number of requests using some 
number of resources is twice the number of requests using twice the resources was used in the 


lower bound proofs in [AAP93]. The lower bound proofs in [AAP93] consider line networks. 


Claim 3.2.2 If, for ail k, 


maxe<pjoz-1 {C+ $B(i+1,k — 027-')} for i € [0, Z) 
k fori =Z 


Bli,k) < 


then B(i,k) < k/27-* for alli € [0, Z] and all k. 


Proof. The proof is by induction on j = 7-7. The base case (7 = 0,7 = Z) follows immediately 
from the initial condition on B. Now, assume that for all k, B(i+1,k) < k/24-'~1. We have 


that 
. 1,.. 7-4 
Bak) < max 4€+=B(i+1,k- (2°) 
L<k (22-4 2 
c t k — (22-7 
_ (chyna + 2(22-?-1) 
k 
-  9Z-i" 


a 
Having considered the oblivious competitive ratio of any randomized admission control and 
routing algorithm, we now provide the conditions needed for a lower bound on the oblivious 


competitive ratio of any greedy randomized admission control and routing algorithm. 


Lemma 3.2.3 Let P = (Q,R,S) be the admission control and routing problem for a unit 
capacity graph G = (V,E). Let P be the performance function that determines the number of 
accepted virtual circuit requests. Let ¢ and @ be two sequences of requests with the following 


properties: 


e |o'| = 27a]. 
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e there exists a response sequence p such that (oo0,p) € S and P(aoc, p) = |e| 
e there exists a response sequence p such that (ao0',p) € S and P(o00", p) = |e" | 


e for every response sequence p such that (o970",p) € S and p; 1 for allo; € 7, it is the 


case that p; = 1 for allo; €@. 


Then, any greedy randomized on-line algorithm, A,, for problem P has an oblivious competitive 


ratio, Ch p(A,), in Q(Z). 


Proof. By definition of P, the first request, oo, of every request sequence is (G,b) where 

b: FE — {1}. Consider any greedy algorithm A, and request sequence o = 0900". Since A, is 

greedy, it must accept the requests in , and thus cannot accept any request in o. Now consider 

an optimal off-line algorithm that rejects the requests in o but accepts the 27|a| requests in o’. 
27 \F 

Thus, P,(o)/E[P(A(a))] > 4 Pt = 27. = 


Finally, we combine the results of Lemma 3.2.1 and Lemma 3.2.3. 


Theorem 3.2.4 Let P = (Q,R,S') be the admission control and routing problem for a unit 
capacity graph G = (V,E). Let P be the performance function that determines the number of 
accepted virtual circuit requests. For each i € [0,Z], let ; be a sequence of requests with the 


following properties: 
e there exists a response sequence p such that (oo0;,p) € S and P(oo0;, p) = |e; | 


e there is a set of 27|@| critical links in EF such that, for any request (s,d,1) in G;, any 


path from s to d uses at least 27~-* critical links. 


Then, any randomized on-line algorithm, A,, for problem P has an oblivious competitive ratio, 
Ch p(Ar), in Q(Z). Furthermore, any greedy randomized on-line algorithm, A,, for problem P 


has an oblivious competitive ratio, Cp p(A,), in Q(27). 


Proof. The lower bound on any randomized algorithm follows immediately from Lemma 3.2.1. 
The lower bound on any greedy randomized algorithm follows from Lemma 3.2.3 where 7 = 3 


and @ = Gz. | 
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3.3. Lines and Trees 


This section proves an Q(logd) lower bound on the oblivious competitive ratio of any admis- 
sion control and routing algorithm for lines of length d and trees of diameter d with respect 
to the performance function that determines the number of accepted virtual circuit requests. 
The section also proves an Q(d) lower bound on the oblivious competitive ratio of any greedy 
admission control and routing algorithm. 

We use the following proof strategy. We first consider the admission control and routing 
problem for unit capacity lines of length d. (Recall that the unit capacity admission control 
and routing problem restricts each link to have a capacity (given by the function 6) of 1 and 
restricts the bandwidth associated with each request (the third term in a request tuple) to be 
1.) We prove Q(logd) and Q(d) lower bounds for the admission control and routing problem 
for unit capacity lines of length d. By Lemma 2.7.2 this will imply the same lower bounds on 
the admission control and routing problem for any particular unit capacity tree of diameter d. 
Then, Lemma 2.5.2 extends the lower bounds to the admission control and routing problem for 
diameter d trees without the bandwidth and capacity restriction. 

We note that [ABFR94] already prove an Q(log d) lower bound for the unit capacity line of 
length d. We present our proof since it illustrates on a simple example the proof technique that 
we use for our lower bound results on meshes, trees of meshes fat-trees, and hypercubes. 

To prove our lower bounds for the unit capacity line of length d, we construct a set of 
sequences, 7,71,--. 5 Floga, Which will allow us to make use of Theorem 3.2.4. Consider a line 
of length d where d is a power of two. Let (v,v1...vq) be the path of length d in the line. 
Sequence O, consists of a single circuit request of bandwidth 1 between vp and vg. To construct 


G;, divide the path between vp and vg into 2' equal length paths and request a bandwidth 1 
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virtual circuit between the endpoints of each of the 2° paths. Formally: 


oo = (Vo, Va; 1) 


Oo, = (vo, Va] 2s 1)(vase, Vd, 1) 


a 
| 


(vo, Vd] 2%» 1)(vayoi, V2d/2%5 1)(V2a/2%, U3d/2%5 1) . -(V(2i=1)a/ 2%» Vd; 1) 


Trogd = (Vo. %1,1)(%1, v2, 1)... (va-1, Va, 1). 


We can now prove our lower bounds on the unit capacity line of length d using Theorem 3.2.4 


and the sequences constructed for the line of length d. 


Lemma 3.3.1 Let d be a power of two. Any randomized on-line algorithm, A,, that solves 
the admission control and routing problem, P, on the unit capacity line of length d has an 
oblivious competitive ratio, Ch p(A,), in Q(log d). Furthermore, any greedy randomized on-line 


algorithm, A,, that solves P has an oblivious competitive ratio, Ch p(Ar), in Q(d). 


Proof. The sequences o; for 0 < 7 < logd constructed for the line of length d satisfy the 
conditions of Theorem 3.2.4 for Z = logd. In particular, for all 0 < i < logd, |@;| = 2|7;_,| 
if 7 # 0, all request in |o;| can be accepted when no other requests are accepted from other 
sequences, and the are d = 2!°8@ critical links (all of the links of the line) such that a request 
from G; requires d/2' = 20°8%- critical links. a 


We extend of our lower bounds to lines with a length that is not a power of two. 


Theorem 3.3.2 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, on the unit capacity line of length d has an oblivious competitive ratio, 
Ch p(Ar), in Q(logd). Furthermore, any greedy randomized on-line algorithm, A,, that solves 


P has an oblivious competitive ratio, Cp p(A,), in Q(d). 


Proof. Let d’ be the largest power of two that is less than or equal to d. Clearly, 2d’ > d. 
Consider a length d’ line embedded in the length d line. Now, the lemma follows immediately 
from Lemma 2.7.2 and Lemma 3.3.1. | 


Now consider any unit capacity diameter d tree. 


AT 


Lemma 3.3.3 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, on any unit capacity diameter d tree has an oblivious competitive ratio, 
Ch p(Ar), in Q(logd). Furthermore, any greedy randomized on-line algorithm, A,, that solves 


P has an oblivious competitive ratio, Ch p(A,), in Q(d). 


Proof. Let G be the line of length d. Let G’ be any tree of diameter d. G is a subgraph of 
G’. Furthermore, there exists no simple path (vo...v,) in G’ such that vp and v, are in G, 
but v; is not in G for some 0 < i < n. Now the lemma follows directly from Lemma 2.7.2 and 
Theorem 3.3.2. | 


Finally, we consider diameter d trees without the bandwidth and capacity restriction. 


Theorem 3.3.4 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, on diameter d trees has an oblivious competitive ratio, Cp p(A,), in O(log d). 
Furthermore, any greedy randomized on-line algorithm, A,, that solves P has an oblivious com- 


petitive ratio, Cp p(A,), in Q(d). 


Proof. The theorem follows immediately from Lemma 2.5.2 and Lemma 3.3.3. | 
We mention that the trivial lower bound for deterministic on-line admission control and 


routing algorithms for lines of length d and trees of diameter d is Q(d). 


Proposition 3.3.5 Any deterministic on-line algorithm, A, that solves the admission control 
and routing problem, P, on the unit capacity line of length d has a competitive ratio, Cp p(A), 
in Q(d). 

Proof. Consider any deterministic algorithm A and request sequence o = 090. If A does not 
accept the request in @ then consider an optimal off-line algorithm that does accept the request 
in @. In this case, P,(o)/P(A(a)) > 1/e > d. (Recall from Definition 2.3.7 that P(a) > € for 
all request sequences o.) On the other hand, if A does accept the request in @ then consider 
a request sequence o = O90 00 \ogq and an optimal off-line algorithm that rejects the request in 
Tp but accepts the d requests in Goga- In this case, we also have P,(o)/P(A(a)) > d/1=d.) m 


We extend this proposition to any unit capacity diameter d tree. 


Proposition 3.3.6 Any deterministic on-line algorithm, A, that solves the admission control 
and routing problem, P, on any unit capacity diameter d tree has a competitive ratio, Cp p(A), 


in Q(d). 
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Proof. The proposition follows directly from Lemma 2.7.2 and Proposition 3.3.5. | 


Finally, we consider diameter d trees without the bandwidth and capacity restriction. 


Proposition 3.3.7 Any deterministic on-line algorithm, A, that solves the admission control 


and routing problem, P, on diameter d trees has a competitive ratio, Cp p(A), in Q(d). 


Proof. The proposition follows directly from Lemma 2.7.1 and Proposition 3.3.6. | 

The separation between the deterministic and greedy lower bounds ((2(d)) and the oblivious 
randomized lower bound ((2(log d)) on trees underscores the importance of non-greedy random- 
ized admission control strategies. In Chapter 4 we provide a randomized algorithm that has 
an oblivious competitive ratio of O(log d). Thus, the algorithm shows our lower bounds to be 


tight. 


3.4 Meshes 


The two dimensional m x n mesh has the set of nodes {(r,c)|0<r<m-1,0<e<n- I}. 
Two nodes are connected by a link if their Hamming distance is one. This section proves an 
Q(log n) lower bound on the oblivious competitive ratio of any admission control and routing 
algorithm for (n+1)x(n+1) meshes with respect to the performance function that determines 
the number of accepted virtual circuit requests. The section also proves an (rn) lower bound 
on the oblivious competitive ratio of any greedy admission control and routing algorithm. 

We use the following proof strategy. We first consider the admission control and routing 
problem for the unit capacity (n + 1) x (n+ 1) mesh. Then, Lemma 2.5.2 extends the lower 
bounds to the admission control and routing problem for (n+ 1) x (n+1) meshes with arbitrary 
link capacities and bandwidth requirements. 

To prove our lower bounds for the unit capacity (n + 1) x (n + 1) mesh, we proceed as 
we did with the unit capacity line of length d. In particular, we construct a set of sequences, 
To, F1,+++5Flogn, Which will allow us to make use of Theorem 3.2.4. Consider the (n+1)x(n+1) 
mesh where n is a power of 2. To construct o;, we divide the mesh into 4° submeshes of size 
(4 +1) x ($41) for every 0 <2 < logn. (See Figure 3-2.) Note that bordering submeshes 


share nodes. The top left hand submesh after the division into 4’ submeshes consists of the 
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submesh(j, &) 


0,0 O,n 
@ 7 ; ~ 
jn/24, kno > | jn/2,(k + 1)n/2! 
ee ae 
(+ 1)m/2!, kn/2! - 3 (J+ 1)n/2!, (+ I) /2 
oe | | ray) 
n,0 n,n 


5] 


Figure 3-2: Submesh j,k, for 0 < 7 < 2' and 0 < k < 2', from the division of (n + 1) x (n+ 1) 
mesh into 4’ submeshes of size (+1) x (441). 


nodes: 


(0,0)... (4,0) 


In general, the submesh j,k, for 0 < 7 < 2' and 0 < k < 2", consists of the nodes: 


(G5 RE) - (G+1DF,1) 


(Gg(k+ Dor). (G+Ua(k+ Dx) 
Denote by @; the following requests. For each of the 4’ squares of size (n/2' + 1) x (n/2' + 1) 


request circuits from all top nodes to all bottom nodes, e.g., 


(G2.hE), GE. (k+ DA), IGE + LAS), GE + Lt DE). 
(i+ DS, ks) (G+ DS (k+ D4), 


for submesh j,k, and circuits from all left hand nodes to all right hand nodes, e.g., 


2) (G+ DS, hE), IGE kE + 1),(G + DS.kS 41), 1)... 


for submesh 7,/. Now we can prove the following lemma. 
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Lemma 3.4.1 Let n be a power of two. Any randomized on-line algorithm, A,, that solves the 
admission control and routing problem, P, for the unit capacity (n+ 1) x (n +1) mesh has an 
oblivious competitive ratio, Ch p(A,), in Q(logn). Furthermore, any greedy randomized on-line 


algorithm, A,, that solves P has an oblivious competitive ratio, Ch p(Ar), in Q(n). 


Proof. The sequences @; for 0 < i < logn constructed for the (n + 1) x (n+ 1) mesh satisfy 
the conditions of Theorem 3.2.4 for Z = logn. In particular, for all 0 < 7 < log n, |@;| = 2|7;_1| 
if 2 # 0, all request in |o;| can be accepted when no other requests are accepted from other 
sequences, and the are 2(n+1)n = 2(n+1)2!°6” critical links (all of the links of the mesh) such 
that a request from 3; requires n/2' = 20°8”)-* critical links. rT] 


Now consider the case where n is not a power of two. 


Lemma 3.4.2 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, for the unit capacity (n+ 1) x (n+ 1) mesh has an oblivious competitive 
ratio, Ch p(A,), in Q(logn). Furthermore, any greedy randomized on-line algorithm, A,, that 


solves P has an oblivious competitive ratio, Ch p(A,), in Q(n). 


Proof. When n is not a power of 2, the proof is essentially the same as the proof for 
Lemma 3.4.1, except that it is more complicated notationally. When dividing the mesh into 
4' submeshes, the appropriate floor and ceiling operators need to be used. Furthermore, the 
sequences @; may only be defined for 0 < i < (logn) — 1 rather than 0 < i < logn since the 
division of the mesh into 4l'°8"! submeshes may already have submeshes of size 1 x 1. | 
We extend our lower bounds to the admission control and routing problem for (n +1) x (n +1) 


meshes without the bandwidth and capacity restriction. 


Theorem 3.4.3 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, for (n+ 1) x (n+1) meshes has an oblivious competitive ratio, Ch p(A,), 
in Q(logn). Furthermore, any greedy randomized on-line algorithm, A,, that solves P has an 


oblivious competitive ratio, Ch p(A,), in Q(n). 


Proof. The theorem follows immediately from Lemma 2.5.2 and Lemma 3.4.2. | 


We mention that the deterministic lower bound on the competitive ratio for (n+1)x(n+1) 


meshes is Q(,/n) [BF KR93}. 
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Lemma 3.4.4 Any deterministic on-line algorithm, A, that solves the admission control and 


routing problem, P, on a(n+1)x (n+1) mesh has a competitive ratio, Cpp(A), in Q(/n). 


The separation of the deterministic and greedy lower bounds (Q(,/n) and Q(n) respectively) 
from the oblivious randomized lower bound (Q(log n)) for (n+ 1) x (n+ 1) meshes underscores 


the importance of non-greedy randomized admission control strategies. 


3.5 ‘Tree of Meshes and Fat-Tree 


For n a power of 2, the n x n tree of meshes has the following structure. The network has a 
total of 2n? log n nodes. These are arranged in 2logn levels, each containing n? nodes. The 
levels are numbered 0 through 2logn —1. Links connect nodes in the same level or in adjacent 


.. . or on _ 
levels. Level ¢ is a collection of disjoint m; x n; meshes, where m; = sap and ni = s77- 


Notice that for even i m; = n; = m,_1, and for odd 2 2m; = n; = n;_,. Each level 2 mesh is 
connected to a unique pair of level i + 1 meshes. For even ?, nodes (1,1), (1,2), ..., (1, ,) of 
the level mesh are connected to nodes (1,1), (1,2), ..., (1, m:41), respectively, of one of the 
level i + 1 meshes, and nodes (m;,1), (m;,2),..., (mi, ;) of the level 2 mesh are connected to 
nodes (mj41,1), (Mi41, 2), ---, (Mii, N41), respectively, of the other level i+ 1 mesh. For odd 
?, nodes (1,1), (2,1), ..., (m;,1) of the level 7 mesh are connected to nodes (1,1), (2,1), ..., 
(mi41, 1), respectively, of one of the level i+ 1 meshes, and nodes (1, 7;), (2,7;), ..., (m,n) of 
the level 7 mesh are connected to nodes (1,41), (2, mi41), ---, (igi, Mi41), respectively, of the 
other level 7+ 1 mesh. The top three levels of a n x n tree of meshes are shown in Figure 3-3. 

A size n fat-tree is essentially the same as a n x n tree of meshes except that each mesh 
is replaced by a single node. The bandwidth between meshes is preserved. Thus, a size n 
fat-tree is complete binary tree of height 2logn (the tree has n? leaves). The root (level 0 
node) is connected to each of its children by a link with capacity n. In general, level i nodes are 
connected to each of their children by a link of capacity 3¢7;. In practice, fat-trees are used 
rather than trees of meshes [LADt92]. 

This section proves an Q(loglogn) lower bound on the oblivious competitive ratio of any 
admission control and routing algorithm for n x n trees of meshes and size n fat-trees with 


respect to the performance function that determines the number of accepted virtual circuit 
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requests. The section also proves an Q(logn) lower bound on the oblivious competitive ratio of 
any greedy admission control and routing algorithm. 

We use the same proof strategy as for the lower bounds on the mesh. In particular, we first 
prove the lower bounds on the admission control and routing problem for the unit capacity 
n xX n tree of meshes and size n fat-tree. To prove these lower bounds, we construct a set of 
sequences, O,01,--- 5 Flogiogn» Which will allow us to make use of Theorem 3.2.4. The same set 
of sequences can be used for both the n x n tree of meshes and the size n fat-tree. 

We construct the sequences on the n x n tree of meshes. Consider the n x n tree of meshes 
where logn is a power of two. To define o; on the tree of meshes, we need some additional 
notation. A n x n tree of meshes can be constructed from four n/2 x n/2 trees of meshes. See 
Figure 3-3. In particular, the root mesh is a n x n mesh, the left and right children of the root 
are n x n/2 meshes and the grandchildren of the root are four n/2 x n/2 trees of meshes. We 
denote a n x n tree of meshes by T? where d = log n. Furthermore, we introduce the following 
notation to refer to each of the components of T¢. Node (i,j) in the top mesh is denoted by 
(T4,t,(%,7)); node (7,7) in the left child mesh is denoted by (17,1, (¢,7)); node (7,7) in the right 
child mesh is denoted by (14,7, (7,j)). The n/2 x n/2 trees of meshes that are the grandchildren 
of T¢ are numbered from 1 to 4 starting with 1 for the left most n/2 x n/2 trees of meshes. 
Thus, the left most n/2 x n/2 tree of meshes is denoted by T#7', and the right most n/2 x n/2 
tree of meshes is denoted by Tj-'. 

For two nodes in the same mesh, for example, the nodes (7,t,(7,7)) and (7,t,(0’,97’)), 
let p((T,#,(2,7)),(7,t,(7,99)) be the row-column path from (7T,t,(2,7)) to (T,t,(7%,7’)). (A 
row-column path reaches (7',t,(2’,7")) by first moving in row 7 to column 7’ and then moving 
in column 7’ to node (7,,#,(2’,7’)).) For connected nodes at different levels, e.g., (7',/,(1,1)) 
and (T,t,(1,1)) let p((7,/,(1,1)), (7, #,(1,1))) be the single link path between the nodes. See 
Figure 3-3. 

Next, we define sets of paths in T“. In particular, p'(T“) defines an order set of n = 24 
paths, where the ¢” path, pi(T“), starts at a leaf node and terminates in node (T,t, (7, 1)), the 
first node in the 7“ row of the root n x n mesh of T¢. The leaf node of the path is picked so 
that the set of paths p'(T“) has the following property: whenever possible go to the left child 


mesh. In Figure 3-4 the set of links that are used as a result of this property are indicated by 
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ESE Dye aoa) 1.1 


nx n/2 mesh 


n/2,n 


n/2 x n/2 mesh 
root of T4-! tree 


Figure 3-3: Structure and notation for n x n tree of meshes. 


dark shaded circles for the top three levels of an n x n tree of meshes. This property has the 
following consequence. Level i = 2log(n/k) of a n x n tree of meshes consists of n?/k? k x k 
meshes, each of which is the root of a k x & tree of meshes. As a result of picking left child 
mesh whenever possible, we use all & of the links that connect the & x k mesh to its parent 
mesh for n/k of the k x k meshes. We denote this set of links as the p'(T“)-k-critical links. We 
denote the k x & trees of meshes for which all & of the links to the parent mesh are used by 
Poke es. as where the indices are assigned from left to right. Now define the p'(T)-critical 
links to be the union over all p'(T*)-k-critical links for all k such that logk is odd. Clearly, 
there are nd/2 p'(T“)-critical links. The set p"(T“) is defined analogously. In particular, p"(T“) 
is an order set of n = 2% paths, where the i” path, p(T“), starts at a leaf node and terminates 
in node (T4,t, (7, n)), the last node in the 7" row of the root n xn mesh of T*. The leaf node of 
the path is picked so that the set of paths p"(77) has the following property: whenever possible 
go to the right child mesh. See Figure 3-4. 

We now provide a formal definition for p'(T“) and p"(T“). The sets can be constructed 


inductively as follows. First consider the base case. T° consists of a root node (T°,t,(1,1)) and 
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ee! . 


Figure 3-4: Paths used by pj(T“) and p;(T"). 


the leave nodes (T°,1,(1,1)) and (T°,r,(1,1)). Thus, pi (T°) = p((T°,0,(1,1)), (f° #, G1, 1))) 
and pi(T°) = p((T°,r, (1, 1)), (2°, t, 1, 1))). Both p'(P°) and p’(T°) are singleton sets. We now 
construct p'(7T7) and p’(T%) from p'(T4"!) and p"(T*'). (See Figure 3-5.) 


p(T) = pi (Ti). )), (£51, 0, 1) oF 8 (1, 1), (£56, (1,1). 
In general, for 1 <i < n/2, 


p(T) = p(y )yp((TP", t, (4, 1)), (Tr, & (1, 4) ) p(T 6 (1,4), (P44, (4, 1) 


p(T, 1, (4,1), (T4419) (P44 (1,49), (£44, @ 1). 


Furthermore, for n/2<i<n, 


p(T") - pile pst, =n /2,1)) aS Ln /2)) 
pO Ey 3 (Loa= n/2)), Care (n+ Lies i,n))) 


p((P*,1,(n+1—i,n)),(£%1,(1,2)))p(£%, 4,4), (£44 (4, 1))). 
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Similarly consider 1 <i < n/2 for p?(T), 


pi(T*) = pi(T3*)p((Ts7*, t, (n/2 + 1 —4,n/2)), (3774, (1,4) 
p((T3*, t,(1,2)), Cr r,(t, 1)))p((2", r,(@,1)), (ae r,(1,%))) 
p(T, r, (1, 4)), (£4, t, (n+ 1-4,n))). 
Finally consider n/2 <2 <n for p?(T"), 
p(T") = Pat i,(n+1—i,2/2)), Ce t, (1,7 — n/2))) 
pL, t, qd, a n/2)), (5 r, (n atk = a, n))) 


p(T”, Pr, (n ee 2, n)), (es ee d, 2) p(T”, Pr, ee ‘)), ie t, (n ce a a, n))). 


pas l, (1, 1)), Ce, Ge 1))) 


tama? Gh 1)), (ee l (as 1))) 


aN r(T4,1, (1,4), (74,t,, 1) 


© 


p(T," t, Gh )), (74, l, (2, 1))) 
ES emir a) 


PSS") 


Figure 3-5: Construction of pj(T“). 


We define another ordered set of paths, p(T“), based on p'(T7) and p"(T“). In particular the 
set p(T“) consists of n leaf node to leaf node paths that each pass through the root n x n mesh. 
The i” path is constructed by concatenating the 7" path from p'(T“) with the (n + 1 — i) 
path from p’(T“). Formally, for 1 <i <n, 


p(T") = pa” pr; t, (i, 1)), (eae t, (i, 2)))Proi—(P"). 


To define @; we need to define one more ordered set of paths. Consider T;°8* for some 


1<i<n/k. Recall that T/°*" is the i** (counting from the left) k x k tree of meshes whose 
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links to the parent mesh are among the p'(T“)-k-critical links. Now define (a eee Peer), where 
1<k’ <k<n, to be the set of paths constructed by modifying the paths in p(T;°*) to go to 
the right child mesh once they reach the k’ x k’ tree of meshes. See Figure 3-6. The important 
property of p(7)°8", T'°8*") is that the paths in p(7;°**, 7'°S"’) no longer intersect with the paths 
in (Te) for log k” < logk’. To provide the formal definition of p(7;°8*,T'°8* ), we require 
once piece of additional notation. Consider eee for some 1 < j < n/k’. Since each T)°e* 
contains k/k’ nee” the Tem contained in T/°8* have index j between (i— 1)k/k’ and ik/k’. 
Thus, the j path in p(T;°8") goes through the root of TF aside Define pT") | k’ to be 


the j** path of p(7;°8*) where the segment from the left leaf to the top node of cee 


G-D etl sl’ 


ae yap bC9), is removed. See Figure 3-6. Now define p;(T;°8",T"’) as follows. For 


Lage % 


p(T", Pee’) = 


r , log k’ : 
Pi—wt de Gs 4 ey) 
ATE ast (¥ 409 #2), 8), Og afd - PLE) 

G-)S+ Sp pr PS Gaye dy im 
pj(T;8") | R. 

(peg root 
2logk/k’ levels 
pi Tie") | 
Ye 
py (T,°8") pi(Ti°e*, Tie’) 


Pj (hrs k log e") 


‘\ 


1 log k 
Pj (7; log k 


Tee hy a, Toot (Date 


Figure 3-6: Construction of pT ee®  Ticek y. 


root 


We now define o by defining the sequences o;. The sequence @ consists of requests generated 
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from the paths in p(T“). Define s(p;(T“)) to be the left leaf of path p,(T“) and d(p;(T“)) to be 
the right leaf of p;(T). Then Go is defined as follows: 


Fo = (s(pi(T")), d(pi(T")), 1). --(8(Pa(T")), pn(T“)), 1): 
In general, 7; consists of the requests constructed from the paths in 


a/2! 4/2 
aT, )yeee PUD aai2y)> 


a/2 i a/ 2! i 
p(T; [2 “pal? Hy. PD oapanys EU #1), 


a) 
F+1)d/2" pre a/ai F+1)d/2" yaoi 
pret” ’° Tia? tt), tee Pe Tia? tt), 
a) 
p(T, TOD), 


Now we can prove the lower bounds for the unit capacity n x n tree of meshes using Theo- 


rem 3.2.4. 


Lemma 3.5.1 Let d = logn and let d be a power of 2. Any randomized on-line algorithm, A,, 
that solves the admission control and routing problem, P, on the unit capacity n x n tree of 
meshes has an oblivious competitive ratio, Ch p(A,), in Q(loglogn). Furthermore, any greedy 


randomized on-line algorithm, A,, that solves P has an oblivious competitive ratio, Ch p(A,), 


in O(log n). 


Proof. The sequences 3; for 0 < 7 < (logd) —1 constructed for the n x n tree of meshes satisfy 
the conditions of Theorem 3.2.4 for Z = (log d) — 1. 

Each p(T,°8", T'°s*') contains k paths. Thus, the union over p(Tj°*") for 1 < i < n/k 
contains n paths. As a consequence, @; contains n2’ requests. Thus, |o,;| = 2{o;_1| if 7 Z 0. 
Furthermore, it is possible to accept all requests in o; when no other requests are accepted from 
other sequences. Finally, there are nd/2 = n2°%-! p!(T“)-critical links. Any request from 


sequence G; consumes d/2't! = 20°64-!-t yl(T4)_ critical links. 7 
Now consider the case where log n is not a power of two. 

Lemma 3.5.2 Letd=logn. Any randomized on-line algorithm, A,, that solves the admission 
control and routing problem, P, on the unit capacity n x n tree of meshes has an oblivious com- 


petitive ratio, Cp p(A,), in Q(loglog n). Furthermore, any greedy randomized on-line algorithm, 


A,, that solves P has an oblivious competitive ratio, Ch p(A,), in Q(log n). 
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Proof. When d is not a power of 2, the proof is essentially the same as the proof for 
Lemma 3.5.1, except that it is more complicated notationally. In particular, when construct- 
ing the sequences @; the appropriate floor and ceiling operators need to be used to divide the 
number space between | and d into 2' nearly equal sized intervals. (If the boundaries of one 
such interval are z,y, where « < y, the sequence @; would include, among others, the requests 
constructed from the paths in p(7?,7*).) Furthermore, the sequences o; may only be defined 
for 0 <i < (logd) — 2 rather than 0 < i < (logd) — 1 since the division of the number space 
between 1 and d into 2!'°84I-! intervals may already have several intervals where |x — y| = 1. m 
We extend our lower bounds to the admission control and routing problem for n x n trees of 


meshes without the bandwidth and capacity restriction. 


Theorem 3.5.3 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, on n x n trees of meshes has an oblivious competitive ratio, Ch p(A,), in 
Q(loglogn). Furthermore, any greedy randomized on-line algorithm, A,, that solves P has an 


oblivious competitive ratio, Ch p(A,), in O(log n). 


Proof. The theorem follows immediately from Lemma 2.5.2 and Lemma 3.5.2. | 
The separation of the greedy lower bound (Q(log n)) from the oblivious randomized lower bound 
(Q(log log n)) for n x n trees of meshes underscores the importance of non-greedy admission 
control strategies. 

Next, we consider fat-trees. Let the admission control and routing problem for the unit 
bandwidth size n fat-tree be the admission control and routing problem for the size n fat-tree 


with the restriction that all requests have a bandwidth requirement of 1. 


Lemma 3.5.4 Let d=logn. Any randomized on-line algorithm, A,, that solves the admission 
control and routing problem, P, for the unit bandwidth size n fat-tree has an oblivious competitive 
ratio, Ch p(A,), in O(log log n). Furthermore, any greedy randomized on-line algorithm, A,, that 


solves P has an oblivious competitive ratio, Ch p(A,), in Q(log n). 


Proof. The same set of sequences that is used in Lemma 3.5.2 can be used. The argument 
that Theorem 3.2.4 is applicable to the set of sequences is unchanged. | 
We extend our lower bounds to the admission control and routing problem for size n fat-trees 


without any bandwidth restriction. 
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Theorem 3.5.5 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, on size n fat-trees has an oblivious competitive ratio, Cp p(A,), that is in 
Q(loglogn). Furthermore, any greedy randomized on-line algorithm, A,, that solves P has an 


oblivious competitive ratio, Cp p(A,), in O(log n). 


Proof. The theorem follows immediately from Lemma 2.5.2 and Lemma 3.5.4. | 
The separation of the greedy lower bound (Q(log n)) from the oblivious randomized lower bound 
(Q(loglog n)) for size n fat-trees underscores the importance of non-greedy admission control 
strategies. In Chapter 4 we provide a non-greedy algorithm that has a competitive ratio of 


O(log logn). Thus, the algorithm shows our lower bounds to be tight. 


3.6 Hypercube 


The logn dimensional hypercube is a graph consisting the set of nodes {0,1}'°§" and edges 
connecting every pair of nodes with Hamming distance 1. This section proves an Q(log log n) 
lower bound on the oblivious competitive ratio of the admission control and routing problem for 
the log x dimensional hypercube with respect to the performance function that determines the 
number of accepted virtual circuit requests. The section also proves an Q(logn) lower bound 
on the oblivious competitive ratio of any greedy admission control and routing algorithm. 

We use the same proof strategy as for the lower bounds on the mesh. In particular, we first 
prove the lower bounds on the admission control and routing problem for the unit capacity 
logn dimensional hypercube. To prove these lower bounds, we construct a set of sequences, 
Fo, 71,+++ sFloglogn, Which will allow us to make use of Theorem 3.2.4. 

Consider the logn dimensional hypercube where logn is a power of two. Let d = logn. 
Consider two nodes that differ in & bits. The shortest path between the nodes has length k. 
The sequence G; will consist of n2' requests between nodes that differ in en bits. Consider 
sequence 0,9. For one potential approach, @ consists of requests whose endpoints are bitwise 
complements of each other. The resulting paths have length logn. However, if the required 
bandwidth of each request is one, routing the requests in this sequence would require twice the 
available capacity. Thus, 0 should consists of half of all of the requests that can be constructed 


by using all n nodes and their bitwise complement as endpoints. 
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Consider a four node hypercube consisting of the nodes (1,1), (1.0), (0,1), and (0,0). See 
Figure 3-7. The set of all possible requests whose endpoints are bitwise complements of each 
other is: {((1, 1), (0,0)), ((0, 0), (1, 1)), (1, 0), (0, 1)), ((0, 1), (1,0))}. It is easy to see that the set 
of requests {((1,1),(0,0)), (0,0), (1, 1))} can be routed, while the set of request {((1, 1), (0,0)), 
((0,1),(1,0))} cannot. We now provide an inductive construction of a set of requests whose 
endpoints are bitwise complements of each other such that all of the requests in the set can be 


routed and all of the links in the network are needed to route the requests. 


{((0, 0), (1, 1)), (0, 1), CL, O))F 


Figure 3-7: Problems with picking {((1, 1), (0,0)), (0, 1),(1,0))} as the request set o for a four 
node hypercube. 


Let H, be an n node d = logn dimensional hypercube. Let Sq = (51,d1)..-(Sn,dy) and 


Si = (s/,d,)...(s/,,d,) be two ordered sets of node pairs with the following properties: 


non 
1. Both Sz and 5% consist of 2% pairs. Specifically, [S| = |$%| = 24 =n. 
2. Each node in H,, appears exactly once as a source and once as a destination in $yU S%. 


Specifically, for each node v € H,, there exists exactly one (s,d) € $yU5% such that v = s. 


Furthermore, there exists exactly one (s,d) € SqU $4 such that v = d 


3. Routing bandwidth one requests between each pair in Sz uses all links in H,, if routed on 
paths that complement bits from left to right. Similarly, routing bandwidth one requests 
between each pair in 5%, uses all links in H,, if routed on paths that complement bits from 


left to right. 


4. For each (s,d) € $4U 54, s is the bitwise complement of d. 
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Define S$; = (1,0) and S; = (0,1). 5; and S} trivially satisfy Properties 1 — 4. Now define 
Si41 and S;,, from $; and Sj. 


S44 = (051, ld,) a (082i, 1dy:)(18/, Od‘) wee (15, Od),). 
Similarly, 
St, = (1s,,0d,).. .(1s9:,0dy:)(Os,, 1d!) ...(08%,, 1d). 


Lemma 3.6.1 /f 5; and 5S; satisfy Properties 1 — 4, then S;4, and S;,, satisfy Properties 1 — 
4 


Proof. Property 1 is satisfied since |5;4;| = |5%,,| = |Si| + [57]. 

Consider Property 2. For each node v in Ayi, the hypercube Ho:i4: contains two nodes 0w 
and lv. By property 2 for 5; and 5}, v appears exactly once as a source in 5; U Sj. Without 
loss of generality, assume that v appears as a source in 5;, such that v = s;. By inspection of 
the definition of $;,; and 5;,, we see that 0s; and 1s; each appear exactly once in 54; US{,). 
Specifically, 0s; appears as a source in 5;4, and 1s; appears as a source in 5j,,. The same 
argument shows that 0v and lv each appear exactly once as a destination in 5;4, U Sj,,. 

Consider Property 3. The new links added to Hs;,; are between Ov and 1v for each v € Ha;. 
Since we are routing by complementing bits from left to right, Property 3 requires that either 
Ov or lv appear exactly once in ;4; and exactly once in S},,. This follows directly from the 
construction of $;,, and $},, and Property 2 for S; and Sj. 

Consider Property 4. This property is trivially satisfied by the construction of $;4, and 
Si,, and Property 4 for $; and Sj. a 

Now we can constructs the sequence o;. In particular, @ consists of all of the requests 
generated by requesting a bandwidth one circuit between each source and destination pair in 
Sj. To construct & we construct 2’ requests for each request in @. Consider any request 
(%, Va, 1) in Gp. Let P be the path from vp to vg that complements bits from left to right. We 
label the nodes along the path P from vp to vg by vo, 01 ...vq. (Recall our assumption that d is 
a power of 2.) To construct 2’ requests for G;, divide the path between vp and vq into 2' equal 


length paths and request a bandwidth one virtual circuit between the endpoints of each of the 
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2' paths. Let the duration of all the requests be infinite. Formally: 


a = LJ {(v0, vay2, (vaya, va, 1)} 


(vo,va,1)EFo 


= J Kwon ayes Lajas voaya 1) 


(vo,va,1)EFo 


(V24/2%5 U3d/2%5 1) . -(V(ai=1)a/2%5 Vas 1)} 


Olog d = UJ {(vo, V1, L) (v1, v2, 1)... (vai, va, LD} 


(vo,va,1)EFo 


Lemma 3.6.2 Let d= logn and let d be a power of 2. Any randomized on-line algorithm, A,, 
that solves the admission control and routing problem, P, on the unit capacity log n dimensional 
hypercube has an oblivious competitive ratio, Ch p(A,), in Q(loglogn). Furthermore, any greedy 
randomized on-line algorithm, A,, that solves P has an oblivious competitive ratio, Ch p(A,), 


in O(log n). 


Proof. The sequences o; for 0 < 2 < logd constructed for the logn dimensional hypercube 
satisfy the conditions of Theorem 3.2.4 for Z = log d. 

First, |o;| = 2\@;_,| if? 4 0. Furthermore, by construction of 7; and Property 3, all requests 
in G; can be accepted when no other requests are accepted from other sequences. There are 
dn/2 = %2!84 critical links (all of the links of the hypercube). By construction of 3; and 
Property 4 any request from sequence 3; consumes d/2' = 2°84" critical links. | 


Now consider the case where log n is not a power of two. 


Lemma 3.6.3 Let d= logn. Any randomized on-line algorithm, A,, that solves the admission 
control and routing problem, P, on the unit capacity logn dimensional hypercube has an obliv- 
ious competitive ratio, Ch p( Ar), in Q(loglogn). Furthermore, any greedy randomized on-line 


algorithm, A,, that solves P has an oblivious competitive ratio, Ch p(A,), in Q(log n). 


Proof. When d is not a power of 2, the proof is essentially the same as the proof for 
Lemma 3.6.2, except that it is more complicated notationally. In particular, when construct- 


ing the sequences @; the appropriate floor and ceiling operators need to be used to divide the 
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number space between d and 0 into 2’ nearly equal sized intervals. Furthermore, the sequences 
@; may only be defined for 0 < i < (logd) — 1 rather than 0 < i < (logd) since the division of 
the d length path into 2'°&4 intervals may already have several paths of length 1. | 
We extend our lower bound to the admission control and routing problem for log n dimensional 


hypercubes without the bandwidth and capacity restriction. 


Theorem 3.6.4 Any randomized on-line algorithm, A,, that solves the admission control and 
routing problem, P, onlog n dimensional hypercubes has an oblivious competitive ratio, Ch p(A,), 
in Q(loglogn). Furthermore, any greedy randomized on-line algorithm, A,, that solves P has 


an oblivious competitive ratio, Ch p(A,), in Q(log n). 


Proof. The theorem follows immediately from Lemma 2.5.2 and Lemma 3.6.3. | 
The separation of the greedy lower bound (Q(logn)) from the oblivious randomized lower 
bound (Q(log log n)) for log n dimensional hypercubes underscores the importance of non-greedy 


admission control strategies. 


3.7 Hierarchical Backbone Networks 


A hierarchical backbone network can be decomposed into many low diameter regions (access 
networks) and an arbitrary region (backbone network) that connects the access networks. A 


hierarchical backbone network is defined formally as follows. 


Definition 3.7.1 (hierarchical backbone network) A connected network G is a hierarchi- 
cal backbone network if it can be decomposed into a connected backbone network G? and a 
set of access networks G? such that all access networks Gf and G¢ for j # i are disjoint (i.e. 
they have no nodes or links in common) and all access networks G? have exactly one node in 


common with the backbone network G°. 


The definition ensures that different access networks can only communicate with paths that 
use the backbone network. Furthermore, no simple path between two different nodes in the 


backbone network passes through any link in any access network. 
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Lemma 3.7.2 Let G be a hierarchical backbone network consisting of the backbone network G° 
and access networks G?. Then there exists no simple path between two different nodes in G* 


that passes through any link in any access network G¥. 


Proof. The lemma follows from the facts that access networks are disjoint and each have 
exactly one node in common with the backbone network. Thus, any path that originates and 
terminates in the backbone network G’, but uses a link in the access network G% must pass 


through the common node for G% and G? twice. Hence, the path is not simple. | 


access networks 


Figure 3-8: An example of a hierarchical backbone network. 


We show that a lower bound on the competitive ratio for the backbone network or for any 
of the access networks implies the same lower bound on the competitive ratio for the entire 
hierarchical backbone network. Let P({G}) be the admission control and routing problem for 


G. 


Theorem 3.7.3 Let G” be a hierarchical backbone network consisting of the backbone network 
G® and access networks G¢ fori € [0,1]. Let P be the performance function of Definition 2.3.7. 

If Cp(paey),p(A) > K° for all deterministic on-line algorithms A that solve P({G°}) and, for 
alli € [0,1], Cpcpee}),p(A) = AZ for all deterministic on-line algorithms A that solve P({G?}), 
then Coyeny,p(A’) > mar {{K"} Usepo,n {K$}} for all deterministic on-line algorithms A’ that 
solve P({G"}). 

Further, if Coysqoy) p(Ar) = A for all randomized on-line algorithms A, that solve P({G"}) 
and, for alli € [0, /], Coitae}),p(Ar) > K¢ for all randomized on-line algorithms A, that solve 
P({G#}), then Cocpgny)p(AL) = mar {{Kh"} Uieto.n {AP }} for all randomized on-line algorithms 
Al. that solve P({G"}). 
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Both statements also apply to the performance function in Definition 2.3.8. 


Proof. We consider deterministic algorithms with the performance function of Definition 2.3.7. 
The arguments for randomized algorithms and the performance function in Definition 2.3.8 are 
the same. 

Consider any graph, say G?, from the set {{G} Uieo.n {Gi}}. Let G = Gf and G’ = 
G”. Now, by Lemma 3.7.2, G and G’ meet the conditions of Lemma 2.7.2. As a result, 
Crctan}),p(A’) > KF for all deterministic on-line algorithms A’ that solve P({G”"}). The lemma 
follows since Cpytqny),p(A’) > K for all deterministic on-line algorithms A’ that solve P({G"}) 
if Cp(gg}),p(A) > K for all deterministic on-line algorithms A that solve P({G}) and graph G 
is in the set {{G°} Useto,n {G7}}. = 


3.8 General Topology Networks 


The results in this section further support the importance of using non-greedy admission con- 
trol in general topology networks. In this section, we consider the performance function that 
determines the number of accepted virtual circuit requests. The admission control and routing 
problem for general topology networks is the admission control and routing problem where the 
set of graphs, G, ranges over all graphs. It is trivial to prove an Q(n) lower bound for the com- 
petitive ratio of any greedy on-line admission control and routing algorithm for n node general 
topology networks. (Just consider the n node line and Theorem 3.3.2.) The lower bound for all 
(including non-greedy) admission control and routing algorithms on general topology networks 
is Q(logn) [AAP93], suggesting that either a randomized or non-greedy approach is needed. 
In fact, the non-greedy algorithm of [AAP93], presented in Section 4.2, achieves an O(log n) 
competitive ratio. 

This section strengthens the support for non-greedy admission control by proving an 2Q(7) 
lower bound for the greedy admission control and routing problem for general topology networks 
(cf. Definition 2.3.2). The key difference between the competitive ratio of a greedy on-line 
algorithm for admission control and routing and the competitive ratio of a greedy on-line 
algorithm for greedy admission control and routing is that the optimal off-line algorithm is also 


forced to use a greedy admission control strategy when determining the competitive ratio for 
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greedy admission control and routing. Thus, this section shows that the Q(n) lower bound for 
greedy on-line algorithms when the optimal off-line algorithm can use non-greedy admission 
control still holds even when the optimal off-line algorithm must use greedy admission control. 

Our approach is to prove the lower bound for a specific network. Then, by Lemma 2.5.2, 
the lower bound extends to general topology networks. Consider the network G = (V, F) in 
Figure 3-9 consisting of 2n + 2 nodes. Let b be a function from F to {1}. Thus all links have 
capacity 1. Define oo = (G,6). Call the links between nodes v; and 2,4, for 3 <i<n-1 the 
v-links and the links between nodes u; and u;4, for 3 <i <n—1 the u-links. 

We use the following proof strategy. Consider any routing algorithm A. We construct a 
request sequence, a, such that P(o, A(a)) < O(1), i.e., A accepts O(1) requests, while P,(o) = 
Q(n), i-e., an optimal off-line strategy can accept O(n) requests. The request sequence o consists 
of o) and the concatenation of four subsequences , 0, 72, and o3. Each request in o has 
bandwidth 1/r for some even integer r. The construction of o depends on A. 

Define O = o,...0, such that o; = (s,d,1/r). In other words, @ consists of r requests 
from s to d with bandwidth requirement 1/r each. Since A is greedy, it will accept all requests 
in Op. Consider the state of G after A routes the requests in Op. Each request in @) must use 
either the v-links or the u-links once. Thus, either the v-links or the u-links are used by at 
least r/2 of the requests in 7. Without loss of generality assume that A routes such that the 
v-links are used by at least r/2 of the requests in Op. 

Now construct 0, O2, and @3. Subsequence @, consists 2r requests from uy to uo with 
bandwidth requirement 1/r each. Specifically, 0 = o,41...03, such that o; = (ts, uo, 1/r). 
Subsequence @, consists of r/2 requests from s to d with bandwidth requirement 1/r each. 
Thus, G2 = 03,41 .--O7/2r Such that o; = (s,d,1/r). Finally, subsequence G3 consists of (n —3)r 
requests such that there are r requests between v; and v,4, for each 3 <2<n—-1. Specifically, 
73 = 93,.0---73n-4 consists of n—3 subsequences, where each subsequence consists of r requests. 


Define 3, as follows: 03; = O14(742%)/2r «+O (9421)/ar, Where 0; = (43, Vi44, L/P). 
Lemma 3.8.1 P(o, A(o)) < O(1). 


Proof. Consider subsequence 090 90,02. In the best case, all virtual circuit requests are 


accepted, so P(a9000102), A(oo007172)) < 4r. 
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Figure 3-9: Network G with capacity 1 on each link. 


Now consider @3. The v-links can each carry r requests of bandwidth 1/r. By construction, 
A routes the requests in @) such that each v-link carries at least r/2 requests after the requests 
in Op are routed. Furthermore, the 2r requests from wz to uo in O, ensure that links (w1, wv.) 
and (w,%o) carry r requests after A routes o,. Thus, the u-links are not available for the 
requests from s to d in subsequence 02. So the r/2 requests from s to d in subsequence @» 
must make use of the v-link. Since the v-links each already carry at least r/2 requests after the 
requests in @, the requests in @, ensure that the v-links carry the full r requests after A routes 
the requests in @). As a consequence, A is unable to route any of the requests in o3. Thus, 


P( 0900017203, A(0900010203)) < Ar, | 
Lemma 3.8.2 P,(o) > Q(n). 


Proof. Consider the following off-line routing strategy. Route all r requests in subsequence 
Oo using the u-links. As a consequence, none of the requests from uy to up in O, can be 
accepted. Thus, P,(@01) = r and, after routing the requests in 701, the v-links are completely 
unused. Next route the r/2 requests from s to d in subsequence @» using the v-links. Thus, 
P.(09%00102) = 3/2r and, after routing the requests in @0,02, the v-links can each still 
accommodate r/2 requests. Now the optimal off-line algorithm is able to accept half of the 
requests (n — 3)r in G3, bringing P,(¢ 00010203) to r((n — 3)/24+ 3/2) = Fr. = 


We can now prove the lower bound result for G. 


Lemma 3.8.3 Any deterministic on-line algorithm, A, for the greedy admission control and 


routing problem, P, on network G has a competitive ratio, Cp p(A), in Q(n). 
Proof. The lemma follows directly from Lemma 3.8.1 and Lemma 3.8.1. | 
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We now extend the result to general topology networks. 


Theorem 3.8.4 Any deterministic on-line algorithm, A, for the greedy admission control and 


routing problem, P, on n node general topology networks has a competitive ratio, Cp p(A), in 


Proof. The theorem follows from Lemma 2.7.1 and Lemma 3.8.3. | 
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CHAPTER 4 


Competitive Admission Control and 
Routing Algorithms 


4.1 Introduction 


This chapter presents several algorithms for admission control and routing. The algorithms il- 
lustrate the importance of using non-greedy admission control and randomization. This chapter 
is organized by topology. Section 4.2 considers general topologies, Section 4.3 considers hierar- 
chical backbone networks (cf. Definition 3.7.1), Section 4.4 considers fat-trees, and Section 4.5 
considers trees. 

The problems considered in Sections 4.3, 4.4, and 4.5 are not special cases of the problem 
considered in Section 4.2. In particular, the O(log d) competitive algorithm for general topology 
networks of [AAP93], presented in Section 4.2, has the restriction that the bandwidth of every 
request must be less than 1/ log d of the capacity of the lowest capacity link, where dis the length 
of the longest simple path in the network. Lower bounds in [AAP93] show that this restriction 
cannot be removed without increasing the competitive ratio of the algorithm. Sections 4.3, 4.4, 
and 4.5 address the situation where each request may require up to the entire link capacity for 
some links. 

For general topology networks we give a brief presentation of the admission control and 
routing algorithm of [AAP93]. We do not include any of the complexity or correctness proofs. 


The algorithm serves as the basis for the practical general topology admission control and 
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routing algorithm presented in Chapter 5. The algorithm is also used as a subroutine by our 
algorithm for the fat-tree. 

We provide a general mechanism for constructing admission control and routing algorithms 
for hierarchical backbone networks. Consider a specific hierarchical backbone network where 
the longest simple path in any access network consists of at most d links and there exists an 
algorithm A, that achieves a competitive ratio of K on the backbone network. We show how 
to construct an algorithm that achieves a competitive ratio of O(d + A’) for the hierarchical 
backbone network. This construction can be used to extend the admission control and routing 
algorithm of [AAP93] to networks where some regions of the network do not meet the bandwidth 
restrictions imposed by [AAP93]. Hierarchical backbone networks can be used to model several 
important networks including the telephone network, the Internet, and fat-trees. In fact, we 
use the techniques developed for hierarchical backbone networks to construct an algorithm that 
achieves an O(log log n) competitive ratio for the size n fat-tree. This matches the Q(log log n) 
lower bound of Lemma 3.5.4. Furthermore, the algorithm overcomes the Q(logn) lower bound 
on the competitive ratio for any greedy admission control algorithm (cf. Lemma 3.5.4). 

For trees with diameter d, we provide a randomized admission control and routing algorithm 
with an oblivious competitive ratio of O(logd). This matches the Q(logd) lower bound of 
Lemma 3.3.3. Furthermore, the algorithm overcomes the Q(d) lower bound on the competitive 


ratio for deterministic and greedy algorithms on trees (cf. Proposition 3.3.6 and Lemma 3.3.3). 


4.2 General Topology Networks 


This section presents an algorithm for a slightly modified version of the admission control 
and routing problem for general topology networks. In particular, we introduce a bandwidth 
restriction. The algorithm we present is a simplified’ version of an algorithm that was originally 
presented in [AAP93]. We call the algorithm IAAP. The performance function used in this 
section measures the number of accepted virtual circuit requests . 

The bandwidth restricted admission control and routing problem is the same as the admission 
control and routing problem in Definition 2.3.1 except that the maximum bandwidth of any 


'The actual algorithm presented in [AAP93], called AAP, can handle virtual circuits that have a finite duration. 
We introduce the AAP algorithm in Chapter 5. 
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circuit request is restricted. A lower bound in [AAP93] shows that this restriction on the 


maximum bandwidth cannot be relaxed. 


Definition 4.2.1 (bandwidth restricted admission control and routing for G) Let G 

be a set of undirected graphs. The bandwidth restricted admission control and routing problem 
for G is the same as admission control and routing problem for G with the following addi- 
tional condition for S. Let tmin, max € R?7° such that min < Tmax If (o,p) € S, then 
the following condition must hold. If 0) = ((V,E),6), then r(o;) < miner {b(e)/ logy} and 


r(0;) € [Tmins Pmae] for all 1 <i < lol, where pf = 2drmae/Tmin + 1 and d is the number of links 


used by the longest simple path in (V, EF). 


The code for the IAAP algorithm is presented in Figure 4-1. The code for IAAP (and all other 
algorithms in this thesis) is presented using pseudocode. It is straightforward to transform the 
pseudocode into a sequence of functions A, from Q” to R for n € N. (Recall that Definition 2.1.1 
formally defines an on-line algorithm A as a sequence of functions A, from Q” to R for n € N.) 
The pseudocode can be seen as a function f from a state space, S, and the set of requests Q 
to the state space S and the set of responses R. 

In the case of the IAAP algorithm, the state after request o; is encoded in the utilization 
function u;,i(e). Using the function f we can construct the sequence of functions used in 
Definition 2.1.1. Denote by 9; the state just before request o; is handled. Let f(o;,0;) = 
(0:41, pi) and f(@0,00) = (01, /1) for some initial state go. Now, if f(e:,0;) = (0:41, pi), then 
Ajsi(00...0;) = pi. Essentially, the state 9; encodes the information needed from all of the 
prior requests 09...0;-1.- 

Our pseudocode uses several notational conventions. Assignment is denoted by ‘=’ while 
logical comparison is denoted by ‘==’. (This convention is consistent with the C programming 
language.) Consider any state variable z. In this case 2; denotes the value of state variable 
z just before the 7" circuit request, o;, is handled. We use this naming convention for state 
variables throughout the thesis. Finally, we use the following formatting conventions. Sections 
of the thesis that present algorithms will contain a paragraph marked by Description:. This 
paragraph describes the code of algorithm. Some sections also contain a paragraph marked 
by Restrictions:. This paragraph will summarize any special restrictions that apply to the 


algorithm presented in that section. 
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IAAP(8;, dj, 7)! 
for all r,e € BE: cle) = r(p© — 1); 
if there exists a path pin G from s; to d; such that 
S"e(e) < gand u(e) + 7;/b(e) < 1 for all e € p 


e€p 
then route the requested virtual circuit on p, and set: 


for alle € F, 
u(e) = ule) + iy ife € p; 
else reject the requested virtual circuit. 


Figure 4-1: The IAAP admission control algorithm. 


Description: We now explain the code in Figure 4-1. The admission control and routing 
decision is based on the utilization of the network links. The utilization of link e as seen by the 


algorithm when routing the j circuit is defined as follows (cf. Definition 2.3.1): 


WO = Fe S- Tj. 


1<i<j| 
piFlc€pi 


Based on the utilization, the algorithm computes the exponential cost of the links. The expo- 
nential cost of a link is a cost function that is exponential in the utilization of the links. In 


particular, the cost of link e as seen by the algorithm when routing the 7*” circuit is defined by 


ale) = nuh = 1), 


where yw is a constant. (The constant yz used here is the same as the constant w used in 
Definition 4.2.1. In the definition, y is used to restrict the size of r;. This restriction on r; is 
needed by the proofs in [AAP93, Plo95].) If there exists a path p in the network such that the 
cost of the path, >°.., ci(e) is no greater than 0, where g is a parameter, then the request is 
accepted along path p. The final step of the algorithm is to update the state. 

Let d be the number of links in the longest simple path. In [Plo95] they show that 
choosing # = 2drmar/Tmin + 1 and @ = drmar guarantees a competitive ratio of O(log uw) = 
O(log(2drmae/Tmin + 1)) when r; is restricted such that r; < min.{b(e)/logu} and r; € 


["min> Tmax]. We summarize this result in the following theorem. 


Theorem 4.2.2 Let P be the restricted bandwidth admission control and routing problem for 
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general topology networks. Let P measure the number of accepted requests. Then, the IAAP 


algorithm has a competitive ratio, Cp p(IAAP), of O(log j1). 


4.3 Hierarchical Backbone Networks 


Consider a hierarchical backbone network. Assume that dis the number of links of the longest 
simple path in any access network and that there exists an algorithm A, that achieves a com- 
petitive ratio of K on the backbone network when all requests have the same bandwidth. This 
sections shows that an algorithm that uses greedy admission control on the access networks 
and algorithm A, on the backbone network has a competitive ratio of O(d+ A’). In Section 4.4 
we use this result to achieve an O(log log n) competitive ratio for the size n fat-tree. In Chap- 
ter 8, we argue that the basic approach of this section can be used for many important modern 
networks like the Internet and the telephone system. The performance function used in this 


section measures the number of accepted virtual circuit requests 


4.3.1 Algorithm 


Restrictions: We consider the admission control and routing problem on a hierarchical back- 
bone network G with the additional restriction that all circuit requests have the same band- 
width. 

Let the first request, 7), be (G,6) where G is a hierarchical backbone network consisting of 
a backbone network G? and access networks G?. Let d be the number of links in the longest 
simple path of any access network. To describe our algorithm, Ag, we require some notation. 
Consider a node v such that v is in access network Gf. Then access(v) is the node that G? 
has in common with G’. Furthermore, let Ag» be an algorithm that has a competitive ratio 
of K for the admission control and routing problem on network G> where every request has 
the same bandwidth. The Ag algorithm uses the Ag algorithm as a subroutine. We classify 
requests as access requests and backbone requests. An access request is one where the source 
and destination are both in the same access network. All other requests are backbone requests. 
We denote by GREEDYg an arbitrary randomized greedy on-line admission control and routing 


algorithm for network G. Let p, and py be two paths such that the last node of p, is the same 
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as the first node of po. Then p;|p. is the concatenation of p, and py. 


Claim 4.3.1 Let G be a hierarchical backbone network consisting of a backbone network G* 


and access networks G?. Then: 


1. for any access request (s;,d;,7;), any simple path between s; and d; uses only links in G? 


for some 1. 


2. for any backbone request (s;,d;,7;), any path between s; and d; uses at least one link in 


G?, 


3. for any backbone request (8;,d;,17;), where s;,d; € G°, any simple path between s; and d; 


uses only links in G°. 


Proof. | and 3 follow from the fact that all requests must use simple paths and the fact that no 
simple path between two different nodes in G® passes through any node in any access network 


G# (cf. Lemma 3.7.2). 2 follows from the fact that G? and G5 are disjoint when j # 2. a 


Description: Consider a backbone request (s;,d;). (We omit the bandwidth r; since all 
requests are assumed to request the same bandwidth.) If both s; and d; are in the backbone 
network, we let the Ag algorithm make the admission control and routing decision. If s; is 
in an access network, we use a greedy admission control strategy to connect s; to ACCESS(s;). 
Similarly, if d; is in an access network, we use a greedy admission control strategy to connect 
d; to the backbone network. Then, we use the Ag algorithm to make the admission control 
and routing decision within the backbone network. Finally, for access requests, we use greedy 
admission control. The code is given in Figure 4-2. We say that a backbone request is offered 
to the Ag algorithm, if the request is not rejected by the greedy algorithms used for any parts 


of the path that are in access networks. 


4.3.2 Analysis 


Consider any request sequence o for the hierarchical backbone network G. Let p be any cor- 
responding result sequence. (There can be many such result sequences since the GREEDY 


algorithm used in the access networks may be randomized.) For the analysis we define the 
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Ag(si, da): 
p=; 
case s;,d; € G?: 
p = Aav(si, di); 
case 5, € Gt, d; ¢ G? and d; € G?: 
Pp, = GREEDY ge(5;, ACCESS(;)); 
if p, # L then py = Ag (ACCESS(s;), d;); 
if p. # 1 then p = pi|po; 
case 5, € G?, 5; ¢ GF and d; € G#: 
Pp, = GREEDY gs(ACCESs(d;), dj); 
if p, # L then py = Ag(s;, ACCESS(d;)); 
if p. # 1 then p = pi|po; 
case s; € Gf and d; € Gy with j 4%: 
Pi = GREEDY ga(8;, ACCESS(S;)); 
if p, # | then py = GREEDY g:(AccEss(d;), d;); 
if pp # L then p3 = Ag (ACCESS(s;), ACCESS(d;)); 
if ps # 1 then p = p;|ps|po; 
case 5;,d; € G?: 
p= GREEDY G2(i, d;); 
endcase 
if p # L then route the requested virtual circuit on path p. 
else reject the requested virtual circuit. 


Figure 4-2: The admission control algorithm for a hierarchical backbone network. 


following quantities with respect to o and p. Let o/ be the subsequence of o that consists of 
oo and all of the backbone requests that are offered to the Ag» algorithm by the Ag algorithm. 
A backbone request might not be offered to the Ag» algorithm due to capacity constraints in 
the access networks. (See code in Figure 4-2.) Let a7! be the subsequence of o that consists 
of o) and all requests not included in of. Let of @ be the sequence that consists of all re- 
quests in o/, such that source s; is replaced by access(s;) if s; ¢ G> and destination d; is 
replaced by accxss(d,) if d; ¢ G>. Furthermore, let of = (G,b). Let copt, be the num- 
ber of requests from o/ accepted by the optimal off-line algorithm. Similarly, let copt_; be 
the number of requests from o7/ accepted by the optimal off-line algorithm. By definition, 


P,(a) = copt; + copt_,;. Let calg be the number of requests accepted by our Ag algorithm. By 
definition, P(o, p) = calg. 
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Lemma 4.3.2 


Proof. Since all requests have the same bandwidth requirement, we can define for each link 
e a number k, which represents the maximum number of requests that can use link e without 
violating the capacity constraints. (&. = |r/b(e)|, where r is the bandwidth requirement of 
each request.) 

Let £’ be the set of access links on which Ag routes k, requests for request sequence o and 
result sequence p. Since each request uses at most 2d access links, calg > sa leer! k.. Let 
R be the set of requests in o/ that are rejected by Ag and accepted by the optimal off-line 
algorithm. Consider a request in R. Since the Ag algorithm uses greedy admission control 
for the access networks there must exists some access network link e on the path used by the 
optimal off-line algorithm such that Ag routes &, requests on link e. Thus, every request in R 
must use a link in £’. Since the optimal off-line algorithm must meet the capacity constraints, 
it must be the case that |R| < o.eg- ke. Using the fact that calg > 3 o.cg ke, we conclude 
that 2d(calg) > | RI. 

By definition || + calg > copt_;. Therefore, (2d + 1)calg > copt_;. The lemma follows. m 


Lemma 4.3.3 


Poh @ 
calg > Plot ) 
K 


Proof. The request sequence of isa request sequence for the admission control and routing 
problem for graph G’, where the bandwidth of each request is the same. The lemma now follows 
directly from the facts that the request sequence of @ is offered to the Age algorithm, that the 
Ag» algorithm has a competitive ratio of A, and that calg includes all of the backbone requests 


accepted by Ag. | 


Lemma 4.3.4 


copt; < Pol), 


Proof. Consider the routing decisions made by the optimal off-line algorithm for the requests 
in of. Since G° is connected and there is no simple path between two different nodes in G® 
that uses the access networks, the admission control and routing decisions made for of can be 


b 
used for of. | 
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Lemma 4.3.5 


< O(log log n). 
Proof. 
Pa) = copt_, + copt, 
< (2d+1)(calg) + P(oh®) (by Lemmas 4.3.2 and 4.3.4) 
< (2d + 1)(calg) + K(calg) (by Lemma 4.3.3) 


O(d+ ')P(o, p). 


We summarize the results of this section in the following Theorem. 


Theorem 4.3.6 Consider the admission control and routing problem P on a hierarchical back- 
bone network G where the bandwidth requirement of each request is the same. Decompose G 
into backbone network G° and access networks G¢ such that the number of links in the longest 
simple path in any access network is at most d. Let Ag achieve a competitive ratio of K for the 
admission control and routing problem on G° when the bandwidth requirement of each request 


is the same. Then, Ag achieves a competitive ratio, Cp p(Ag), of O(d+k). 


Proof. The theorem follows directly from Lemma 4.3.5. | 


4.3.3. Applications and Extensions 


The O(d + K) competitive ratio of Theorem 4.3.6 applies to hierarchical backbone networks 
where the number of links in the longest simple path in any access network is at most d. Theo- 
rem 4.3.6 can be generalized as follows. Consider the admission control and routing problem for 
any hierarchical backbone network. Now restrict the problem so that any request may not use 
any path that includes a total of more than d links in any given access network. Then, the Ag 
algorithm also achieves a O(d+ K) competitive ratio. The proof proceeds exactly as the proof 
for Theorem 4.3.6. This generalization means that the topological restrictions in Theorem 4.3.6 
can be replaced by path length restrictions in the actual admission control and routing problem. 

The Ag algorithm can be used to extend the admission control and routing algorithm of 
[AAP93] to networks where some regions of the network do not meet the bandwidth restrictions 


imposed by [AAP93]. In particular, consider some hierarchical backbone network G that can 
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be decomposed into a backbone network G? that meets the bandwidth restrictions of [AAP93] 
and several access networks G? that may not meet the bandwidth restrictions of [AAP93]. Let 
n be the number of links in the longest simple path in G’ and let d be the number of links in 
the longest simple path in any G¥. (Alternatively, we could restrict the problem so that any 
request may not use any path that includes a total of more than d links in any given access 
network.) Then Theorem 4.2.2 and Theorem 4.3.6 imply that Ag can achieve a competitive 
ratio of O(d+ log n) for the admission control and routing problem on G. We use this approach 


for the fat-tree algorithm in Section 4.4. 


4.4 Fat-Trees 


This section presents our algorithm for admission control and routing on the unit bandwidth 
size n fat-tree. The structure of the size n fat-tree is explained in Section 3.5. Our non-greedy 
algorithm achieves a competitive ratio of O(loglogn). Thus, our algorithm matches the lower 
bound in Lemma 3.5.4. Since the lower bound for any greedy admission control algorithm is 
Q(logn) (cf. Lemma 3.5.4), we conclude that non-greedy admission control leads to better 
performance for fat-trees. The performance function used in this section measures the number 


of accepted virtual circuit requests 


4.4.1 Algorithm 


Restrictions: Since we consider the unit bandwidth size n fat-tree, the bandwidth of each 
request is restricted to be 1. 

Our algorithm is based on our approach to hierarchical backbone networks. In particular, a 
fat-tree can be seen as a hierarchical backbone network. Let T be the size n fat-tree. Define the 
access networks to be the 27!08"—8!es legos” subtrees rooted at the nodes of height 8 log log log n. 
Define the backbone network to be the network consisting of the nodes with height 8 log log log n 


and above. 


Description: We consider two cases: n < 16 and n > 16. When n < 16 we use greedy 
admission control. For n > 16, we use the algorithm in Figure 4-2, where the IAAP algorithm 


takes the place of the Ag algorithm. We call our algorithm FATTREE. 
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4.4.2 Analysis 


We first consider the case where n < 16. 


Lemma 4.4.1 Let n < 16. For the admission control and routing problem P on a unit 
bandwidth size n fat-tree, the FATTREE algorithm has a competitive ratio, Cp,p(FATTREE), of 


O(log log 7). 


Proof. When n < 16 a greedy admission control algorithm trivially leads to a constant 
competitive ratio. In particular, any request accepted by the greedy algorithm can block at 
most 16 of the requests accepted by the optimal off-line algorithm. | 

Now consider the general case. The analysis of the general case relies primarily on Theo- 


rem 4.3.6. 


Theorem 4.4.2 For the admission control and routing problem P on a unit bandwidth size n 


fat-tree, the FATTREE algorithm has a competitive ratio, Cp p(FATTREE), of O(log log n). 


Proof. We consider two case: n < 16 and n > 16. Lemma 4.4.1 proves the theorem for n < 16. 
Next consider n > 16. 

Since we are using the unit bandwidth version of the admission control and routing problem, 
each request has a bandwidth requirement of 1. Furthermore, FATTREE divides the size n fat- 
tree into backbone network G° and access networks G? such that the number of links in the 
longest simple path of any access network is at most 16 log log log n. 

The capacity of the lowest capacity link in G® is (loglogn)*. Furthermore, the length of 
the longest simple path in G° is less than 2loglog n and the capacity of each request is 1. Now 
hehe > 1 when n > 16. Now, Theorem 4.2.2 implies that the IAAP algorithm achieves 
a competitive ratio of O(loglog n) for the admission control and routing problem on G°, when 
the bandwidth of each request is restricted to be 1. 

Now, by Theorem 4.3.6, we see that the FATTREE algorithm has a competitive ratio of 
O(log log n + log log log n) for the admission control and routing problem P on a unit bandwidth 


size n fat-tree. The theorem follows. | 
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4.5 Trees 


This section presents our algorithm for the unit capacity admission control and routing prob- 
lem on trees. Our randomized non-greedy algorithm achieves an oblivious competitive ratio 
of O(logd) for any tree of diameter d. Thus, our algorithm matches the lower bound in 
Lemma 3.3.3. We note, from Proposition 3.3.6 and Lemma 3.3.3, that the lower bound for 
any greedy or deterministic admission control algorithm on diameter d unit capacity trees is 


ad). 


4.5.1 Preliminaries 


Consider a tree T consisting of more than one link. We distinguish an arbitrary non-leaf node 
r of T and call it the root of T. This induces, for every vertex v # r a unique parent, which 
we denote by par(v). Consider a pair u,v of leaf nodes. Denote their least common ancestor 
in the rooted tree by LCA(u,v). Denote by p(w, v) the unique simple path connecting u and v. 
Consider a node pair u,v such that node w is to the “left” of node v in a pictorial representation 
of the tree. In this case, we refer to u as the left node and v as the right node. Denote by 
TL(u, v) the top left link of p(w, v), ie., the first link on the path p(Lca(u,v),w). Similarly, 
denote by TR(w,v) the top right link of p(u,v), i.e., the first link on the path p(Lca(u, v), v). 
Let p and p’ be two paths in T. We say that p and p’ intersect if they share a link. 

For simplicity we describe the randomized on-line algorithm of this section as making ran- 
dom choices on a per request basis rather than choosing initially from among a set of determin- 
istic algorithms. It is straightforward to translate the description of the algorithms used in this 
section to the formal model in Chapter 2. In particular, we can imagine the algorithm making 
all its random choices just before the first request arrives. By making all its random choices, 
the algorithm is effectively choosing a deterministic algorithm. Then, whenever the algorithm 
needs to make a random decision, it uses one of the previously made “random” choices to deter- 
mine that decision. For example, consider an algorithm that must flip a random coin for each 
request. One can think of the algorithm as flipping many random coins before the first request 
and storing the results of those flips. Whenever it needs to flip a random coin for a request, 
it simply uses one of the stored results that it has not used before. Note that the strategy for 


choosing one of the unused stored results must be deterministic. 
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4.5.2 Algorithm 


Restrictions: We describe our algorithm, called TREE, and prove the competitive ratio of our 
algorithm for a restricted version of the unit capacity admission control and routing problem 
on trees. In particular, we assume that the sources and destinations for all requests are leaf 
nodes. In Section 4.5.4 we will show how to extend our algorithm and the competitive analysis 
to the general case where the sources and destinations need not be leaf nodes. 

Consider any request sequence o. Let oo = (7,5) be the first request. If T consists of a 


single link, then our algorithm accepts the first request. 


Lemma 4.5.1 When T consists of a single link, the TREE algorithm has a competitive ratio of 


1. 


Proof. The TREE algorithm accepts the first request. The optimal off-line algorithm accepts 
at most one request. As a result, we achieve a competitive ratio of 1. | 
For the remaining discussion we assume that 7 contains more than one link. 

Let o; = (s;,d;,1) be a request for 7 > 0. Each such request is associated with a unique 
path, p(o;) in T. To simplify the discussion, assume that for any request o; = (s;,d;,1) node 
s; is to the “left” of node d; in a pictorial representation of the tree. (The assumption can be 
made without loss of generality since the tree is undirected.) Let $ be a set of requests from 
o. Then <S,p(a;)> is the set of requests 0; € S$ such that p(o;) intersects p(o;). Since we are 
considering the unit capacity version of the admission control and routing problem, the third 
term of any request is 1. Thus, in this section, we will denote a request simply by o; = (s;,d;). 

To describe the TREE algorithm, we introduce the concepts of a roadblock and a special 
roadblock. In response to a request, our algorithm may place roadblocks and special roadblocks 
on links of the tree. The existence of a roadblock or a special roadblock on a link blocks future 
requests whose paths use that link, and causes them to be rejected. The current state of the 
network is described by the u;(e) function, which describes the state of the links just before the 
i” request is handled. A link can be in one of four states. If u;(e) = full the link is being used 
by a previously accepted request. If u;(e) = bk the link has a roadblock. If u;(e) = sbk the link 


has a special roadblock. Finally, if w;(e) = avail the link is available. 
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TREE(8;, d;): 
if u(e) = avail for all e € p(s;,d;) then 
C=C — <C, p( si, di)> _ U.j€s, tok” "(o;, seg(o;,0;)); 
if RAND(O, 1) == 0 then route the requested virtual circuit on p(s;,d;), and set: 
for all e € p(s;,d;), ule) = full; 


else reject the requested virtual circuit. 


€; = RAND(1, logd); 

number links in p(s;,d;) from 1 to |p(s;, d;)| starting with (s,;, par(s;)); 
for all 7 € (0,d/2%), u(ejoe.) = dk; 

u(e) = sbk if e € TL(o;) UTR(0;); 

C=CU{o; | tok(o;) = (oj, z) for some z}; 


C=C — sp(o;); 


else reject the requested virtual circuit. 


Figure 4-3: The admission control algorithm for diameter d trees. 


Description: Consider a particular virtual circuit request o; = (s;,d;). If all links e in the 
path p(s;, d;) are available, i.e., u;(e) = avail, then o; is considered a candidate. Otherwise, o; is 
rejected. If the request becomes a candidate, accept it with probability 1/2. Otherwise, reject it 
and place roadblocks as follows. Pick a random integer ¢; uniformly in [1,logd], where d is the 
diameter of tree 7’. Consider the path p(s;,d;). Number the links along the path from s; to d; 
with 1, 2,.... Place a roadblock on links numbered 72° for all 0 < 7 < d/2. The roadblocks 
partition p(s;,d;) into segments of equal length (except, perhaps, for the last segment). Also, 
place special roadblocks on the links TL(o;) and TR(o;). The code for our algorithm is given in 
Figure 4-3. The code enclosed in boxes is accounting code. It does not influence the admission 
control decisions of the algorithm. Rather, it is used for the competitive analysis. We will 
explain the notation used for the accounting code in Section 4.5.3. The function RAND(a, y) 
picks a random number uniformly in [a, y]. 

The design of the TREE algorithm is based on the following considerations. Consider a greedy 
admission control strategy on a diameter d tree. Let the first virtual circuit request, 7,, to such 
a strategy be a request, such that the path p(o,) has length d. A greedy admission control 
strategy would accept this request. If this initial request is followed by d requests between all of 
the neighboring nodes along the path p(o,), the greedy algorithm exhibits a competitive ratio 


of Q(d). To avoid this problem non-greedy admission control is needed. However, if the request 
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a, is rejected with certainty by a non-greedy admission control algorithm, the competitive 
ratio is again poor. In fact it is 1/e. Just consider the request sequence consisting of only 
the request o,. Thus, the initial request o, must be accepted probabilistically. (The TREE 
algorithm accepts it with probability 1/2.) However, a non-greedy algorithm that accepts each 
long request, such as o,, independently with some probability q will still not exhibit a good 
competitive ratio. Consider a request sequence o that repeats the request o, so often that the 
algorithm that accepts each long request with probability g will accept one of the long requests 
in o with high probability. Now extend o with d requests between all of the neighboring nodes 
along the path p(o,). Thus, we again have a competitive ratio of Q(d). The roadblocks avoid 
this problem. Once the first long request is rejected, the roadblocks ensure that no request that 
shares sufficiently many of its links with the rejected request will ever be accepted. 

This discussion explains the reason for using roadblocks, but does not provide a justification 
for the special roadblocks. The justification for the special roadblocks is tied closely to the 


analysis. Hence we give this justification in Section 4.5.3. 


4.5.3 Analysis 


Before presenting the details of the analysis, we give an overview. The analysis is anchored 
around a bookkeeping device called a token. We define a token formally later in this section. For 
now, just think of a token as an arbitrary object that one request can assign to another request. 
The assignment of tokens does not affect the admission control decisions of the algorithm. Let 
Co be the requests accepted by the optimal off-line algorithm for request sequence a. (Cy is the 
initial value of the accounting variable C.) Throughout an execution of the TREE algorithm, 
tokens are assigned to requests in Cp. For any request sequence o, our analysis will show two 


things. 


1 


oad) times the 


1. The expected number of requests in Co that receive a token is at least 


expected number of requests in Cp that are not candidates. 


2. The number of candidate requests is at least 1/7 times the number of requests in Cy that 


receive tokens. 
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Thus, the expected number of candidates is at least eed times the number of requests in 
Cy. We will use this fact, combined with the fact that each candidate request is accepted with 


probability 1/2, to show that the expected number of accepted requests is at least times 


Oe 
the number of requests in Co. The O(log d) oblivious competitive ratio will then follow. 

To describe why the expected number of requests in Co that receive a token is at least Word 
times the expected number of requests in Cop that are not candidates we given an informal 
description of how tokens are assigned. (The formal description is presented with the actual 
proof.) Let o; be a request in Cy that is not a candidate. Then there must exist a candidate 
request that is handled before o; and whose path overlaps the path of o;. Let o; be the first 
such request to be handled. Then o,; might assign a token to o;. If a; is rejected and ¢; is the 
random number picked by o; to space its roadblocks, a; places roadblocks on every 2% links of 
its path. The roadblocks break the path of o; into segments. If the path of o; intersects the 
middle link of some segment, but does not intersect any link on which o; places a roadblock, 
o; receives a token from 9;. 

For any candidate request, there are log d possible spacings for the roadblocks. The densest 
spacing places a roadblock on every second link. The next spacing places a roadblock on every 
fourth link, etc. Finally, the least dense spacing places no roadblocks. Therefore, for any pair 
of requests a; and o; whose paths intersect, there can only be one spacing of roadblocks on the 
path of request 0; such that the path of a; intersects the middle link of some segment, but does 
not intersect any link on which o; places a roadblock. Since each possible spacing is selected 
with probability 1/ log d, a request ¢; in Cy that is not a candidate receives a token from o; with 
probability 1/logd if request o; is rejected, o; is the first of the candidates that are handled 
before o;, and the path of o; intersects the path of a;. Now the fact that the candidate a; is 


rejected with probability 1/2 leads to the conclusion that the expected number of requests in 


1 
2(log d) 


Cy that receive a token is at least times the expected number of requests in Cy that are 
not candidates. 

The most difficult step in the proof is showing that the number of candidate requests is at 
least 1/7 times the number of requests in Cy that receive tokens. A straightforward approach 


to this step would be to prove that, for each execution of the TREE algorithm, the path of every 


candidate intersects the path of at most 7 requests in Co that receive tokens. Unfortunately, 
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this is not true in general. However, if the path of a candidate intersects the paths of more 
than 7 requests in Co that receive tokens, then the paths of other candidates also intersect the 
paths of the requests with tokens. This suggests an amortized argument. 

Our amortized argument is structured around subsets of Co. In particular, the set C; is a 
subset of Co that consists of requests that are still feasible just before request o; is handled. In 
other words, the requests in C; are all handled after o;_, and their paths have not been blocked 
by previous requests, roadblocks, or special roadblocks. (C; is the value of the accounting 
variable C’ just before request o; is handled. We give a formal definition of C; when we present 
the actual proof.) Initially, all requests in Co are feasible so, Cy = Co. In constructing Cy41 
from C;, candidate request o; removes from C; all requests whose paths intersect the path of o;. 
Furthermore, o; returns to C; the requests from Cy to which it assigns tokens. (Every request 
in Co can receive a token from only one candidate request.) Finally, requests whose paths are 
blocked by special roadblocks are removed from C;. Our amortized argument now proceeds by 
showing the following for each execution of the TREE algorithm. We show that each candidate 
removes at most 7 requests with tokens from C; while constructing C;,,. Furthermore, we show 
that every request that receives a token, say from o;, is added to C; in the construction of C41. 
Finally, if o,_, is the last request in the request sequence, we show that C;, = 9. Therefore, 
since for every execution of the TREE algorithm, every request that receives a token is added 
to C; for some 2, every candidate request o; removes at most 7 requests with tokens from C; 
while constructing C4, and C, = @ when o;_, is the last request in the request sequence, we 
will be able to conclude that in every execution, the number of candidate requests is at least 
1/7 the number of requests in Cy that receive tokens. 

Now we can explain the need for the special roadblocks. In particular, the special roadblocks 
are needed to show the fact that each candidate o; removes at most 7 requests with tokens from 
C;, while constructing Cj4,. Without the special roadblocks, there can be situations where o; 
removes more than 7 requests with tokens from C; while constructing C;,,. For example, 
consider Figure 4-4. Assume for the moment that the TREE algorithm does not use special 
roadblocks. Figure 4-4 shows the paths for the requests from the sequence 0,...@an41,. Let 
Co consist of the n requests o,42..-02n41- Assume that each request o; for i € [1,n] assigns 


a token to Oj4n41- Thus, C,41 consists of the n requests oj4n4; for i € [1,n] that have been 
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assigned tokens. Assume further that o,,, is a candidate. In other words, the requests 0, ...op 
do not place any roadblocks on the path of o,,,. When constructing C4 from C,41, request 
On41 Must remove from C,,, the requests whose paths intersect its path. Thus, if n > 7, 
request 0,4, is a candidate that removes more than 7 requests with tokens from C,,, while 
constructing C,42. However, recall that we want to prove that each candidate o; removes at 
most 7 requests with tokens from C; while constructing C;4,. Towards this end, the special 
roadblocks are used to avoid the situation described in Figure 4-4. In particular, the special 
roadblocks that are placed by the requests o,...¢,_; ensure that the request o,,, cannot be 
a candidate. In fact, the special roadblocks ensure that for every candidate o,; the requests in 
C; that have tokens and that are removed by o; must have received the tokens from a request 
whose path overlaps the top left hand link or top right hand link of the path of o;. (The request 
o, in Figure 4-4 is an example of such a request.) With this fact, we will be able to show that 


each candidate a; removes at most 7 requests with tokens from C; while constructing C41. 


ai don+1 
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Figure 4-4: A situation where the special roadblocks are needed to ensure that each candidate 
o; removes at most 7 requests with tokens from C; while constructing C41. 


Consider any execution of the TREE algorithm for request sequence g = 0901 ...O|o|-1. Let 
p be the result sequence. We now start the formal proof with several definitions. 
Co: The set of requests accepted by the optimal off-line algorithm. We call these requests the 


optimal requests. (Note that P,(o) = |Co|). Co is the initial value of the accounting variable C’. 
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C*: The set of requests that are candidates in the execution of TREE. 
Cf: The set of requests that are free in the execution of TREE. A request o; is free if a; € Co 
and if there exists no candidate request 0; € C° such that 7 < i and p(o;) intersects p(o;). The 
first condition states that the request is an optimal request. The second condition ensures that 
the request is a candidate before any request with an intersecting path is a candidate. 
Cf: The set of requests that are non-free in the execution of TREE. A request a; is non-free 
if o; € Co and o; ¢ Cf 

Based on the definitions of C? and CS it is easy to see that C/ UC = Ch. Furthermore, 


Cf and CY are disjoint. 
Fact 4.5.2 Co =CIlUCY. 


Next, we describe how tokens are distributed in the execution of TREE. The description requires 
some additional notation. 

level(a,;,0;): Consider two requests o; and o; such that p(o;) and p(o;) intersect. Number the 
links in p(o;) from 1 to |p(o;)| starting with (s;, par(s;)). Let Ly be the set of links numbered 
k2° for all k € (0,d/2'), where d is the diameter of the tree. The request o; has level € with 
respect to request a;, i.e., level(o;,0;) = €, if p(o;) includes no link in Ly but does include a 
link in L,_,. Informally, the request o; is not blocked by roadblocks spaced every 2° links on 
the path of oj, but is blocked by roadblocks spaced every 2‘1 links. (See code in Figure 4-3.) 
seg(a,;,0;): Consider requests o;,0; such that 0; € C°, 7 < i, pj = L and p(o;) intersects 
p(o;). Let €; be the random number picked by o; to determine the spacing of the roadblocks 
on p(o;). Then, assume that level(o;,0;) < ¢;. In other words, a; is a candidate, o; is handled 
before request o;, request a; is rejected, the paths for the requests intersect, and a; does not 
place any roadblock on the path p(o;). Number the segments created by the roadblocks on 
p(o;) starting with the segment that includes s; as segment number 1. Now seg(o;,0;) is the 
number of the segment in which p(o;) and p(o;) intersect. This segment number is uniquely 
defined because o; does not include any of the links on which a; places roadblocks. 

first(a;): Let o; € C’l. Then the set H = {o; | i < j,o; € C*, p(a;) intersects p(a;)} is 
non-empty. In other words, H contains all candidate requests that are handled before o; and 


whose paths intersects the path of o;. Let first(o;) = o; ifo; € H andi <k for allo, € H. In 
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other words, first(a;) is the first candidate request that is handled before o; and whose path 
intersects the path of o;. 

Tokens are distributed by candidate requests to optimal requests. In particular, let o; be 
a candidate request that is rejected. Le., a; € C° and p; = L. In this case, o; may distribute 
tokens to some of the optimal requests ¢; for which first(o;) = o;. Thus, any optimal request 
can receive a token from at most one candidate request. Whether or not an optimal request 
receives a token is indicated by the function tok. 
tok(o;): Let o; be an optimal request such that 0; € C-/. Let o; be a candidate request such 
that o; = first(o;) and such that p; = L. Let €; be the random number picked by 0; to space 
its roadblocks. The optimal request 0; receives a token from request o; in segment number z iff 
level(o;,0;) = €;, and seg(o;,0;) = z. We denote the fact that o; receives a token from request 
o; in segment number z by setting tok(o;) = (0;,z). Conversely, we denote the fact that o; 
does not receive a token in the execution of TREE by tok(o;) = L. 

We now show that, for any request o; and segment number z, there exists at most one 
optimal request o; such that tok(o;) = (0;,z). Consider segment z = seg(o;,0;). Since 
level(o;,0;) = €;, where ¢; is the random number picked by o; to determine the spacing of the 
roadblocks, the path p(o;) does not include the links with roadblocks that form the boundary 
of segment z. However, the fact that level(o;,0;) = ¢; implies that p(o;) would intersect a link 
with a roadblock if o; had spaced the roadblocks half as many links apart. Thus, p(o;) must 
include the middle link of segment z. The capacity constraint implies that there can be at most 
one optimal request that intersects any particular link. As a result, there can be at most one 
optimal request whose path includes the middle link of segment z. 

Finally, we note that the optimal request o; can be in one of two states after request 0; 
is handled. Either it is still feasible, i.e., uj4i(e) = avail for all links e on path p(o;), or it is 
blocked by a special roadblock, i.e., there exists a link e on path p(o;) such that uj4i(e) = sbk. 


We prove this fact in the following lemma. 
Lemma 4.5.3 If tok(o;) = (0;, 2) then for all links e in p(a;), uigi(e) = avail or uj41(e) = sdk. 


Proof. Since o; = first(o;), 0; is the first candidate request such that the path p(o;) intersects 
the path p(o;). Thus, u;(e) = avail for all links e in p(o;). If tok(o;) = (0;,z), then p; = L. 


Thus, the only way for uj4i(e) # avail and uj4i(e) # sbk for some link e in p(a;) is by a 
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roadblock placed by o;. However, since tok(o;) = (o;, 2), it is the case that level(o;,0;) = G. 
Therefore, 0; places no roadblock on the path p(q;). | 
tok” *(o;,z): Let tok(a;) = (;,z). Then tok7'(o,;,z) = {o,;}. If there exists no request 
a; such that tok(o;) = (o;,2) then tok”'(o;,z) = 0. The function tok~' provides a way to 
determine to which optimal request, if any, a request o; gave a token in segment number z. 
From our discussion of the function tok we conclude that |tok~*(o;, z)| <1 for all o; and z. 
C*: The set of requests 0; for which tok(o;) # L. In other words, the set of optimal requests 
that receive tokens. 

Let S be any subset of Cy. Then, tok(.S) = {0; | 0; € S,tok(o;) # L}. To describe the 
accounting code in Figure 4-3 that modifies C we need to define two more sets ($5; and sp(o;)). 
S;: Let o, € C°. Then, 5; = {o; | 9 < t,0; € C°,p; = L,p(o;) intersects p(o;)}. In other 
words, for any request o; that is a candidate, $; is the set of all previously rejected candidate 
requests whose paths intersect the path of o;. 
sp(o;): The set of optimal requests whose paths include the links TL(o;) and TR(o;). The 
capacity constraint implies that the set sp(o;) has cardinality of at most two. 

C;: A subset of Co. Each request a; € C; is feasible just before request a; is handled in the 
sense that 7 > i and, for all the links e in the path of o;, uj(e) = avail. (See Lemma 4.5.4.) 
C;, is defined by the accounting code of Figure 4-3. We now explain that code. Since the first 
request just gives the topology, C, = Co. So, consider C; fori > 1. If the request o; is a not 
a candidate, then C;,, = C;. If o; is a candidate, then we remove from C; all of the requests 
in C; whose paths intersect the path p(o;). Furthermore, for any previously rejected candidate 
o; for which p(o;) and p(o;) intersect, consider the segment of p(o;) in which the intersection 
occurs. This segment is given by seg(o;,0;). If there is an optimal request in C; that has a token 
(o;, seg(o;,0;)) associated with it, i.e., it received the token from oj; in segment seg(o;,0;), we 
remove the optimal request from C;. Such a request is denoted by tok~'(a;, seg(a;,0;)). We 
provide an example of such a request in Figure 4-5. Finally, we make some additional changes to 
Ci41. In particular, we add the requests that received tokens from o; and remove any requests 


that are blocked by special roadblocks placed by o;. 
Lemma 4.5.4 Consider request sequence 0)...0,_,. Then, C, = 9. 


Proof. The proof proceeds by showing that all requests in C; are feasible. 
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Figure 4-5: A set of requests o;, 0;, and a, such that o, = tok” '(a;, seg(a;,0;)). The segment 
seg(o;,0;) is demarcated by the two roadblocks shown in the figure. 


We proceed by induction. First consider the base case. All requests in Co = C, are feasible 
since Cy consists of the optimal requests. For the inductive step assume that all requests in C; 
are feasible for i > 1. We remove all optimal requests from C; whose paths intersect the path 
p(a;). (Note, we also remove o; if it is an element of C;.) Furthermore, we only return to C; 
optimal requests o; for which tok(o;) = (o;,z) for some z. By Lemma 4.5.3, for all optimal 
requests o; for which tok(o;) = (0;,z) for some z, uj41(e) = avail or uj4i(e) = sbk for all links 
e in p(o;). The optimal requests for which u;41(e) = sbk for some link e are removed from C;. 
(See the code in Figure 4-3.) Thus, only the requests 0; where u;4,(e) = avail for all links e in 
p(o;) remain in C;. By definition, these requests are still feasible. | 

The following lemma bounds the number of requests in C; (1) (Ones tok" (a;, seg(a;, :))). 


(This is a subset of the requests removed from C; by candidate request ¢;.) 


Lemma 4.5.5 Consider any execution of the TREE algorithm for request sequence 0) ...0%~1.- 


Then, for all0Q <t< k such that o, € C’, 


Cif) ( UJ toy ses) <2. 


o;€S; 


Proof. When $; = 9, the lemma is vacuously true. So, consider the case 5; # Q. Let 


« = LCA(s;,d;). We divide S; into two sets, Sf and $7. The set $} includes any o; € S$; such 
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that its path intersects the left path of oj, i.e., it intersects p(s;,7). Similarly, the set 5? includes 
any o; € S; such that its path intersects the right path of o;, i.e., it intersects p(a,d;). First 
consider the case where S$} # 9. 

Consider any 0; € S/. Due to the special roadblocks, it must be the case that p(a;) includes 
the top left link, TL(o;), of p(o;). (See Figure 4-4.) 

Let o be the highest index request in $!. Since the path of each request in $! includes the 
link TL(o;), it must be the case that the paths of the requests in S¥ also intersect the path of 


o;. Furthermore, they must intersect in the same segment. Specifically, 


S!C SU {or}, 
seg(o;,0;) = seg(o;,07) for all o; € Si — {a7}. 
As a consequence, 
UJ tok~"(a;, seg(a;,0;)) C UJ tok~'(a;, seg(a;,01)) U tok” (a1, seg(ai,0;)). 
o5€5} ojES 
The requests in U,,¢s, tok” '(o;, seg(a;,01)) are already removed from C; by request a). Fur- 
thermore, we show that requests in U,,¢s, tok” '(a;, seg(o;,0))), once removed from C;, cannot 
appear in C, for any z > J. In particular, consider request o, € U,,¢s, tok” '(a;, seg(aj,01)). 
Then, by definition, there exists 0; € 5; such that tok(o,) = (0;, seg(o;,07)). In other words, 
oy, receives its token from o;. By inspection of the accounting code, a, can only be added to the 
set C’ by the request o;. However, by definition of 5), request a; is handled before a, i.e., 7 < . 
Thus, once removed from C/, 7, cannot appear in C’, for any « > 1. Now we can conclude that 
Cif) | LU tok-*(o;, seg(oj,01)) | = 9. 
o5€S) 
Thus, the only request that must be removed by o; is the request tok '(o;, seg(a),0;)) added 
by a. Since |tok7*(a1, seg(a1, 0;))| < 1, 
Cif) UJ tok~"(a;, seg(a;,0:)) }| <1. 
ojEs! 
Now consider the case where $7 # (). Exactly the same analysis as for the case where S$! 4 @) 
shows that 
C; () UJ tok” "(a;, seg(a;,0:)) }| <1. 


oj;€ST 
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The lemma now follows from the fact that $; C $/U S?. a 
The next lemma states that the total number of requests currently associated with tokens 


that are removed by o; from C; is at most 7. 


Lemma 4.5.6 Consider any execution of the TREE algorithm for request sequence 09 ...0%~1.- 


Then, for all0Q<t< k such that 0; €C%, 


Ci) [inke<ennte U tok( sp(o;)) UJ ost) <7 


a;€S; 


Proof. By Lemma 4.5.5, 


(4.1) Cif) ( UJ (os) <2. 


a;€S; 


Furthermore, the set sp(o;) has cardinality at most two. Therefore, 
(4.2) |tok(sp(o;))| < 2. 


Thus, we are left to consider tok(<C;, p(a;)>). Let « = LCA(s;,d;). We split tok(<C;, p(a;)>) 
into two sets, C? and C}. The set C/ includes any 0; € tok(<C;,p(o;)>) — {o;} such that 
p(o;) intersects the left path of o;, i.e., it intersects p(s;,z). Similarly, the set C? includes any 
a; € tok(<C;, p(o;)>) — {o;} such that p(o;) intersects the right path of o;, i.e., it intersects 
p(z,d;). First consider the case where C} # 0). 

Let o; be the request in C! that, of all the requests in C}, intersects p(s;,2) at the link closest 
to s;. We consider two cases: p(o;) includes the top left link, TL(o;), of p(o;) and p(o;) does not 
include TL(o;). First consider the case where p(o;) includes TL(a;). Since o; is the request that 
intersects p(s;,2) at the link closest to s; and since o; includes TL(o;), the path of any other 
request in C/ must intersect the path of o;. Now, since a; is a request accepted by the optimal 
off-line algorithm, the capacity constraint implies that no other request accepted by the optimal 
off-line algorithm intersects p(s;,x). Hence, |Cj| = 1. Now consider the case where p(a;) does 
not include TL(o;). Let tok(o;) = (o;, 2). Since o; is a candidate, o; can still be a candidate, 


and o; placed special roadblocks, it must be the case that p(o;) intersects p(s;,2). Thus, 0; is 
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included in 5;. We now show that o; is already accounted for in Equation 4.1 by showing that 
tok(o,) = (;, seg(a;,0;)). Since o; is a candidate, the links in which p(o;) and p(o;) intersect 
must be entirely within the segment seg(o;,0;). Since tok(o,) = (¢;,2z), the paths p(o;) and 
p(o;) intersect. Now, since p(o7), p(o;), and p(a;) all intersect each other, the geometry of the 
tree implies that there exists a link used by all three paths. Therefore, since p(o;) and p(a;) 
intersect entirely within the segment seg(o;,0;), the intersection between p(o;) and p(o;) must 
also use a link in segment seg(o;,0;). Now we can conclude that tok(o,) = (0;, seg(o;,9;)). 
As a result, a; is already accounted for in Equation 4.1. The same argument holds for every 
request in C} whose path does not include TL(a;); in other words, every request in C! that does 
not include TL(¢;) is already accounted for by Equation 4.1. Thus, we are left with requests 
whose paths include TL(o;). However, the capacity constraint implies that there can only be 


one such request. Therefore, we conclude that 
(4.3) |C} — UJ tok~"(a;, seg(aj,0;))| <1. 
a;€S; 


Now consider the case where C? # (). Exactly the same analysis as for the case where C! 4 0) 


shows that 


(4.4) JC? - UJ tok~"(a;, seg(aj,0;))| <1. 
oj€S; 
Combining Equations 4.3 and 4.4 with the fact that tok(<C;, p(o;)>) C C} U CT U {a;}, we get 
(4.5) |tok(<C;, p(a;)>) — UJ tok~"(a;, seg(a;,0;))| < 3. 
a;€S; 


The lemma now follows from Equations 4.1, 4.2 and 4.5. | 


To proceed with the complexity analysis of the algorithm, we introduce some random vari- 


ables. Let ccand = |C°|, ctoken = |C*|, cfree = |C!| and enfree = |C~! |. 
Lemma 4.5.7 Consider request sequence 0y...0,_-1. Then, ccand > ictoken. 


Proof. Consider any execution of the TREE algorithm where for some g;, 0;, and z, tok(a;) = 


(o;,z). From the code in Figure 4-3 we see that o; is returned to C; in the construction of 
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Ci41. By Lemma 4.5.4, Cy = 0. Thus, 0; must be removed from C, by some candidate request 
o,. (If o; is removed due to a special roadblock then 2 = 7.) However, by Lemma 4.5.6, each 
candidate a, removes at most 7 requests with tokens from C;. | 


E[P(o,TREE(o))] is the expected number of requests accepted by the TREE algorithm. 


Lemma 4.5.8 Consider request sequence ¢ = 09...0,_1. Then, 
1 
E[P(o, TREE(o))] = 3 Elecand]. 


Proof. We define the following random variables: «; = 1 if o; is a candidate and x; = 0 if 
o; is not a candidate; y, = lifo, # L and y, = 0 if o; = L. Furthermore X = yr x; 
and Y = )“'2'y;. By definition, ccand = X and P(o,TREE(c)) = Y. Since any candidate 
request is accepted with independent probability 1/2, Pr[y; = 1 | #; = 1] = 1/2. Since a 
request can only be accepted if it is also a candidate, Priy, = 1,2; = 1] = Prly; = 1]. This 
fact, combined with the fact that Pr[y; = 1|2#; = 1] = Prly; = 1,2; = 1]/Pr[a; = 1], implies 
that Pr[y; = 1] = $Pr[2; = 1]. Thus, E[Y] = $£[X]. The lemma follows from the fact that 


2 


ccand = X and P(o,TREE(c))=Y. = 


Lemma 4.5.9 Consider request sequence 0 = 09...0,_1. Then, 


P.(o) 


E[ctoken + cfree] > Mlog dy 


Proof. Consider the event that 0; € C°!. Let o; = first(o;). With probability 1/2, 0; is 
rejected and assigns tokens. Let ¢ = level(o;,0;). With probability 1/(log d), the level ¢; picked 
by o; for the spacing of the roadblocks is equal to ¢. If € = €;, then there exists a segment number 
z such that tok(o;) = (o;,z). In other words, o; gets token (0;,z). Hence, in the event that 


a; € CY, o; € Ct with probability In other words, Pr[o; € Ct | o; € Cf] = = 


1 
2(log d)* 2(log d)* 


For every execution of the TREE algorithm, C' C Cp , C? C Co, and C'NC! = . Therefore, 
Eletoken + efree] = Oo, ,cc,(Prlo; € C] + Prla; € C’]). Since a request must be in C™! to 


receive a token, Pri[a; € C'] = Pr[o; € C',o; € C™!]. Furthermore, Pr[o; € C',o; € C™!] = 


Prlo; € Ct | oj; € CY |Prlo; € CY]. Since, Prlo; € Ct | ao, € CV] = Word’ we can 
conclude that E[ctoken + cfree] = ee + Pro; € Cf). According to Fact 4.5.2, 
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Co = ChUC™. Hence, if Pr[o; € C-!] = 2;, then Pri[o; € Cf] = 1—2;. Now we can conclude 
that 


E[ctoken + cfree] > S- MIN» ,E[0,1]1 


+1—<a;}. 
wel Tos d) d) ij 


Let f(a) = yo tl—«. Since f(x) < 0 and f(1) = Wega)’ mine (0,1 aosH +1l-a;}= 


Weed) aq" Using the fact that |Co| = P.(o) we now conclude that, 
x; 1 P.(o) 
[ctoken + cfree] > o Mins ;e[o,1t Slog d) D + xj} yy Blog d) — Blog d) 


a;€Co 


Theorem 4.5.10 The TREE algorithm achieves an oblivious competitive ratio of O(log d) for 
the admission control and routing problem on diameter d trees when all request are between 


leaves. 


Proof. Consider request sequence ¢ = 09...0,%_1. By definition, ccand > cfree. Combining 


this with Lemmas 4.5.7, 4.5.8, and 4.5.9 we get: 


E[P(o, TREE(o))] = 5 Elecand| > = {=Eletoken], Elefree|} 


Polo) 
> 7 tok . 
2 oR [ctoken + cfree] > Bo(load) 


4.5.4 General Case 


In order to handle requests between interior nodes, we reduce the problem to the special case 


of requests between leaves. 


Lemma 4.5.11 The TREE algorithm achieves an oblivious competitive ratio of O(log d) for the 


admission control and routing problem on diameter d trees. 


Proof. Let T be a tree of diameter d. We define a new tree 7” based on 7. Initially, let 
T’' = T. We modify 7” as follows. Let » be a non-leaf node of T. Let {e,,¢2,...,e,} be the 


set of links adjacent to v. For every link e; in that set, add to 7” a new leaf v; connected to v. 
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Repeat this process for each non-leaf node of 7. This modification process does not increase 
the diameter of 7’. Thus, the diameter of T is equal to the diameter of 7’. Now consider any 
request sequence o for T. We construct a new request sequence o’ as follows. The new request 
sequence will use 7” and include only requests that go between leaf nodes. If oo = (7,6) then 
of, = (1", 6’) where 6’(e) = 1 for all e € T’. Now consider a request 0; = (s;,d;) for i > 1. We 
construct o; as follows. If s; is an interior node for 7, and consequently also for 7’, find the 
link e; in T’ adjacent to s; through which the path of this request must go. Then replace s; 
in that request by v;. If d; is an interior node for 7’, and consequently also for 7’, replace it 
in the same manner we replace s;. With this construction the source and destination in of are 
leaf nodes. 

Thus, any request sequence o for 7’ can be transformed into a request sequence o’ for 7” such 
that all requests go between leaf nodes. The lemma now follows directly from Theorem 4.5.10, 
the fact that T and 7” have the same diameter, and the fact that a path determined by TREE 


for request o; in T” can be used by request o; in T. | 
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CHAPTER 5D 


A Practical Admission Control and 
Routing Algorithm 


5.1 Introduction 


This chapter introduces a new non-greedy admission control and routing algorithm for general 
topology networks. We call the algorithm Exp. The goal of our algorithm is to maximize the 
number of virtual circuit requests that the network accepts. The algorithm is evaluated in the 
simulations of Chapter 6. 

Our algorithm integrates several different approaches. We use the cost-benefit framework 
developed as part of the admission control algorithm in [AAP93] (cf. Section 4.2). Furthermore, 
we extend the techniques developed in the context of reservation-based algorithms [OK85, SD94] 
and use these techniques to incorporate the stochastic properties of the offered traffic into the 
definition of the link costs used in the cost-benefit framework. It is important to note that the 


stochastic properties used by the algorithm do not depend on the network’s traffic pattern. 


5.2 Finite Durations 


In the admission control and routing problems discussed so far, the virtual circuits have infinite 
duration. In many important applications (cf. Chapter 1), virtual circuits have finite durations. 


To accommodate finite duration requests, the definition of the admission control and routing 
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AAP(S;, d;, rj, tit): 


for all r,e € BE: c(t, e) = ri(u™” — 1); 
if there exists a path pin G from s; to d; such that 


/ ; S“e(r,e) < g and u(r,e) + r;/b(e) < 1 for all e € p and + 
tr<r<t 


z €€p 
then route the requested virtual circuit on p, and set: 


for alle € E,ti <r <tl: u(r,e) = u(r, e) + ay ike € p; 


else reject the requested virtual circuit. 


Figure 5-1: The AAP admission control algorithm. 


problem changes slightly. In particular, requests for the finite duration admission control and 
routing problem provide a starting time and an ending time with each request. The difference 
between the starting time and the ending time is the duration of the request. The condition 
that enforces the capacity constraints in Definition 2.3.1 needs to be appropriately modified to 
account for the finite duration of the virtual circuits. 

In [AAP93], Awerbuch et al. present an algorithm for the finite duration admission control 
and routing problem on general topology networks. We call the algorithm Aap. (Section 4.2 
presents a special case of the AAP algorithm, called raap.) We present the AAP algorithm since 
it provides the starting point for our EXP algorithm. 

The 2” virtual circuit request to AAP is a five-tuple (s;, d;, r;, t, tf) consisting of the source 
node s;, destination node d;, bandwidth requirement r;, starting time ¢?, and ending time tl. 
For simplicity, we assume that the routing is done at exactly time ¢7. The algorithm either 
accepts the request, allocating bandwidth r; along an appropriate route, or rejects the request. 
The goal of the algorithm is to maximize the total number of accepted requests!. Let ¢; = tf —t 
denote the “holding time” of the circuit. Finally, let t,,,. denote the maximum possible holding 
time, tmain denote the minimum possible holding time, 7r,,.,, denote the maximum possible 
requested bandwidth, and r,,;, the minimum possible requested bandwidth. 

The routing decision is based on current information about the current and future utilization 
of the network links. The utilization of link e at time 7 as seen by the routing algorithm when 


"It is easy to modify the algorithm to optimize a general “profit” measure, where each routed request brings 
a predefined profit. 
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routing the j*” circuit is defined as follows: 


r% 
u;(T, €) = S- Ble)” 
1<t<jloiFl, 
re[t* (a1) ,t4 (74) e€ 0% 


Using the utilization, the algorithm computes the exponential cost. The cost of link e at time 


tT as seen by the routing algorithm when routing the j*” circuit is defined by 


cj(T, e)= rj (Wer? — 1), 


where yz is a parameter. The cost of a path p for request o; is the sum of the link costs, c;(7,e), 
for all links e € p integrated over the duration of the request. (See Figure 5.2.). If there exists a 
path pin the network such that the cost of the path is no greater than a, where ¢ is a parameter, 
then the request is accepted along path p. The final step of the algorithm is to update the state. 
The AAP algorithm is shown in Figure 5.2. 

Let d be the number of links in the longest simple path in the network. The main result 
of [AAP93, P1095] is that choosing ft = 2drpartmar/Tmin + 1 and 0 = dfmartmar Zuarantees 


a competitive ratio of O(log uw) = O(log(drmactmar/Tmin)) When r; is restricted such that r; < 
min. {b(e)/ logy}. 


5.3 Algorithm 


There are several aspects of the AAP algorithm that prevent it from being practical. First, 
the AAP algorithm deals only with admission control and does not address routing. Second, 
it requires a priori specification of the duration for each request. Third, it requires each link 
to maintain and distribute large amounts of state information. Finally, the AAP algorithm is 
optimized for the worst-case situation and does not work well in common situations. Addressing 
each of these issues lead us to the EXP algorithm, shown in Figure 5-2. 

AAP is essentially only an admission control algorithm. The only requirement on a chosen 
route is that it meets the admission control requirements given in the starred line of Figure 5.2. 
Thus, AAP would permit choosing the longest path from among those meeting the admission 


control requirements. In contrast, EXP provides an explicit way to choose a route. Specifically, 
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EXP(5;, d;, rj): 
if there exists a minimum-hop path P in G from s; to d; s.t. 


Sou < g and u(e) + r;/b(e) < 1 for alle € P 


e€P 
then route the requested virtual circuit on P, and set: 


for alle € EF: u( ) = ule) + aby Ife € P; 
else reject the requested virtual circuit. 


Figure 5-2: The EXP admission control and routing algorithm. 


EXP chooses the minimum-hop path that meets the admission control requirements. We make 
no claims about the optimality of this choice, but note the following advantages. A minimum- 
hop path uses the fewest physical resources. Furthermore, a minimum-hop path is determined 
by static rather than dynamic state information. This has advantages for distributed implemen- 
tations of our algorithm (see Section 5.4). Section 6.7 provides simulation data that suggests 
that the use of a minimum-hop path leads to good performance over a wide range of network 
environments. The advantages of minimum-hop routing in the context of circuit networks are 
also discussed by Ahmadi et. al. [ACG91]. 

In AAP, the cost of a path is determined in the starred line of Figure 5.2. The cost is given 
by an integral over the duration of the virtual circuit. This approach has two problems: the 
duration of each circuit must be known in advance, and each link must maintain the ending time 
and bandwidth of each virtual circuit. To address these problems, we simplify the cost func- 
tion. In particular, instead of using f, 7 (ue) — 1) we use rp“), eliminating the integration 
step. Eliminating the integration step can be justified in the context of competitive analysis 
if one makes statistical assumptions about the durations of the virtual circuits [GKPR95c]. 
Furthermore, for the moment, we restrict attention to the case where the bandwidth of each 
virtual circuit is the same (denoted by r) and the capacity of each link is the same (denoted 
by 6). As a result, r; becomes a constant that gets absorbed into the constant 9 and hence not 
used in the description of the algorithm. (We will eventually remove some of these restrictions. ) 

The fact that AAP is optimized for the worst-case situation reflects itself in its poor choice 
for the constants 9 and yz. To address this issue, we provide a new mechanism for choosing @ 
and yp. First we set the value of @ relative to uw. We observe that a path consisting of a single 


link provides the most efficient use of resources possible and therefore should always accept a 
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circuit request. Since the cost of a single link path is at most yx, we set 0 = yw. This ensures 
that lack of capacity is the only reason that the admission control procedure does not accept a 
virtual circuit along a path consisting of a single link. 

To define uz, we look at a specific situation and calculate the correct value of y for that 
situation. Then, we argue why setting yp correctly for that specific situation will lead to good 
performance in general. The specific situation we consider is a network consisting of three nodes 
(two links) in series. Now define the critical utilization, u*, to be the link utilization such that 
a two link path, where both links have at least utilization u*, will reject a circuit request in 
favor of future single link requests. Given u*, it is easy to calculate yz as follows. Recalling that 


o = pt, we define yw such that 


Using an equality and solving for pp we have: p = 2/07"), 

To calculate u*, we borrow from the stochastic analysis in [OK85, SD94]. Consider a single 
link that can accommodate 6/r simultaneous circuits. Assume that circuit request arrivals are 
Poisson with rate A and that the durations are exponentially distributed with mean 1. Assume 
further that there are currently 7 circuits using the link. Then the increase that accepting 
an additional circuit on the link will cause in the expected number of future virtual circuits 
rejected due to lack of capacity is given by: 

B(b/r, 2) 
B.A) 
where B is the standard b-erlang loss formula [OK85, SD94]. Now consider our two link 
network. For simplicity we will assume that the departures on each link are independent”. This 
assumption has become standard in the literature [Mar83, GK90]. Let A be the Poisson arrival 
rate of virtual circuits requiring a single link path. Assume that the two links currently both 
carry j circuits. Since a two link path could potentially block two single link paths, we require 
the increase that accepting an additional circuit on the link will cause in the expected number 
of future virtual circuits rejected due to lack of capacity to be less than .5 for both links. In 


?This is obviously an approximation since two link paths will create a dependency in the departure processes 


of the links. 
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other words, a two link path is rejected in favor of a one link path once ae > .5. Notice 


BOb/r A) _ 
BGj,A) ~~ 


that, when 5 on both links, the total increase that accepting an additional circuit 
on the link will cause in the expected number of future virtual circuits rejected due to lack 
of capacity is one. Thus, on an expected value basis, we are indifferent between the current 
virtual circuit request and the expected future virtual circuits that will be lost by accepting the 
current virtual circuit request. The utilization, u* = jb/r, for which a two link path is rejected 
in this scenario can now be calculated if A and b/r are given. (This above analysis is similar in 
spirit to the analysis in [SD94].) 

The value of u* depends on the values \ and b/r. The value for b/r is known as part of the 
network description. Determining the correct value for A is more complicated. Above we define 
it as the arrival rate of single-link virtual circuit requests. Unfortunately, this arrival rate is 
highly dependent on the topology and traffic matrix of the network. Recall that one of our 
goals is not to require such a dependence. Consequently, we propose the following heuristic for 
setting A. Discussions with engineers charged with operations for several commercial networks 
suggest that 2% is the highest loss rate that a network should ever produce. We use this 2% 
figure to calibrate A. In particular, we assume that the arrival rate of single-link circuits to 
any link is never more than A*, where A* is the arrival rate needed to generate a 2% loss rate 
on a single link in the absence of any other traffic. We set u* using A*. By using A*, we 
are essentially calibrating our algorithm for the most aggressive admission control policy that 
will realistically be required?. In Section 5.4 we discuss why this aggressive form of admission 
control does not compromise the performance of the algorithm in most situations. Also, the 
simulations in Section 6.8 explore the sensitivity of EXP to A*. 

Finally, we remove the restriction that b/r be the same for all links. In particular, we note 
that the cost requirements on the path P chosen by ExP (cf. Figure 5-2) can be written as 
Dy eeP pX-! <1 instead of Dy eeP pw) < ps. Now we observe that jz no longer appears outside 
the summation. As a consequence, we can make yu link specific. Thus, if b/r is known on a per 
link basis, 4 can be calculated and used by the algorithm on a per link basis. Note, however, 
that b/r must still be known for each link. The simulation results in Chapter 6 suggest that 

“This is not strictly true when there is a large number of alternate short paths for a single link path. In 


particular, the stochastic properties that keep \* significantly below the capacity bound become less important 
in thsi case. 
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removing the requirement that b/r be known for each link will be difficult. 


5.4 Discussion 


In defining EXP we have retained three key insights from the AAP algorithm. First, we have 
retained the cost-benefit framework for determining whether a circuit can be accepted on a 
particular path. The cost-benefit framework has the advantage that the use of a lightly loaded 
link does not penalize a circuit. As a comparison, consider the algorithm in [SD94], which 
establishes admission control criteria on a link-by-link basis. In particular, it rejects a virtual 
circuit request even if the admission control criteria fail on a single link of a path. Consider a 
two-link (non primary) path with a highly utilized link and a lightly utilized link. The algorithm 
in [SD94] will reject a circuit along this path if the admission control criteria are not met on 
the highly utilized link. However, it might not be prudent to reject the circuit in this case. 

The intuition for not rejecting the circuit is that the admission control algorithm should 
only protect scarce resources. Since the path in this example includes only a single scarce link it 
should be treated similar to a single link path using a scarce link. Recall that a single link path 
should always be accepted since it provides the most efficient use of resources possible. Our 
algorithm has the correct behavior in this case. Since we use a cost function that is exponential 
in the utilization, the highly utilized link will essentially be the only contributor to the cost of 
the path. 

The second insight from the AAP algorithm that we retain is the relationship between 
admission control and the path length. Consider a path of length L where each link along 
the path has the same utilization. We now ask the following question: what is the maximum 
utilization w for which the L-link path should satisfy the admission control criteria? To answer 
this question in the context of an exponential function based algorithm we solve for u in the 
equation pp = Ly" to get wu = 1 — (log L)/(logy). Thus, the maximum utilization for which 
a path satisfies the admission control criteria decreases logarithmically with the length of the 
path. 

Finally, we retain the observation that the admission control requirements provide essen- 
tially all of the state specific feedback that is needed for routing. By restricting the set of paths 


on which a circuit may be routed, the admission control component of EXP makes some implicit 
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routing decisions. Once the state dependent restrictions are made, EXP can use state indepen- 
dent criteria (e.g., hop count) for deciding between the paths that meet the admission control 
restrictions. The ability to use state independent criteria has some advantages for distributed 
implementations of our algorithm. In particular, a distributed EXP algorithm can try paths 
in order of hop count. Each time it tries a path it can send a “setup” packet along the path 
to see it the path meets the admission control requirements. If it does, the path is chosen. If 
not, the next path is tried. (In practice, only few paths need to be tried before one can reject 
the circuit [GKPR95a].) This approach is also used in [SD94]. We verify the sufficiency of 
using state independent criteria for deciding between the paths that meet the admission control 
restrictions with the simulations in Section 6.7. 

Recall that our admission control algorithm is calibrated for very aggressive admission 
control since we assume that each link can reach a 2% rejection rate solely based on single 
link traffic. We provide an intuitive justification for this approach by considering two types of 
networks: one where the topology and the traffic matrix* are well matched and one where they 
are not well matched. In a network where the topology and the traffic matrix are well matched, 
there are direct links between source-destination pairs with large amounts of traffic. Thus, 
the assumption that most links service primarily single link traffic is reasonable, especially at 
high loads. On the other hand, this assumption does not hold when the topology and the 
traffic matrix are not well matched. Thus, one might expect our admission control algorithm 
to be too aggressive. Fortunately, this is not the case in practice. Since the network topology 
and the traffic matrix are not well matched, the load on the network links increases unevenly. 
Thus, while some links are heavily utilized, other links still have low utilization. Therefore, the 
primary effect of the admission control algorithm is to cause circuits to use the lightly loaded 
links. In other words, the primary contribution of admission control is its effect on the routing 
decisions. The simulations described in Section 6.6 confirm this effect. 

The constant yz for our admission control currently depends on only a single parameter: 
b/r, the number of circuits a link can simultaneously carry. We plot y and the reservation level 
1 —u* as a function of b/r in Figures 5-3 and 5-4. The reservation level corresponds closely in 


“The traffic matrix gives the percentage of the total network traffic that goes between each source-destination 
pair. 
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Figure 5-3: 2 as a function of 6/r, the number of circuits a link can simultaneously carry. 


spirit to the trunk reservation level of the symmetric loss network literature. 
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Figure 5-4: Reservation level as a function of b/r, the number of circuits a link can simultane- 
ously carry. 
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CHAPTER 6 


Simulation Results 


6.1 Introduction 


This section evaluates the performance of the ExP algorithm against a greedy admission control 
strategy that uses minimum-hop routing. Our simulations are based on an existing commercial 


topology. The simulations provide considerable insight into behavior of our algorithm. 


6.2 An Existing Commercial Topology 


The existing commercial network consists of 25 nodes and 61 links. The topology is pictured 
in Figure 6-1. The capacities of the links are all chosen to be 155 Mbps, which corresponds 
to SONET OC-3 service. The virtual circuits all require 1 Mbps in both directions. When 
we take into account the overhead from the ATM headers, each link can accommodate 140 
simultaneous virtual circuits. Calculations described in the previous section imply that we 
should use a reservation level of 5% and yu = 9.4e5 (see Figures 5-3 and 5-4). The holding times 
are exponentially distributed with a mean of 30 minutes. Virtual circuit requests arrive as a 
Poisson process. The traffic matrix corresponds to the actual current traffic on the network. 
We call this simulation scenario the base case. All simulation results have 99% confidence that 
they are within 5% of the sample mean. 


In order to put the performance advantage of the EXP algorithm over the greedy strategy 


109 


21 
24 OS 


22. 


Figure 6-1: Topology of an existing commercial network. 


into perspective we wish to compute the performance of the optimum off-line algorithm. Unfor- 
tunately, this computation is not tractable. Instead, we compute a lower bound on the optimum 
rejection rate by solving a multicommodity flow problem in which the objective function is to 
satisfy the maximum demand between node pairs without violating the capacity constraints, 
where the demand between node pairs is determined by the traffic matrix. In particular, the 
demand between nodes 7 and 7 is set to the average number of bits per second that are expected 
to be requested with i as the source and 7 as the destination. It is easy to see that the solution 
to this optimization problem is indeed a lower bound on the rejection rate. However, this lower 
bound may be far off from the true optimum since it does not take the stochastic properties of 
the circuit arrivals and departures into account. Furthermore, the multicommodity flow bound 
corresponds to the case where we are allowed to split a single virtual circuit over several paths. 

Figure 6-2 compares the performance of the EXP algorithm with various reservation levels to 
the performance of a greedy minimum-hop algorithm and our lower bound on the performance 
of the optimum algorithm. The X-axis gives the aggregate arrival rate in virtual circuits per 
second and the Y-axis gives the percentage of virtual circuits that are rejected. It can be seen 
that the ExP algorithm has a significant performance advantage over the greedy algorithm for a 
wide range of arrival rates. The ExP algorithm can maintain a much higher arrival rate given a 
target rejection (loss) rate. For a target maximum rejection rate of 2%, the EXP algorithm with 
the reservation level set at 5% (u = 9.4e5) can sustain an arrival rate that is approximately 8% 
higher than the arrival rate that can be sustained by the greedy algorithm. Taking our bound 


on the optimum algorithm as 100%, EXP achieves approximately 88% throughput, while the 
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Figure 6-2: Simulation results for the commercial network. 


greedy algorithm achieves only 81%. We would like to reiterate that our bound on the optimum 
is quite optimistic and thus we believe that EXP achieves substantially more than 88% of the 
real optimum throughput. 

The relative performance advantage of the EXP algorithm increases with arrival rate. For 
example, the improvement for a target maximum rejection rate of 10% is 20%. In this case, 
EXP achieves approximately 88% of the bound on the optimum performance, while the greedy 
algorithm achieves only 73%. 

Notice that the reservation level is a relatively forgiving parameter. In particular, Figure 
6-2 also includes the results for reservation levels of 8% (y= 5.8€3) and 2% (ys = 1.1e15). (The 
fact that the reservation level is a forgiving parameter was previously observed in the context 


of symmetric loss networks [MGH93].) 


6.3. Varying Virtual Circuit Bandwidth 


A key factor in determining the correct reservation level and the correct value of jz is the number 


of virtual circuits that can be simultaneously accommodated on a single link. Figure 5-3 shows 
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this effect analytically. We also illustrate this effect using simulations. The simulations are the 
same as in the base case except for the bandwidth of the virtual circuits. The graph in Figure 6-4 
shows the results for 200 Kbps circuits and the graph in Figure 6-3 shows the results for 5 Mbps 
circuits. The optimal reservation levels and jy values for these cases are 10%, 989 and 3.3%, 
1.6€9, respectively. In each graph, we plot results for both values of uz. The simulations confirm 
that the reservation level should decrease as the number of simultaneous circuits that can 
be accommodated increases. Furthermore, the performance advantage of the EXP algorithm 
over the greedy algorithm increases with the number of circuits that can be simultaneously 
accommodated on a single link. In particular, in the case of 5 Mbps circuits, the EXP algorithm 
is 2% better than the greedy minimum-hop algorithm for a target maximum rejection rate of 2%, 
while for 200 Kbps circuits EXP is better by 9%. At a target maximum rejection rate of 4%, the 
improvements are 5% and 12% for the 5 Mbps and 200 Kbps cases, respectively. The following 
intuition helps explain why the performance advantage of the ExP algorithm over the greedy 
algorithm increases with the number of circuits that can be simultaneously accommodated on a 
single link. When the admission control mechanism rejects a virtual circuit request along a path 
that has sufficient bandwidth for the request, it does so in the expectation that multiple future 
requests can be accepted along that path, thus increasing the total number of accepted circuits. 
This expectation is partially based on the statistical assumptions made by the algorithm. The 
law of large numbers shows that expectations arising from a random process consisting of many 
events are more likely to be accurate predictions. Hence the accuracy of the predictions arising 
from the statistical assumptions made by the algorithm increases with the number of circuits 
that can be simultaneously accommodated on a single link. 

The dependence of the correct reservation level on the number of circuits that can be simul- 
taneously accommodated demonstrates the importance of incorporating stochastic properties 
into our analysis. An analysis based entirely on competitive analysis would not be able to pre- 
dict this dependence. The dependence also illustrates the importance of knowing the number 
of circuits that can be simultaneously accommodated for each link. (Recall the discussion in 
Section 5.3 where the number of circuits that can be simultaneously accommodated for each link 
is denoted by b/r.) Thus, the simulations suggest that it will be difficult to find a mechanism 


for eliminating the need to know b/r in advance for each link. 
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Figure 6-3: Simulations for virtual circuits with bandwidth of 5 Mbps. 
6.4 Varying Duration 


The simulation results shown in Figure 6-5 use a bimodal distribution on the durations. This 
distribution tests the relative performance when there is a mix of short duration and long 
duration circuits. The duration of each circuit comes either from an exponential distribution 
with mean 6 minutes or from an exponential distribution with mean 30 minutes. Circuits 
are split between these two mean durations to ensure that each mean duration contributes 
approximately half of the currently active circuits. Figure 6-5 shows that there is no observable 


change in the relative performance of our EXP algorithm and greedy minimum-hop algorithm. 


6.5 Dynamic Traffic Patterns 


This section investigates the robustness of our algorithm to environments with very dynamic 
traffic patterns. In particular, the simulations in Figure 6-6 randomly change the traffic matrix 
at time intervals of one mean circuit duration. Each change to the traffic matrix alters the 


traffic between any source-destination pair to a value picked uniformly at random between 0 
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Figure 6-4: Simulations for virtual circuits with bandwidth of 200 Kbps. 


and twice its value in the base simulation scenario. The results show that the EXP algorithm 


maintains its performance advantage over the greedy admission control strategy. 


6.6 The Routing Effects of Admission Control 


Even though our EXP algorithm uses a static minimum-hop criterion to decide among paths, 
the EXP algorithm includes an implicit state dependent routing component. The implicit state 
dependent routing results from the restrictions that the admission control component of the 
algorithm places on the set of paths from which the minimum-hop routing component of our 
algorithm can choose. In this section we seek to quantify the relative contributions made 
by the implicit state dependent routing component of the ExP algorithm and the admission 
control component of the ExP algorithm. Quantifying the relative contributions will also give 
simulation-based support to the justification in given Section 5.4 for our aggressive approach 
to choosing the reservation level. 

To quantify the routing effect of our EXP algorithm we study the performance of a new 


greedy admission control algorithm that makes routing decisions that are similar to those of 
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Figure 6-5: Simulations for virtual circuits with bimodal duration distribution. 


the EXP algorithm. The new algorithm, called EXP-AC, is the same as the EXP algorithm except 
that it includes one additional step: If the EXP algorithm rejects the circuit, then the EXP-Ac 
algorithm routes the circuit on the shortest path with respect to link costs given by 1+ p@-), 
where u is the utilization of the link!. If, on the other hand, the Exp algorithm routes the 
circuit, then the EXP-AC algorithm uses the same path as the EXP algorithm. 

The relative contributions made by the implicit routing and the admission control depend 
on the relationship between the topology and the traffic matrix. The simulations measure the 
percentage of the improvement over the greedy minimum-hop algorithm that is due to the 
implicit routing effects of the admission control (i.e., the percentage improvement achieved by 
the EXP-AC algorithm) as the degree to which the traffic matrix matches the topology changes. 

Our simulations show that in the base case, the ExP-AC algorithm achieves 93% of the im- 
provement that is achieved by the ExP algorithm. Thus, the implicit routing effects dominate. 
However, when the traffic matrix matches the topology perfectly, ExP-Ac provides 0% of the 
~ “Weise a6 patlancete the-ad miediom eoutrol, GAtens, Tt 4a tbt Clear. how tu tonhe in -saek: aay aa fo captune 


routing effects of the admission control. The cost function seeks to find a path that comes closest to meeting the 
admission control requirements, without choosing a path that is too long. 
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Figure 6-6: Dynamic changes to the traffic matrix. 


improvement that is achieved by the EXP algorithm. Specifically, EXP-AC provides no improve- 
ment over the greedy minimum-hop algorithm while ExP provides over 10% improvement. In 
other words, the increase in throughput in this case is due to the admission control component 
of Exp. At the mid point of these extreme cases, (i.e., the traffic matrix is a 50%/50% linear 
combination of the base case and the traffic matrix that matches the topology perfectly) the 
EXP-AC algorithm achieves 46% of the improvement that is achieved by the ExP algorithm. In 
other words, in this case the implicit routing effects and the actual admission control contribute 
equally. 

Now recall the discussion of Section 5.4. The following argument was used in Section 5.4 
to justify the aggressive approach to choosing the reservation level: If the traffic matrix does 
not match the topology then the main effect of the ExP algorithm will be through its effect 
on routing instead of through actual admission control. If the traffic matrix closely matches 
the topology, then the links are utilized in a uniform manner, which immediately justifies the 
aggressive reservation. The simulations support this argument. 


While we have only investigated the relative contribution made by the implicit routing of the 
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admission control criteria and actual admission control in the context of the EXP algorithm, we 


expect to find similar results for other admission control algorithm proposed in the literature. 


6.7 Cost Based Routing vs Minimum Hop Routing 


In order to facilitate a distributed implementation, our algorithm attempts to minimize its use 
of dynamic state information, such as link utilization. In particular, the algorithm uses a static 
minimum-hop metric to decide among the paths that meet the admission control criteria. The 
obvious alternative to using the minimum-hop metric is a metric based on the link utilization. 
For example, one could choose the minimum cost path with respect to the exponential cost 
metric used for admission control. This section describes simulation results that support our 
claim that there are no performance penalties for using a static minimum-hop metric to decide 
among the paths that meet the admission control criteria. In particular, the simulations show 
that the inherent routing effects of the admission control provide sufficient state depended 
information to the routing decision. 

The simulations compare the performance of the EXP algorithm to a modified algorithm that 
we will refer to as “EXP-MC”. EXP-MC chooses the minimum cost path in the exponential cost 
metric used for admission control. If that path satisfies the admission control criteria, i.e., the 
cost of the path is sufficiently low, EXP-Mc accepts the circuit. Otherwise, EXP-MC rejects the 
circuit. The essential difference between EXP and EXP-MC is that EXP uses a static minimum- 
hop metric to decide between the paths that meet the admission control requirements, while 
EXP-MC uses a minimum cost metric that is based on link utilizations. 

A key parameter in determining the relative performance of the algorithms is the degree to 
which the traffic matrix and the topology match. When the traffic matrix and the topology 
are well matched, we would expect the EXP algorithm to outperform the EXP-Mc algorithm. 
In this case, most virtual circuit paths should consist of one link and thus EXP-MC’s greater 
tendency to use multi-link paths harms its performance relative to that of Exp. On the other 
hand, when the traffic matrix and the topology are not well matched, we would expect EXP-MC 
to outperform EXP. The simulations show that the performance differences between EXP and 
EXP-MC are not great. When the traffic matrix and the topology are perfectly matched, EXP 


enjoys a 2% performance advantage over EXP-MC. In other words, the arrival rate at which EXP 
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reaches a 2% circuit rejection rate is 2% larger than the arrival rate at which EXP-MC reaches 
a 2% circuit rejection rate. In the base case, where the traffic matrix and the topology are not 


well matched, EXP-MC enjoys a 2% performance advantage over EXP. 


6.8 Varying Maximum Loss Rates 


Recall that the value of pz depends on the maximum loss rate. In particular, we use the maximum 
loss rate to set A*, which we use to set ys (see Chapter 5). Based on discussions with engineers 
charged with the operations of several commercial networks, we use a maximum loss rate of 
2%. Since this 2% value is somewhat arbitrary, we need to considered the sensitivity of EXP 
to this value. To test the sensitivity, we consider some extreme values for the maximum loss 
rate. In particular, consider a low value of .1% and a high value of 4%. In the base simulation, 
the low value of .1% leads to a reservation level of 2.7% while the high value of 4% leads to a 
reservation level of 7%. Examining Figure 6-2, we note that there are only small performance 
differences for reservation levels determined based on maximum rejection rates that are in the 
interval [.1%,4%]. Hence, the performance our EXP algorithm is not very sensitive to the choice 


of maximum loss rate. 


118 


CHAPTER 7 


Competitive Multicast Admission 
Control and Routing Algorithms 


7.1 Introduction 


This chapter presents three admission control and routing algorithms for multicast communi- 
cation. Requests to establish multicast communications come in two flavors called batched and 
on-line. For batched requests, all members join and terminate at the same time. (A telecon- 
ference call is a good example.) In contrast, for on-line requests, the members of the multicast 
group issue requests to join and leave the multicast group separately. (The viewers of CSPAN 
are an example of an on-line multicast group.) 

Batched and on-line multicast groups have different service models. Batched multicast 
groups use binary admission control. With binary admission control either all of the potential 
multicast group members are accepted or none are accepted. We use binary admission control 
since batched multicast groups have coordinated arrivals, thus we expect that they will require 
coordinated admission control decisions. In contrast, on-line multicast groups use non-binary 
admission control. Non-binary admission control accepts some subset of the potential multicast 
group members. Since on-line multicast groups have independent arrivals, we expect that they 
will permit independent (i.e. non-binary) admission control decisions. As a consequence of 
using non-binary admission control, on-line multicast groups cannot, in general, rely on any 


particular potential member being admitted by the admission control algorithm. However, we 
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expect that on-line multicast groups will typically have a “source” (e.g., the source of the video 
feed for CSPAN) that must be a member of the multicast group. Thus, our service model 
for on-line multicast groups includes a source, which is guaranteed to be part of the multicast 
group, and considers all other potential members as “destinations”, whose actual membership is 
optional. We provide formal definitions for the admission control and routing problem for each 
type of multicast group in the section that presents the algorithm for that type of multicast 
group. 

The algorithm in Section 7.3 considers batched multicast groups. In Section 7.4 we present 
an algorithm that can accommodate batched multicast groups as well as a restricted form of 
on-line multicast groups. Specifically, the on-line requests from different multicast groups may 
not be interleaved. In other words, all requests to join a specific multicast group occur without 
any intervening requests to join another multicast group. Finally, the algorithm of Section 7.5 
removes the restriction that requests from different multicast groups may not be interleaved. 

For each of the algorithms presented in this chapter, we make a set of simplifying as- 
sumptions. In particular, we assume that a node’s membership in a multicast group is never 
terminated. Removal of this assumption for on-line multicast groups would be difficult without 
significant additional assumptions about the behavior of the potential multicast members. We 
discuss this issue in more detail in Chapter 8. We also assume that the bandwidth required 
by a multicast group is a small fraction of the link capacity for each link. This is similar to 
the bandwidth restriction in the AAP algorithm. (See Definition 4.2.1.) The details of this 
restriction differ slightly for each algorithm. Finally, we assume that the goal of the admission 
control and routing algorithm is to maximize the total accepted benefit. The benefit of a mul- 
ticast group is defined as the bandwidth of the group multiplied by the maximum number of 
members of the group. This performance measure is formalized in Definition 7.3.2. 

The algorithms described in this chapter will not perform well in practice if used in their 
present form. To perform well in practice, the multicast algorithms of this chapter need to be 
modified much in the same way that the unicast algorithm of [AAP93] is modified in Chap- 
ter 5. Section 7.6.1 discusses the types of modifications that are needed to make the multicast 
algorithms of this chapter perform well in practice. Section 7.6.1 also highlights the algorith- 


mic principles demonstrated by the multicast algorithms in this chapter. Finally, Section 7.6.1 
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provides an informal explanation for the competitive ratios of our multicast algorithms and ar- 
gues why we expect our multicast algorithms to perform much closer in practice to the optimal 


off-line algorithm than is suggested by the competitive ratios. 


7.2 Preliminaries 


7.2.1 Notation and Naming Conventions 


We introduce several naming conventions for functions on graphs. Consider a graph G = (V, EF’). 
A cost function for G is a function from FE to the non-negative reals, R2°. We typically use 
cost functions to represents the cost of a link. We say that a cost function c for graph G is 
polynomial if it is polynomial in |V|. A benefit function for G is a function from V to R2°. 
We typically use benefit functions to represent the benefit associated with accepting a node 
into a multicast group. Based on our optimization goal (cf. Definition 7.3.1), the benefit 
associated with accepting a node into a multicast group will be the bandwidth requirement of 
that multicast group. We define a bandwidth function to be a function from FE to R2°. We 
typically use bandwidth functions to specify the bandwidth that a multicast group adds to the 
bandwidth already carried by a link. Finally, a capacity function is a function from FE to R2°. 
It represents the capacity of a link. 

Consider a set of links # and any function f : E — R2°. We denote >... f(e) by f(£). 
Similarly, for any set of nodes V and function g : V — 2°, we denote >, <y g(e) by g(V). 
Finally, for graph G = (V, F), let f(G) = f(£) and g(G) = g(V). 

Consider graphs G = (V, £) and G’ = (V’, FE’). We say that GC G’ iff V C Vi and FC E’. 
Define G—G’' as follows: ({v|v € V-V'},{e| ee F-E’, ife = (u,v) then u,v e V—-V'}). We 
denote an empty graph G = (0,0) simply by Gy. Consider graph G = (V, F) and cost function c 
for G. For any two nodes v,u € V let d(v, w) be the cost of the minimum cost path between v and 
win G. Let D(G) denote the diameter of G, i.e., max, wev{d(v, u)}. Let G; and Gy be subgraphs 
of G. Then, the distance between G; and Gy in G is d(Gi, Gs) = miny,eg,,v.eG.{U( V1, V2) }. 


7.2.2 Steiner Trees 


The Steiner Tree problem [KMB81, RSC86, Ric92] is stated as follows. 
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Definition 7.2.1 (Steiner Tree) Let G = (V,F) be a graph, c a cost function for G, and 
DCYV a set of nodes. The Steiner Tree st(D) for D is the minimum cost tree in G spanning 


the nodes in D. 


When D = V, the Steiner Tree is equivalent to the standard minimum cost spanning tree. 
In general, the problem of finding the Steiner Tree is NP-complete, however polynomial time 
approximate solutions exist [Wax88, NT94]. Specifically, there are algorithms (cf. [KMB81]) 
for which the spanning tree found by the algorithm has cost at most twice the cost of the 
Steiner Tree. We denote the algorithm that computes an approximate Steiner Tree by MCST. 
(For the purpose of this thesis it is not important which approximation algorithm is chosen.) 


We summarize our discussion with the following fact. 


Fact 7.2.2 (st algorithm) The mcsT algorithm takes as input a graph G=(V,E), a set of 
nodes D CV, and a cost function c. Its output is a tree T spanning the nodes in D such that 


c(T) < 2sT(D). 


7.2.3 Sparse Trees 


Definition 7.2.3 (sparsity) Consider a graph G = (V,E), a cost function c, and a benefit 
function 9. Let T = (Vr, Er) be a subgraph of G, where o( Vr) # 0. Define the sparsity of T 
to be ratio of the cost of T to the benefit of T, i.e., c(T)/o(T). T is said to be d-sparse if the 


sparsity is less than or equal to d. 


In general, we are interested in low sparsity subgraphs. Since eliminating links from a 
subgraph reduces its cost without changing its benefit or connectivity, all of our subgraphs will 


be trees. 


Definition 7.2.4 (maximality) Consider a graph G = (V, EF), a cost function c, and a benefit 
function o. Let T be a subgraph of G. T is m-maximal, if for every subgraph T’ of G, where 
T CT’, (T'—-T)/o(T’-T)>m. 


Lemma 7.2.5 For any graph G, cost function c, benefit function 0, and real numbers m,d such 


that 0 < m <d, there exists a d-sparse m-mazimal subgraph of G. 
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Proof. We proceed by construction. (The construction takes an exponential number of steps.) 
Consider any subgraph 7 consisting of a single node. Since the sparsity of T is 0, T is d-sparse. 
Now consider all subgraph 7” such that T Cc T’ and c(T’ — T)/o(7’ — T) < m. If no such 
subgraph exists, 7’ is d-sparse and m-maximal. Otherwise, pick one such subgraph T” and set 
T=T". Since m < d, the new T is still d-sparse. Now repeat this procedure until either 7’ is 
d-sparse and m-maximal or T = G. If T = G, T is also d-sparse and m-maximal. | 

Lemma 7.2.5 proves the existence of 1-sparse 1-maximal subgraphs for any graph, cost 
function, and benefit function. However, we know of no polynomial time algorithm for con- 
structing 1-sparse l-maximal subgraphs. In fact, even verifying the 1-maximality condition 
seems computationally difficult. Fortunately, [AABV95] provide a polynomial time approx- 
imation algorithm. In particular, for any graph G, cost function c, and benefit function 0, 
their algorithm, which we call MAXSPARSE, can find a O(log” B)-sparse 1-mazimal subgraph 
where B = 0(G)/mMin,ey s.t. ov)eo(v)f- The MAXsPaRSE algorithm can guarantee the inclu- 
sion of one user specified node in the O(log” B)-sparse 1-mazximal subgraph. Furthermore, the 
subgraph returned by MAXSPARSE is a tree. We summarize the discussion with the following 


fact. 


Fact 7.2.6 (MAXSPARSE algorithm) The MAXSPARSE algorithm takes as input a graph G, a 
cost function c, a benefit function 9, and a node s. Let B = 0(G)/mingey st. ovjzotQ()}- 
Then the output of the MAXSPARSE algorithm is a K3 log” B-sparse 1-maximal tree containing 


8, where K3 > 1 is a constant. 


7.2.4 Clustering 


Our algorithms for on-line multicast groups require mechanisms that group nodes into connected 
subgraphs, called clusters. It is important that the size of the clusters and the overlap between 
the clusters is limited. Furthermore, we wish to insure that non-overlapping clusters are well 


separated. 


Definition 7.2.7 (clustering) Let G = (V,E) be a graph, c be a polynomial cost function, 
and r be a real number. A clustering of G with respect to c and r is a set, C, of pairs taken 
from the set {(G’,v) | G’ C G,v € G’}. If (C,v) €C then we call C a cluster and v a center 


node. Letn =|V|. The set C has the following properties: 
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1. For each (C,v) €C, r < D(C) < O(rlogn). In other words, the diameter of any cluster 


is at least r and at most O(rlogn). 


2. For each nodev €V,1< \(C,u) | (C,u) € C,v € C}| < O(logn). In other words, every 


node is an element of at least 1 and at most O(log n) clusters. 
3. |\C| <n. In other words, there are at most n clusters. 


4. The clusters in C can be colored with O(log n) colors such that for any two clusters C,, Cs 
with the same color, d(C),Cs) € Q(r). In other words, any two clusters with the same 


color are not connected with any paths that have distance less than Q(r). 


A mechanism for constructing a clustering is described in [AP90]. Specifically, [AP90] presents 
an algorithm, which we call CLUSTER which constructs a clustering with the properties in 


Definition 7.2.7. 


Fact 7.2.8 (CLUSTER algorithm) The CLUSTER algorithm takes as input a graph G = (V, EF), 
a polynomial cost function c, and a real number r. The CLUSTER algorithm returns a set of 


clusters, C, with the following properties. 
1. For each (Cv) €C,r < D(C) < Kirlogn, where Ky > 1 is a constant. 


2. For each nodev €V,1< |\(Cyu) | (Clu) € Civ € C}| < Kylogn, where Ky > 1 is a 


constant. 
3B. |\Cl <n. 


4. The clusters in C can be colored with O(logn) colors such that for any two clusters C,, C2 


with the same color, d(C,,Cz) € Q(r). 


7.3. Batched Multicast Groups 


This section presents an admission control and routing algorithm for batched multicast groups. 
We call the algorithm BMG (Batched Multicast Groups). The algorithm uses binary admission 
control. (A simplified version of the algorithm in Section 7.4 can be used to provide non-binary 


admission control for batched multicast groups.) Our algorithm has a competitive ratio of 
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O(logn), where n is the number of nodes in the network. Since unicast communication is 
a special case of multicast communication, the Q(logn) lower bound of [AAP93] proves our 


algorithm to have the optimal competitive ratio (cf. Lemma 7.3.3). 


7.3.1 Problem Statement 


We provide a formal definition for the admission control and routing problem for batched 


multicast groups. A discussion follows the definition. 


Definition 7.3.1 (batched multicast admission control and routing for G) Let G be a 
set of graphs ranging over a node alphabet V If G € G, we describe G = (V, F) by a set of nodes 
V and a set of undirected links E between the nodes. Furthermore, let . = 2\|V|(2|\V|+1). Now 
define 


Q, = {((V,E),b)|(V,E)EG andb: E = R?°3, 


Qo {(a,r)| 9: V— {0,r},re R°°,|{v | o(v) F 0} > 2}. 


Ifo; € Qy and o; = (0;,7;) then o(0;) = 9; and r(o;) = 7;. 
Let (0, p) be a request sequence, response sequence pair such that 0; € Qs» for alli € [1,|o|). 


Then, for all j € [1,|e|], uj(e) = Tay L1Si<i lex Lee: r(o;). Now define 


Q = Q1UQ», 

R = {T|T isa tree over V}U{L}, 

S = {(o,p)| loo € Qi, and po = L, 
2.0; € Qe for alli € [1,|o]), 
3. if oo = ((V, EF), 6) then for alli € [1,|o|), {v | e(ai)(v) F 0} CY, 
A. if oo = ((V,E),b) then for alli € [1,|o]),r(o;) < miner { ZS}, 
5. if oo = (G,b) then for alli € [1,|o]), if oa; € Qz and p; # L then 

pi is a tree inG with leaves consisting of {v | 0(0;)(v) # 0}, 

6. if oo = ((V, E), 6) then for alle € BE, uaj(e) < 1}. 


The differences between the definitions of the batched multicast problem and the (unicast) 
admission control and routing problem (Definition 2.3.1) result primarily from the fact that 


multicast requests can involve more that two nodes. 


125 


A multicast request to BMG, o;, is a tuple, (9;,7;), consisting of a benefit function 9; and 
a bandwidth requirement r;. If node v is a member of the multicast group then 9;(v) = 1;. 
Otherwise, o;(v) = 0. We require that each multicast request includes at least 2 members. The 
bandwidth of a multicast group is restricted to a 1/j fraction of the capacity of the lowest 
capacity link. (See fourth condition on S$.) If a request, o; is accepted, the response p; is 
a tree that spans the nodes v for which o,(v) = r;. If a request, o; is rejected, the response 
p; = L. With the exception of the fourth condition, the conditions on S$ are generalizations 
of the conditions in the definition of the (unicast) admission control and routing problem (cf. 
Definition 2.3.1) to the multicast setting. The fifth condition for $' reflects the fact that we 
are using binary admission control. It states that the tree of an accepted multicast group must 
span all of its members. 

The goal of our algorithm is to maximize the total amount of accepted benefit, where 
the benefit of a multicast group is defined to be its required bandwidth times the size of its 


membership. 


Definition 7.3.2 (amount of accepted benefit) Let P = (Q, R,S) be the batched multicast 
problem for general topology networks. Consider (o,p) € U;(Q* x R') for i € N. Then the 


amount of accepted benefit in p, P(o,p), is given by 


Lisiclolligs MOVIN | Ooo) FOF] F (9,0) € S and |{p; | pi F Lh) > 1 


€ otherwise 


P(o,p)= 
for some fixed € € (0,1). 


We now show that lower bounds for unicast admission control and routing extend to admis- 
sion control and routing for batched multicast groups. The value of yz for the batched multicast 
admission control and routing problem differs from the value of y for the on-line multicast 
admission control and routing problem. In order to reuse the lower bounds presented below 
throughout this chapter, we use the most restrictive value of yz (cf. Section 7.5) in the lower 


bound lemmas. 


Lemma 7.3.3 Let P({G}) be the batched multicast admission control and routing problem for 
V|? log? |V| +4)". Let P'({G}) be the unicast admis- 
V|? log? |V|+4)". 


the set of graphs G where p = (2h, KoKs 


sion control and routing problem for the set of graphs G where py = (2K, K2K3 


126 


Let P be the performance function of Definition 7.3.2. Let P' be the performance function of 
Definition 2.3.7. 

If Cprgay),p/ (A) > W for all deterministic on-line algorithms A’ that solve P'({G}), then 
Crcta}),p(A) > K fer all deterministic on-line algorithms A that solve P({G}). Similarly, 
if Congayp (A) 2 A for all randomized on-line algorithms A} that solve P'({G}), then 
Coa@y),pl(Ar) = & for all randomized on-line algorithms A, that solve P({G}). 


Both statements also hold if P' is the the performance function in Definition 2.3.8. 


Proof. Notice that the batched multicast admission control and routing problem restricted so 
that for each request (9,7) € Qa, |{v | e(v) # O}| = 2 is the same as the unicast admission 
control and routing problem. Now the lemma follows from Lemma 2.4.4 and Lemma 2.5.2 and 
the fact that competitive ratios are invariant under constant factor changes in the performance 


function. a 


7.3.2 Algorithm 


Let the first request oo be ((V, £),b). Let n = |V|. The admission control and routing decision 
is based on the current utilization of the network links. u;(e) denotes the utilization of link e just 
before the i" request is handled. The utilization u;(e) is formally defined in Definition 7.3.1. 
Using the utilization, the algorithm computes the exponential cost. The cost of link e as seen 
by the algorithm when considering the i circuit is defined by c;(e) = r;z;(e), where x,(e) = 
(w) — 1)/n and pis defined in Definition 7.3.1. Using the cost function ¢;(e) the algorithm 
now constructs an approximate Steiner tree, 7;, spanning the members of the multicast group, 
ie., the nodes v for which 9;(v) = r;. If the cost of the approximate Steiner Tree, c;(7;;), is less 
than twice the benefit of the multicast group, o;(T;) = cer, @i(v), then the multicast group is 


accepted. Otherwise, it is rejected. Figure 7-1 shows the code for the BMG algorithm. 


7.3.3 Analysis 


The analysis in this section is presented in a general form so that we can leverage some of the 
theorems in this section for the analysis of the algorithms in Sections 7.4 and 7.5. Our analysis 
consists of two parts: correctness and complexity. We consider the complexity first. 


The complexity analysis uses the following simple lemma. 
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BMG(;,7;): 
for alle EF: cle) = %x(e); 
Vi= {v EV | oi(v) FO}; 
T; = Mcst(G, V’,c); 
if o(T;) < 20)(Ti) 
then route the requested multicast group on 7;, and set: 
for alle € 7; : ule) = ule) + Wyi 


else reject the requested multicast group and set: 


Figure 7-1: The BMG admission control and routing algorithm for batched multicast groups. 


Lemma 7.3.4 Let x be a real number such thatO0 <a <1. Then 2”-1< 2. 


Proof. Let f(x) = 2” — a. We show that f(a) < 1 if a € [0,1]. The lemma follows from the 
facts that f(0) = 1, f(1) = 1, and f"(x) = 4, > Oif we [0,1]. a 
The following lemma provides a lower bound on the total benefit accepted by the algorithm. 
In particular, it provides a lower bound on the benefit accepted by the algorithm in terms of 
the exponential cost function x and the capacity function b. To state the lemma we introduce 


the concept of an acceptance sequence. 


Definition 7.3.5 (acceptance sequence) A acceptance sequence, w = wiw...., for graph 
G is a sequence of triples, (T;, R;, 0;), where T; is a tree in G, R; is a bandwidth function, and 


0; is a benefit function. 


In general, each element of an acceptance sequence will represent a multicast group request, 
where 7; is the subgraph along which the request allocated bandwidth, R,; gives the bandwidth 


the request allocated on link e, and g; is the benefit function of the request. 


Lemma 7.3.6 Consider an acceptance sequence w = W,...Wz_1 for G = (V,F), where w; = 
(T;, Ri, @i)- 

For each ee € E andi € [1,k], let a;(e) = (u" —1)/n, where u;(e) = 76) Micj<ijeer, 2; (€) 
and yt is a constant. Define c(e) = R,(e)a;(e) to be a cost function. Assume that R,(e) < 
b(e)/logy for each i € [0,k) and e € E. Furthermore, assume that max -er{R;(e)} < o(T;). 
Finally, for each i € [1,k), let ¢(T;)/o(T;) < S, where S > 1. Then, 


28 log nS os(T,) > YO tel €)W(0) 


128 


Proof. First consider the change from 2,(e) to z;4,(e) when e € Tj. 


i ui(e e€ e u;le 
r41(€) _— z;(€) = Pat if )+Ri( )/b¢ ) _ jl i ) 
ui(e) 
= My Piley/e) _ 4 
TE ) 
pete) Ryle) | 
= (277 198" _ 1) 
mr 


We now make use of the fact that 2” -1 <a when 0< 2 < 1 (cf. Lemma 7.3.4) and the fact 
that the exponent of 2 in the above equality is at most 1 (since R;(e) < b(e)/ log). Therefore, 
when e€ € T7;, 


wile) Ree 
(FS tow 


lA 


b(e)(xigi(e) — @,(e)) 


= log p(ei(e) + 


Now, summing over all links: 


lA 
oo 
2 
oa" 
fan) 
— 
+ 
oo 
— 
— 
— 
© 
ier) 
= 


do Hle)(tiss(e) — vil€)) 


e€T; e€T; 


lA 


T;)logu + Sy 2 BLO og 


e€T; 


We now make use of the fact that ¢;(7;)/o0;(7;) < S, the fact that maz.{R;(e)} < 0,(T;), and 


the fact that there are at most n links in 7;. 


Yo H(e)(tigi(e) — aie) < oi(T;)S log p+ 0;(T;) log pu 


e€T; 


lA 


0:(T;)25 log p. 
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We complete the proof with an induction over 7. Since z,(e) = 0 for alle € F, 


Sr Hejee(e) = JOY e)wizile) — ax(e)) 


e€E e€E i=l 


= SW He)lriyale) — aile)) 


i=1 e€H 


k-1 
» 0;(T;)25 log p. 
t=1 


lA 


We now apply the lemma to the BMG algorithm. 


Lemma 7.3.7 Let o = o90,...0%-1 be a request sequence and let p = BMG(c) be the cor- 


responding result sequence. For each o; let T; = p; if p, # L and let T; = Gg if p; = L. 


Then, 
k-1 
slog w > os(T;) > So wole)ble). 
i=1 eCk 


Proof. First we construct an acceptance sequence w from request sequence o and result 
sequence p. Consider a specific request o;. If o; # L, we define w; = (7;, R;, 0;) as follows. 
T; = pi, Ri(e) = r(o;) for all e € T; and R,(e) = 0 for all e ¢ 7;, and 9; = oe(o;). If a; = L, 
T; = Go, Ri(e) = 0 for all e € BF, and 9; = o(0;). 

By inspection, the u; function, x; function, and c; function of Lemma 7.3.6 correspond to 
the u,; function, z; function, and c; function of BMG. Furthermore, R; is defined such that 
R;(e) < b(e)/logy for all 7 € [1,k) and e € F and maz.en{ Ri(e)} < o;(7;). Finally, BMe 


insures that ¢;(7;)/o;(T;) < 2. Now we can apply Lemma 7.3.6 to conclude that 


Hog > o6(Ti) > DO ex(e)b(e). 


a 

Having provided a lower bound for the total benefit of the accepted multicast groups in 
terms of a,(e)b(e), we now provide an upper bound, in terms of a,(e)b(e), for the total benefit 
of the multicast groups that are accepted by the optimal off-line algorithm, but rejected by 
the BMG algorithm. Again, we start with a general lemma. To state this lemma we define the 


concept of a rejection sequence. 
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Definition 7.3.8 (rejection sequence) A rejection sequence, y = 7172..., for graph G = 
(V, £) is a sequence of triples, (M;,7r;,0;), where M; C V is a set of nodes, r; is a real number, 


and 0; is a benefit function. 


In general, each element of a rejection sequence will represent a multicast group where M; is 
the set of members from the multicast group that are rejected by the on-line algorithm but 
accepted by the off-line algorithm, r; gives the amount of bandwidth required by the multicast 


group, and g; is the benefit function of the multicast group. 


Lemma 7.3.9 Consider a rejection sequence y = 71.--Ye-1 for G = (V,E), where y; = 
(M;,1:,0;). Consider further a cost function x, and a bandwidth function b(e). 

For each element i € [1,k) let T be any tree spanning the nodes in M;. Assume that for 
alle € E, Wey Licickleer™ r; <1. Assume further that for alli € [1,k), o0(T™) < ri2,.(T’)S. 
Then, 


k-1 


Yo o(TM) < 5 Do ap (e)b(e). 


t=1 


Proof. Since 0;(T") < rja,(T™")S for each i € [1,k), 


k-1 k-1 
So ol(T’) < SYoria(T")S 
ae t=1 

k-1 


IA 
M 
AM 
a 
= 
© 
w 


Son. 


e€E ( ) l<i<kleeTM 


IA 
8 
oo 
a 
ao 
— 
ao 
or 
ao 
— 
i 


Since we assume that 16} s- gm 1; <1 for all e, we can conclude that 


i<i<klee 
k-1 


Y o(T!) < $Y role) O(c). 


t=1 eC 


We now apply the lemma to the BMG algorithm. 


Lemma 7.3.10 Let 0 = o90,...0%_1 be a request sequence and let p = BMG(c) be the corre- 


sponding result sequence. 
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For each request o; such that pj = L but 0; is accepted by the optimal off-line algorithm, let 
T be the spanning tree used by the optimal off-line algorithm. For requests 0; such that either 
pi # L oro; is rejected by the optimal off-line algorithm, let TM = Gy. Then, 

k-1 
SY ve(e)0(e) = Yo oil T™). 
e€E i=l 
Proof. First we construct a rejection sequence 7 from request sequence o and result sequence 
p. Consider a specific request o;. If p; = L but o; is accepted by the optimal off-line algorithm, 
define 7; = (M;,7;, 0;) as follows. M; = {vlo(o;)(v) 4 0}, 7; = r(o;), and 9; = o(o;). If pi A L 
or 0; is rejected by the optimal off-line algorithm, M; = 9, r; = r(o;), and 0; = 0(9;). 

Let T™ be the spanning tree for M; used by the off-line algorithm. Since the trees 7 are 
accepted by the off-line algorithm, the correctness of that algorithm implies that the capacity 
constraints are not violated, i.e., for all e € EF, To) Dii<icheer™ Ti SI. 

Now consider any 7; where M; 4 0. Since p = L, the approximate Steiner Tree found by 
the mcsT algorithm, 7;, has cost greater than twice its benefit. Specifically, ¢;(7;) > 20,(T;) = 
20;(T™). (See code in Figure 7-1.) The Mcst algorithm guarantees that the cost of T; is at most 
twice that of Steiner Tree spanning M;. Thus, ¢;(7”) > $c,(T;) > 0:(T;). Since e;(e) = rjaj(e) 
and 2,(e) is increasing in 7, c;(e) < r;z,(e). Therefore, the fact that ¢;(7“) > 0;(T;") implies 
that rj2,.(T@) > 0,(T). 

By inspection, the x, function of Lemma 7.3.9 corresponds to the 2, function of BMG. Since 


o(T™) < r;a,(T), we can apply Lemma 7.3.9 with S = 1 to conclude that 


SE en(opbe) > Yo"), 


a 
Using Lemmas 7.3.7 and 7.3.10 we can now prove the competitive ratio for the BMG algo- 


rithm. 


Theorem 7.3.11 Let P be the batched multicast admission control and routing problem for 
general topology networks. Let P measure the amount of accepted benefit. Then, the BMG 


algorithm has a competitive ratio, Cp.p(BMG), of O(log n). 
Proof. Let ¢ = 090,...0,_1 be a request sequence let p = BMG(c) be the corresponding result 
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sequence. For each o; let T; = p; if p; 4 L and let T; = Gg if p; = L. Then, Lemma 7.3.7 


implies that 


Hog Y> oi(Ti) > DO ex(e)b(e). 


Thus, 1/(4log 1) > eg ve (€)b(e) is a lower bound on P(o,p), the benefit accepted by the BMG 
algorithm. 

Now consider the requests that are rejected by the BMG algorithm but accepted by the 
optimal off-line algorithm. Specifically, if p; = L but o; is accepted by the optimal off-line 
algorithm, let T be the spanning tree used by the optimal off-line algorithm. For requests o; 
such that either p; 4 L or o; is rejected by the optimal off-line algorithm, let T“ = Gy. Then, 


Lemma 7.3.10 implies that 


E ev(e)ble) = Vol), 


Thus, the benefit accepted by the optimal off-line algorithm, but rejected by the BMG algorithm 
is bounded from above by >.¢¢ %%(€)b(e). 
The total benefit accepted by the optimal off-line algorithm, P,(), is thus at most P(o,p)+ 


Deer te(€)b(e). Therefore, the competitive ratio of the BMG algorithm is less than: 


Pla). Plap) + Even teleb(e 
Plo,p) P(o, p) 
P(o, p) + 4P(o, p) log u 
<= O(log pt) = O(log n), 
Pop) Hos 16) = 0008) 
where the last step follows from the fact that ~ = 2n(2n + 1). = 


We now prove the correctness of the BMG algorithm. In other words, we show that BMG 


solves the batched multicast problem. We first consider the capacity constraint. 


Lemma 7.3.12 Let o = 090,...0%_1 be a request sequence and let p = BMG(c) be the corre- 


sponding result sequence. Then, for each link e € BE, uz(e) < 1. 


Proof. Recall that pp = 2n(2n 4 1). 
We proceed by contradiction. Let 7 be the first index such that uj4i(e) > 1 for some link e. 


From the definition of u;41(e) (cf. Definition 7.3.1), uj(e) > 1— 1;/b(e). Since we assume that 
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r; < b(e)/(log 4), we conclude that u;(e) > 1— 1/(logy). Thus: 
nile) = (WO — 1) fm > (qt M08 <1) = (/2 — 1) [n= 2m. 


Therefore, c; = r;a;(e) > 7;2n. Since request p; includes link e, this implies that 0,;(7;) > rin. 


This is a contradiction since the maximum benefit of o; is r;n. | 


Theorem 7.3.13 The BMG algorithm solves the batched multicast admission control and rout- 


ing problem for general topology networks. 


Proof. The theorem follows directly from Lemma 7.3.12, the definition of the BMG algorithm 
(Figure 7-1), and the definition of the batched multicast admission control and routing problem 


for general topology networks (Definition 7.3.1). = 


7.4 Non-Interleaved On-line Multicast Groups 


This section presents an admission control and routing algorithm for batched and on-line mul- 
ticast groups. We call the algorithm NomG (Non-interleaved On-line Multicast Groups). The 
algorithm uses binary admission control for the batched multicast groups and non-binary ad- 
mission control for the on-line multicast groups. Our service model for on-line multicast groups 
includes a “source”, which is a member that is guaranteed to be part of the multicast group, and 
considers all other potential members as “destinations”, whose actual membership is optional. 

Since the algorithm considers on-line multicast groups, multiple requests can be associated 
with any given multicast group. The NomMG algorithm restricts the on-line multicast groups 
to be non-interleaved. In other words, two requests associated with the same multicast group 
cannot be separated by a request from a different multicast group. We formally define the 
non-interleaved property in Definition 7.4.1. Non-interleaved on-line multicast groups exhibit 
most of the complications associated with on-line multicast groups. An extension of the NOMG 
algorithm, presented in Section 7.5, eliminates the restriction that the on-line multicast groups 
must be non-interleaved. 

Our algorithm achieves a competitive ratio of O(log® n), where n is the number of nodes in 


the network. Since unicast communication is a special case of multicast communication, the 
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Q(log n) lower bound of [AAP93] applies to our algorithm (cf. Lemma 7.3.3). 


7.4.1 Probabilistic Assumptions 


On-line multicast groups introduce two sources of complications. Complications arise from the 
use of non-binary admission control and from the lack of knowledge about the future multicast 
group membership. We discuss the complications associated with non-binary admission control 
first. 

Consider a batched multicast group with binary admission control. The BMG algorithm of 
Section 7.3 accepts the multicast group if the approximate Steiner Tree spanning the potential 
members of the multicast group has cost less than the benefit of the multicast group. Now 
consider a batched multicast group with non-binary admission control. Informally, an admission 
control and routing algorithm should admit any subset of the potential members as long as an 
approximate Steiner Tree spanning the subset has cost less than the benefit of the subset. 
However, an algorithm that simply picks any subset with cost greater than its benefit will, in 
general, not have a polylogarithmic competitive ratio. Rather, an admission control and routing 
algorithm for non-binary admission control must pick the subset of potential members with the 
largest benefit from among the subsets whose cost is less that their benefit. Such a subset is said 
to be maximal. Intuitively, choosing a non-maximal subset will cause unjustifiable rejections 
of potential multicast members (cf. proof of Lemma 7.4.19). The MAXSPARSE algorithm (cf. 
Section 7.2.3) will be used to construct maximal subsets of potential multicast members. 

We now turn to the issue of lack of knowledge about future membership in on-line multicast 
groups. Consider an on-line multicast group with three potential members, s, v7 , v2, where s 
is the source and thus guaranteed membership in the multicast group. Assume that the set 
8, V1, is maximal, but that no subset is maximal. Let v, be the first to request membership 
in the multicast group. Let the cost of the minimum cost path from 1, to s be greater than 
the benefit of s and v,. The algorithm now has two choices. It can either accept v, or reject 


v,. We consider each choice separately. 


e The algorithm accepts 2. 
In this case assume that v2. does not request membership in the multicast group. Then 


the multicast group consisting of s and v, will be spanned by a tree (path) whose cost is 
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greater than the benefit of s and v,. However, the use of a tree whose cost is greater than 


its benefit will, in general, lead to a non-polylogarithmic competitive ratio. 


e The algorithm rejects 7. 
In this case assume that v2 does request membership in the multicast group. Indepen- 
dently, of whether or not the algorithm accepts v., we are now left with a non-maximal 
subset of the potential members. (Recall that the only maximal subset includes s, v2 and 
v2.) However, in general, the use of non-maximal subsets leads to a non-polylogarithmic 


competitive ratio. 


The example suggests that an algorithm with a good (polylogarithmic) competitive ratio must 
know in advance whether or not v2 is going to request membership in the multicast group when 
deciding whether or not to accept v,. In other words, it must know about future requests. 

To circumvent the problems associated with not knowing about future membership requests, 
we make some statistical assumptions about the requests. Namely, we make assumptions about 
the likelihood that a certain node will request membership in a certain multicast group. Our 
statistical assumptions are very general in that we allow the probability that a node requests 
membership in a certain multicast group to be arbitrary. The statistical assumptions about 
different multicast groups are revealed in an on-line fashion, at any time before the first mem- 
bership request for that multicast group. In effect, we can think of the multicast group as 
“declaring” its statistical assumptions prior to its first use. We comment that the statistical 
assumptions that we make do not eliminate the element of uncertainty; in particular, we al- 
low probability distributions where the probability of any specific membership request is very 
small. We deal with small probabilities by aggregating statistical information using the clus- 


tering techniques of [AP90]. 


7.4.2 Problem Statement 


We provide a formal definition for the admission control and routing problem for non-interleaved 
on-line multicast groups. An informal discussion follows the definition. The admission control 
and routing problem for non-interleaved on-line multicast groups is a probabilistic problem (cf. 


Definition 2.1.4). 
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Definition 7.4.1 (non-interleaved on-line multicast for a set of graphs G) Let T be a 
multicast group identifier alphabet. Let G be a set of graphs ranging over a node alphabet V. If 
GEG, we describe G = (V, FE) by a set of nodes V and a set of undirected links EF. between the 
nodes. Furthermore, let = 2\V|(2K,K2K3|V|log® |V| +1). Now define 


Q, = {((V,E),b)|(V,E)€G and b: E = R25, 

Qo = {Gar)|9geT,0:V— {O,r},reR", |{v | o(v) 4 0} > 2}, 
Qs = {(g,0,7,8)|9 €T,0:V — [0,r],r eR, 5 € VY}, 

Qs = {(9.9.7)|9€L,0:V = {0,r},r eR, |{v | o(v) A 0}| = 1. 


Ifo; € Qo U Qs and o; = (9:,.0:,7:) then g(o;) = gi, e(o;) = a, and r(o;) = r;. The same 
definitions extend to 0; € Qs. Furthermore, if 0; € Qs and o; = (G:, 0:,7i,5;) then s(o;) = 8;. 
Finally, if 0; € Q4 then v(a;) ts the node v such that o(0;) #0. 

Let (o,p) be a request sequence, response sequence pair such that 0; € Q2U Qs U Qa for 
alli € [1,Jo|). Then, for all j € [1, Jol], uj(e) = TW Leiciciloé Lee: r(o;). Furthermore, 


Ds = Uncislooiiéopies Pi Now define: 


Q = Qi UQ,UQsU Qa, 
R {T | T is a tree over VY} U{L}, 
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S = {(o,p)| loo € Qi, and po = L, 


2.0; € QU Qs U Qs for alli € [1, |o]), 

3. if op = ((V, E),b) then for alli € [1,|o|),{v| e(ai)(v) FOF CV, 
A.ifoo =((V, E),6) then for alli € [1,]o|), ifo; € Qs then s(a;) € V, 
5. if ay = ((V,B),b) then [{oi |; € 31 < VI 

6. if o> = ((V,E),6) then for alli € [1,|o|),r(o;) < miner {4}, 

7. if 09 = (G,b) then for alli € [1,|o|), ifo; € Qz and p; # L then p; 


is a tree in G with leaves consisting of the set {v | o(0;)(v) 4 0}, 
8. for alli € [1,|o|), ifo; € Qs then p; = L and there exist noj <i 
such that 0; € Qs and g(0;) = g(o;), 
9. for alli € [1,|o|), ifo; € Q4 then there exist 0; € Qs such that 
J <%,g(0;) = 9(0;),r(o;) = r(a;) and g(o;,) = glai)Vj <k <4, 
10. for alli € [1,|o]), if a; € Qs and there exist 0; € Q4 such that 
g(0;) = g(o;) and p; # L then s(o;) € Ti, 
11. if oo = (G,b) then for alli € [1,|o|), ifo; € Q3 and p; # L then 
T; is a tree in G containing v(0;), 


12. if oo = ((V, E),b) then for alle € E,uai(e) < 1}. 


D = {D|Vg €T,VvEY, Prpl{e | Joi € Qa, g(a) = 9, 0(01) = v} | 
{o | Jo; € Q3,9(9;) = 9, 0(0;)(v) = a3] = a/r(o;)}- 


In Definition 7.4.1 there are three types of multicast requests: BATCH requests (Q2), INIT 
requests (Q3), and JOIN requests (Q4). A BATCH request requests the acceptance of a batched 
multicast group. It is the same as the multicast requests in the batched multicast problem, 
except that it also includes a multicast group identification number. Thus, a BATCH request is 
specified by a triple, (g,0,7r), where g is a group identification number, g is a benefit function, 
and r is a bandwidth requirement. An INIT request initializes an on-line multicast group by 
specifying the source and the expected benefit associated with each node in the network. The 
expected benefit encodes the statistical information used by the algorithm. More precisely, 
an INIT requests consists of a four tuple (g,0,r,5), where g is a group identification number, 


o is a benefit function, r is a bandwidth requirement, and s is a source node. The benefit 
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function g is used to specify the expected benefit associate with each of the nodes. Specifically, 
the probability that node v will request membership in multicast group g is given by o(v)/r. 
Finally, a JOIN request requests membership in an on-line multicast group for some node. 
A JOIN request consist of a triple (g,0,7r), where g is a group identification number, @ is a 
benefit function, and r is a bandwidth requirement. The benefit function returns zero for all 
nodes except the one requesting membership. For the node requesting membership, the benefit 
function returns r. 

There are twelve conditions listed for S. We discuss the conditions in order. The first 
condition states that the first request, oo, consists of the network topology and the capacity 
information for the network. The response to the first request is L. The second condition states 
that each subsequent request is either a BATCH, INIT, or JOIN request. The third condition 
ensures that all nodes for which the benefit is non-zero are actually nodes in the network. 
The fourth condition ensures that the source node of an INIT request is an actual node in 
the network. The fifth condition ensures that there are at most |V| on-line multicast groups. 
The sixth condition enforces constraints on the bandwidth. In particular, it ensures that the 
bandwidth of a multicast group is restricted to a 1/j fraction of the capacity of the lowest 
capacity link. The seventh condition ensures that the tree constructed for an accepted BATCH 
request is in the network and spans all multicast members. The requirement that the tree 
must span all members reflects the fact that we are using binary admission control for BATCH 
requests. The eighth condition states that the response to an INIT request is L and that only 
one INIT request can be made for each multicast group. The ninth condition ensures that a 
JOIN request for group g is always proceeded by an INIT request for that group. Furthermore, 
each JOIN request for group g must specify the same bandwidth as the INIT request for group g. 
Finally, condition nine encodes the requirement that the requests be non-interleaved. In other 
words, for every JOIN request o; for group g, every request between o; and the INIT request for 
group g is also a JOIN request for group g. Consider a multicast group g. In Definition 7.4.1 we 
define T} to be the tree constructed for group g on the basis of the requests up to and including 
request o;. The tenth condition requires that the source specified for group g is included the 
tree T) whenever the tree includes a non-source member of the multicast group. Consider a 


JOIN request o;. Definition 7.4.1 defines v(o;) to be the node that request o; wishes to add to 
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the multicast group g(o;). Condition eleven ensures that for every accepted JOIN request oj, 
Tia.) is a tree that includes v(o;). Finally, condition twelve enforces the capacity constraints. 
In particular, u;(e) represents the percent of the capacity of link e that has been used by the 
requests up to but not including request o;. We call u;(e) the utilization of link e just before 
request o; is handled. 

Finally, we define a set D of probability distributions D. In particular, the set of probability 
distributions must ensure that the probability that node v will request membership in multicast 
group g is given by o(0;)(v)/r(o;), when o; is the INIT request for group g. Thus, the probability 
that a request sequence contains a JOIN request for group g and node v, given that it contains 
a INIT request for group g with benefit a is a/r where r is the bandwidth requirement of group 
g- 

We now show that lower bounds for admission control and routing for batched multicast 


groups extend to admission control and routing for non-interleaved on-line multicast groups. 


Lemma 7.4.2 Let P({G}) be the non-interleaved on-line multicast admission control and rout- 


V|? log? |V| + 4). Let P'({G}) be 


ing problem for the set of graphs G where w = (2h, K2K3 
the batched multicast admission control and routing problem for the set of graphs G where 


w= (2K ,.K,K3|V/? log’ |V| +4). Let P be the performance function of Definition 7.3.2. 


If Cpigay,p (A) > W for all deterministic on-line algorithms A’ that solve P'({G}), then 
Crcta}),p(A) > K fer all deterministic on-line algorithms A that solve P({G}). Similarly, 
if Conp@y),p(A,) = K for all randomized on-line algorithms Aj, that solve P'({G}), then 
Cocay,p(Ar) = for all randomized on-line algorithms A, that solve P({G}). 


Proof. Notice that the non-interleaved on-line multicast admission control and routing problem 
restricted to BATCH requests is the same as the batched multicast admission control and routing 
problem. Now the lemma follows from Lemma 2.4.4 and Lemma 2.5.2. | 

As an immediate consequence of Lemma 7.3.3 and Lemma 7.4.2, we conclude that lower 
bounds for unicast admission control and routing extend to admission control and routing for 


non-interleaved on-line multicast groups. 


Lemma 7.4.3 Let P({G}) be the non-interleaved on-line multicast admission control and rout- 


VP log? |V| + 4). Let P'({G}) 


ing problem for the set of graphs G where w = (2h, K2Ks 
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be the unicast admission control and routing problem for the set of graphs G where up = 


(2K, K.K3|V|? log? |V| + 4)!*. Let P be the performance function of Definition 7.3.2. Let 


P' be the performance function of Definition 2.3.7. 

If Cerygay,p/ (A) > W for all deterministic on-line algorithms A’ that solve P'({G}), then 
Cr(ig}),p(A) > K fer all deterministic on-line algorithms A that solve P({G}). Similarly, 
if Coiiqy)p(A,) 2 K for all randomized on-line algorithms Aj, that solve P'({G}), then 
Coa@y),pl(Ar) = & for all randomized on-line algorithms A, that solve P({G}). 

Both statements also hold if P' is the the performance function in Definition 2.3.8. 


Proof. The lemma follows immediately from Lemma 7.3.3 and Lemma 7.4.2. | 


7.4.3 Algorithm 


Overview. In response to an INIT request o; = (g;, 0;-T:, 5), the algorithm groups the nodes 
into clusters (cf. Section 7.2.4). It then reserves bandwidth r; on a tree that spans the source, 
8;, and clusters whose expected benefit is sufficiently high. A node that is an element of a 
cluster to which bandwidth is reserved by the INIT request will be accepted if a JOIN request 
arrives for that node. On the other hand, a node that is not an element of such a cluster may 
be rejected when a JOIN request arrives for that node. 

In response to a JOIN request o; = (gj, 0;.7;), the algorithm determines the minimum cost 
path from the requesting node to the existing spanning tree Ti. for that multicast group. If the 
cost of the path is sufficiently low, the node is accepted, otherwise, it is rejected. The cost of 
the path is guaranteed to be sufficiently low for a node that is an element of a cluster to which 
bandwidth is reserved by the INIT request for that multicast group. 

In response to a BATCH request, the NOMG algorithm proceeds exactly like the BMG algo- 


rithm. 


Details. Let the first request a be ((V,£),b). Let n = |V|. The admission control and 
routing decision is based on the current utilization of the network links. Using the utilization, 
the algorithm computes the exponential cost. The cost of link e, as seen by the algorithm 
when considering the 7? multicast request, o;, is defined by c;(e) = r;z;(e), where z;(e) = 


(uw) —1)/n, and wis the constant in Definition 7.4.1. 
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We first consider an INIT request o; = (gj, 0;-7;,8;). The algorithm constructs a set of 
clusters C; using the CLUSTER algorithm. The input to the cluster algorithm is the graph G, 
the cost function c;, and the parameter r;logn. The elements of the cluster set C; are pairs, 
(C,v), consisting of a cluster, C, and a center node, v, (cf. Section 7.2.4). The resulting set of 


tuples will have the following properties: 
1. For each (C,v) €C, rjlogn < D(C) < Kyr; log’ n. 
2. For each node v EV, 1 < |(C,u)| (C,u) € Civ € Ch] < Kelogn. 
3. |Cl <n. 


4. The clusters in C can be colored with O(log n) colors such that for any two clusters C1, C, 
with the same color, d(C, C2) € Q(7; log n). 


Using the results of the CLUSTER algorithm the NoMG algorithm defines a new benefit function 
o;. Informally, the goal of this benefit function is to identify clusters in which the expected 
benefit is high enough that Chernoff bounds can be used to estimate the actual benefit with 
high probability. Specifically, 0; assigns a benefit of zero to all nodes except center nodes for 
which the expected benefit of the associated cluster is greater than 12r;log n. For these center 
nodes g; assigns the expected benefit of the nodes in the associated cluster. The graph G, 
the cost function c;, the new benefit function o;, and the source s; now form the inputs to 
the MAXSPARSE algorithm. The algorithm returns a 1-maximal O(log’ n)-sparse tree, Tit, 
Finally, the algorithm reserves bandwidth r; on the links of the tree. Subsequent JOIN requests 
will attach to Ti, Figure 7-2 shows the code for an INIT request. 

Recall that Ti. represent the multicast tree of group g; just before request o; is handled 
(cf. Definition 7.4.1). Now consider a JOIN request o;. First the algorithm constructs the cost 
function c;. Then, it identifies the node v; which is requesting membership in the multicast 
group. Using the cost function c¢;, it finds the shortest path p with which to attach v; to the 
multicast tree T;.. If the cost of that path, ¢,;(p), is less than Ky log’ n times the benefit, 
oi(v;) = 7;, of the requesting node, then v; is accepted. Otherwise, it is rejected. Finally, the 
algorithm reserves bandwidth r; on the links of p. Figure 7-3 shows the code for a JOIN request. 

Now consider a BATCH request o;. The algorithm proceeds exactly like the BMG algorithm, 


except for the fact that the ratio of ¢;(T,,) to o;(Ty,) can now be 2K, log’ n rather than 2. 


142 


NOMG-INIT( Qi, Oi, Ti, Si): 
for alle € E: c(e) = rx(e); (where x(e) = (yu — 1)/n) 
C = CLUSTER(G,¢, r; log n); 
forallveV: 


Oi(0) = Vorec oil) if (C,v) EC and Yee ai(v') 2 127; log n; 
0;(v) = 0 otherwise; 

T,, = MAXSPARSE(G’, €, 04, 5; ); 

for alle € T,, : u(e) = ule) + 


Figure 7-2: The NOMG admission control and routing algorithm an INIT request. 


NOMG-JOIN(Q;, Q:, Ti): 
for alle € E: c(e) = rx(e); (where x(e) = (yu — 1)/n) 
vu, =veEGs.t. o(v) £0; 
if there exists a path pin G = (V, F) from v; to T,, s.t. o.¢, e(e) < Kiri log* n; 
then route the requesting member on p, and set: 
for alle €p: ule) = ule) + TOE 
T,, = Ty, Up; 
else reject the requesting member. 


Figure 7-3: The NOMG admission control and routing algorithm for a JOIN request. 


NOMG-BATCH(9j, Q:, Ti): 
for alle € EB: c(e) = rya(e); (where a(e) = (pu — 1)/n) 
Vi = {veV | av) £0}; 
Ty, = Mcst(G, V’,c); 


if c(Ty,) < 2Ky log” ne;(T,,) 
then route the requested multicast group on 7,,, and set: 
for alle € T,, : ule) = ule) + wy) 


else reject the requested multicast group. 


Figure 7-4: The NOMG admission control and routing algorithm for a BATCH request. 
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7.4.4 Analysis 


The analysis consists of two parts: correctness and complexity. We consider complexity first. 
The complexity analysis will prove that the NoMG algorithm achieves its competitive ratio with 
high probability (cf. Definition 2.4.3). Thus, we limit the number of multicast groups to n (cf. 
Section 2.4). 

We introduce some notation for the analysis. Consider request sequence 0 = 09...0,%_1 and 
multicast group g;. In Definition 7.4.1 we denote the tree spanning the accepted members of 
group g; after request o,_, by TK. Let G' be a subgraph of G. Then, TE\G represents the 


nodes and links of Tf. that are also an element of G’. We define two more quantities. 


Definition 7.4.4 (o(v,g;)) For each node v and group g;, let o(v,g;) be the index of the 
highest index JOIN or BATCH request in o that requests membership for node v in g;. (Note, 


o(v,g;) is undefined when no such JOIN or BATCH request exists.) 


Definition 7.4.5 (0,,) For each group gj, let o,, be the benefit function for group g;. Specifi- 
cally, 04,(%) = Oo(v,g(v) when o(v,9;) is defined, otherwise o,,(v) = 0. 


The following lemma shows that certain JOIN requests are guaranteed to be successful. This 


lemma is based on the fact that the requests from different multicast groups are not interleaved. 


Lemma 7.4.6 Leto = 09...0,_1 be a request sequence and p = NOMG(c) be the corresponding 
result sequence. Let o; = (gi, 0i, Ti, 5;) be an INIT request. Consider a cluster that either contains 
the source or whose center node is included in Ti, In other words, consider C’ such that 
(C,v) €C; and either 5, EC orv € Tit". 

Now consider a JOIN request for group g; from a node in C. In other words, consider JOIN 
request 0; = (g;,0;,7;) such that g; = g; and v; = v(a;) EC. 


Then, the NOMG algorithm will accept v;, 1.€., 05 € Ty and p; # L. 


Proof. The proof takes advantage of the fact that the request sequence o is non-interleaved. 
Consider the state just before request o; is handled. Recall that the diameter of each cluster 
in C; is less than Kr; log? n. Since v; € C, either there exists a path p from v; to s; such 
that ¢(p) < Air; log? n or there exists a path p from v; to the cluster center v such that 


c;(p) < Kyr;log?n. Now compare the cost for path p seen by the JOIN request, c;(p), to the 
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cost seen by the INIT request, ¢;(p). Since the request sequence is not interleaved, any increase 
in c;(p) over ¢;(p) is due to the addition of a link in p to the multicast tree for group g;. Thus, 
there exists some prefix p' of p such that p’ connects v; to the multicast tree of group g; and 
c;(p!) < Byr; log? n. The lemma now follows from the definition of the NomG algorithm (cf. 
Figure 7-3) and the fact that 0;(v;) =7rj = 1. = 

Consider the INIT request (g;, 0;,7:,5;). Consider an element (Cv) € C; of the cluster set 
found by the NoMG algorithm. The benefit function 9;(C’) provides the expected benefit from 
the group g; JOIN requests for all of the nodes in cluster C. Using Chernoff bounds, the following 
lemmas show that, with high probability, the actual benefit from the group g; JOIN requests for 


all of the nodes in cluster C' is close to the expected benefit. 


Lemma 7.4.7 Let A be a sum of indicator variables. Furthermore, let E be the expectation of 


A. If E> 12logn, then A = O(F) probability at least 1 — O(1/n®). 
Proof. We proceed by providing an upper bound and a lower bound on A that holds with 
probability at least 1 — 1/n°. Based on the Chernoff bounds in [Rag86], we can conclude that 
Pr{A>eE}<e* <1/n’. 
It follows that A = O(F) with probability at least 1 — 1/n°®. The Chernoff bounds in [Rag86] 
also lead to the conclusion that 
Pr{iA-E<-yE}< ene 
By choosing 7 = .8, we show that Pr{A < .2E} < 1/n®. Therefore, it follows that A = 0(F) 


with probability at least 1 — 1/n°. a 


Lemma 7.4.8 Let A be a sum of indicator variables. Furthermore, let E be the expectation of 


A. If E < 12logn, then A = O(log n) with probability at least 1 — O(1/n?). 


Proof. Based on the Chernoff bounds in [Rag&6], we can conclude that 


ats 
Now choose 6 = (24elogn)/F and substitute 12logn for FE. Then, Pr{A > 24elogn} < 
(1/2)*4e!°8", Since (1/2)*4¢!°8" < 1/n?, it follows that A = O(logn) with probability at least 
1—1/n®. = 


Pr{A > (1+ d)E} < (as) 
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Lemma 7.4.9 Let o9...0; be a request sequence prefix where o; = (9;,0:,7:,5;) 18 an INIT 
request. Let D € D be a probability distribution over request sequences consistent with oo ...0; 
(cf. Definition 7.4.1). Let (C,v) €C;, o(C) > 12r;logn, and v € Ti+. Define op_1 to be the 


final request of any extension of the request sequence prefix og ...0;. Then, 


Prp (O(a, Th 


C) > o(C)] > 1-O(1/n*). 


Proof. Consider any join request 0; = (g;,0;,7;) such that i<j < k, g; = g;, and vj € C. 
Then, by Lemma 7.4.6, v; € TrIC. Thus, for any extension o;4,...0;—1 of the prefix o9...0;, 
@,,(Ty, C) = 04,( TF 


Furthermore, 0;(C’) = @;(C')/r; is the expected number of nodes in C' that issue a JOIN request. 


C)/r; is just equal to the number of nodes in C' that issue a JOIN request. 


In other words, 9,,(7*|C) is just a sum of indicator variables and 9;(C) is the expectation of 


that sum. Furthermore, @,(C) > 12logn. The lemma now follows from Lemma 7.4.7. a 


Lemma 7.4.10 Let D € D be a probability distribution over request sequences. Define o,_, to 
be the final request of any request sequence from distribution D. Then, 
Prp | O(log" p) Y= e4,(Ty,) > S- a,(e)b(e).} > 1—O(1/n’*), 
j e€H 


where j ranges over the indices of all BATCH and JOIN requests. 


Proof. Consider a specific request sequence o and the corresponding result sequence p = 
NOMG(c). First we construct an acceptance sequence w from o and p. Consider a specific 
request o;. We define w; = (7T;, Ri, 0;) as follows. T; is the tree along which the NomG algorithm 
reserves bandwidth in response to request o;. In other words, 7; includes the links e such that 
ule) # usile). Re) = r; for all e € T; and R;(e) = 0 for all e ¢ 7;. Finally, if o; is Jorn 
and BATCH request, then 9; = e(0;), and if o; is INIT request, then 9; is the constructed benefit 
function go} (cf. Figure 7-2). If the NomG algorithm did not reserve any bandwidth in response 
to the request then 7; = Gy. 

By inspection, the u; function, x; function, and c; function of Lemma 7.3.6 correspond to 
the u; function, x; function, and c; function of NoMG. Furthermore, R,; is defined such that 
R;(e) < b(e)/ logy for all 2 and e and maz.{R;(e)} < 0;(7;). 

For JOIN and BATCH requests NOMG insures that ¢;(T;)/o:(T;) < O(log’). Consider an 


INIT request next. Since the tree generated by the MAXSPARSE algorithm is O(log” n)-sparse, 
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the NomG algorithm also guarantees that ¢;(T;)/0,(T;) < O(log’ n) for INIT requests. Now we 


can apply Lemma 7.3.6 and the fact that log n < log yz to conclude that 


k-1 
(7.1) O(log? 1) Y> asl Ts) = Yo eel ele). 
i=0 eC 

Now we need to relate 37*7)) o;(T;) to 7; 04,(Ty). By definition, the tree Tf. is equal to the 
tree created by the union of the 7; in the subsequence of w; consisting of the triples created 
from requests for group g;. However, the function 04;(Ty,) only counts the benefit from the 
JOIN and BATCH requests, not the INIT requests. 

Consider any prefix o9...0; of a request sequence from distribution D such that o; = 
(9:, Qi, Ti, 5;) is an INIT request. We need to account for the benefit of the tree generated by the 
NOMG algorithm, of( Tit"), which is counted in ~*29 o;(T;) but not in >> 04,(Ty). By definition 
of Te, 

o(T")= S* o(w)= So oC 
(C,v)EC; (C,v)EC; 
vet), vet), 

By Lemma 7.4.9, for each cluster C such that its cluster center is in Tr, it is the 
case that Prp [Oey (TEC) > 0:(C)| > 1-—O(1/n®). Since there are at most n clusters, 
O(1)eg,(TE|C) = o:(C) for all clusters (C,v) € C; with probability at least 1 - O(1/n’). 


Since every node is an element of at most O(log n) clusters, we can conclude that 


Prp S- oi(C) < O(log n)o,,(T)| >1-—O(/n’). 
(C,v)EC; 
vet), 


Since there are at most n multicast groups, Prp [O(log n) dj Q4;(Tf,) = an oi(T:)| > 


— O(1/n). This fact, combined with equation 7.1 allows us to conclude that 
Prp | O(log* 2) Yo o9,(T) > Yo xele)b(e)| > 1 — O(1/n). 
j eCH 
| 
Having shown a lower bound for the total benefit of the accepted multicast groups in terms 


of x,(e)b(e), we now provide an upper bound, in terms of z,(e)b(e), for the total benefit of the 
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multicast groups that are accepted by the optimal off-line algorithm, but rejected by the NOMG 
algorithm. 
Consider request sequence 0 = oo...0,%_; and the corresponding result sequence p = 


NOMG(a). Let o; = (gi, 0,7, 5;) be an INIT request. We now define several quantities. 


Definition 7.4.11 (M,,) M,, is a set nodes consisting of s; and the set of nodes v such that 
there exists a JOIN request 0; for which v = v(0;), 9: = g(0;), pj = L and o; is accepted by the 


optimal off-line algorithm. 


In other words, M,, consist of the source for group g;, and the set of nodes which issue JOIN 


t 


requests for group g; but are rejected by the NoMG algorithm and accepted by the optimal 


off-line algorithm. We divide the set M,, into two sets: M> and M¢. 
Definition 7.4.12 (M?) The set M? is a subset of M,,: 


M;, = {vlv = 8; or (v € My, and v € C where 


((C,v') €€ and o;(C) > 12r;logn and s; g C))}. 


In other words, the set M? includes the source and the nodes in M,, that are elements of 


clusters in C; that have benefit greater than 12r;logn and do not include the source node. 


Definition 7.4.13 (M5) The set M= is a subset of M,,: 


Mx = {vlv = 8; or (v € My, and v € C where 


((C, 0’) €€ and 0,(C) < 12r;logn and s; ¢ C))}. 


In other words, the set M®* includes the source and the nodes in M,, that are elements of 
clusters in C; that have benefit less than 12r;logn and do not include the source node. Note 
that Lemma 7.4.6 implies that M,, = Mf U M?. 


Consider the following Chernoff bound lemma. 


Lemma 7.4.14 Let oo...0; be a request sequence prefix where o; = (gj, 0i,Ti, 5) 18 an INIT 
request. Let D € D be a probability distribution over request sequences consistent with oo ...0;.- 


Furthermore, let (C,v) € C;, 0;(C) > 12r;logn and 5; gC. 
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Let M;. be defined as in Definition 7.4.12 for any extension of the request sequence prefix 
gy...0;- Define M7 |C be the nodes of M7 that are also in cluster C. Then, 


Gi 


Prp [0,,(2M"|C) < O(el(v)] > 1- OC1/n’). 


Proof. For any extension of the request sequence prefix o9...0;, define A to be the number 
of nodes in cluster C’ that issue a join request. Thus, A is a random variable based on the 
distribution D over request sequences. Let E be the expected number of nodes in cluster C 
that issue a JOIN request. F = o}(v)/r; > 12logn. Hence, by Lemma 7.4.7, Prp[A = O(F)] > 
1 — O(1/n?). The lemma now follows from the observation that 04 (T" |C)/r; < A and that 
E = oj(v)/"%;. = 


Lemma 7.4.15 Let o...0; be a request sequence prefix where o; = (gj, 0i,Ti, $i) 18 an INIT 

request. Let D € D be a probability distribution over request sequences consistent with oo ...0;. 
s ; _ ; 

Let M;. be defined as in Definition 7.4.12 for any extension of the request sequence prefix 


Oy...0;. Let TM be any tree spanning M;. Then, 


Prp [oy,(TH”) < O(log? n)riex(TM” )] > 1-— OU /n*). 


Gi 


Proof. Recall that the clusters in C; can be colored with O(log n) colors so that the minimum 
cost path between any two clusters of the same color is Q(7; log n), where the cost of a link is 
given by c;. Consider any particular extension of request sequence prefix o9...0;. Consider 
M;, for that extension. Clearly, there exists some color, say red, such that a Q(log n) fraction 
of the nodes in M? are elements of clusters with the color red. Denote by R? the nodes in 
M;, that are elements of red clusters. Furthermore, define R7° to be the center nodes of the 
red clusters which have elements in R>. Let Te be the subtree of TM spanning the nodes in 
Re. 

Let re be the minimum cost (using cost function c;) tree spanning s; and the nodes 
in R7°. By Lemma 7.4.6 and the definition of R?°, the tree Tit constructed by the NOMG 
algorithm does not include the center nodes in R7°. Since Tit is 1-maximal and does not 


include the center nodes in R°, it must be the case that 


(7.2) (TR) > of TR). 
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To complete the proof, we relate the terms in this inequality back to TM. First consider 
the cost. Since the minimum cost path between any two clusters of the same color is ((7; log n) 


and the diameter of each cluster is O(r; log’ n), e( TF") < O(log nje;( TR ). Furthermore, since 


Te is a subtree of TM, e (TF ) < e(TM"). Thus, 
> >e 
(7.3) O(log nje(T"”) > e(T* ). 


Now consider the benefit. The argument about the benefit is probabilistic. Thus, we no longer 
consider a specific request sequence. Rather, we consider random variables determined by the 
distribution D over request sequences. By definition of 0, Lemma 7.4.14, and the fact that 
there are at most n clusters, Prp Oeil") > 0, (TE ) > 1-—O(1/n’). Furthermore, 
by construction, for any extension of request sequence prefix o9...0;, 0,, (TF )O (log n) > 


0,,(T”). Thus, 
(7.4) Prp [O(log nol TE’) > 04,(7M")] > 1-O(1/n?). 


Combining Equations 7.2, 7.4, and 7.3, we have 
Prp [O(log” n)e(TM”) > 0,,(TM")] > 1- OU /n*). 
Since c;(e) = rja;(e) and x;(e) is increasing in 2, r;a,(e) > ¢;(e). Therefore, 


Prp [O(log’ n)rvru(TA™) > 0,,(TM)] > 1- OU1/n*). 


To provide the same bounds for M* we need the following Chernoff bound lemma. 


Lemma 7.4.16 Let oo...0; be a request sequence prefix where o; = (gi, 0:,1i, 8;) 18 an INIT 
request. Let D € D be a probability distribution over request sequences consistent with oo ...0;.- 
Furthermore, let (C,v) € C;, 0(C) < 12r;logn and 5; ¢ C. 

Let Mx be defined as in Definition 7.4.13 for any extension of the request sequence prefix 
gy...0;- Define Mx |C be the nodes of M= that are also in cluster C. Then, 


Prp [oy,(TH*|C) = r:O(logn)| > 1 - O(1/n’), 


150 


Proof. For any extension of the request sequence prefix o9...0;, define A to be the number 
of nodes in cluster C' that issue a join request. Thus, A is a random variable based on the 
distribution D over request sequences. Let FE be the expected number that issue a JOIN request. 
E = 0,(C)/r; < 12logn. Hence, by Lemma 7.4.8, A < O(logn) with probability at least 


1—O(1/n?). The lemma now follows from the observation that 0, (TM* |C)/r; < A. = 


Lemma 7.4.17 Let oo...0; be a request sequence prefix where o; = (gi, 0i,Ti, 5) 18 an INIT 

request. Let D € D be a probability distribution over request sequences consistent with oo ...0;. 
c ; _ ; 

Let My be defined as in Definition 7.4.13 for any extension of the request sequence prefix 


Oy...0;. Let TMs be any tree spanning Mx. Then, 
Prp [oy,(TH*) < O(log? n)riex(TM*)] > 1 OU1/n*). 


Proof. Recall that the clusters in C; can be colored with O(log n) colors so that the minimum 
cost path between any two clusters of the same color is Q(7; log n), where the cost of a link is 
given by c;. Consider any extension of request sequence prefix o)...0;. Consider M* for that 
extension. Clearly, there exists some color, say red, such that a Q(log 7) fraction of the nodes 
in M< are elements of clusters with the color red. Denote by R& the nodes in M> that are 
elements of red clusters. Furthermore, define R%° to be the center nodes of the red clusters 
which have elements in R&. Define TE to be the subtree of TM spanning the nodes in R&. 

Let rR be the minimum cost (using cost function c;) tree spanning s; and the nodes 
in R$°. Since no element of RS° is an element of a cluster containing s; and since the min- 
imum cost path between any two clusters of the same color is Q(7;logn), we conclude that 
o(TF) > |RS|Q(r;logn). To consider the benefit associated with TR we can no longer 
consider any extension of request sequence prefix o)...0;. Rather, a probabilistic argument is 


needed. By definition of R=, Lemma 7.4.16, and the fact that there are at most n clusters, 


Prp ||RE*|O(r;logn) > 0,,(2E°)] > 1-O(/n?). Thus, 
(7.5) Prp |O(e( TP) > oy,(TF*).] = 1- OU /n*). 


To complete the proof, we relate the terms in this inequality back to TM. The following 


discussion holds for any extension of request sequence prefix og...0;. First consider the benefit. 
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By construction, 
(7.6) O(log n)ay,(LR°) > 0y,(L*) 


Now consider the cost. Since the minimum cost path between any two clusters of the same 
color is Q(r; log n) and the diameter of each cluster is O(r; log’ n), (TR) < O(log nje( TE ). 


Furthermore, since T'** is a subtree of TM*, ¢,(TF*) < ¢(TM*). Thus, 
(7.7) O(log nje(T!*) > e(TE™). 


Combining Equations 7.5, 7.6, and 7.7, we have 
Prp [O(log” n)e(TM”) > 0,,(TM")] > 1- OU /n*). 
Since c;(e) = rja;(e) and x;(e) is increasing in 2, r;a,(e) > ¢;(e). Therefore, 
Prp [O(log’ n)rvru(TM™) > 0,,(TM*)] > 1- OU /n*). 
| 


Lemma 7.4.18 Let oo...0; be a request sequence prefix where o; = (gi, 0:,1i, 8;) 18 an INIT 
request. Let D € D be a probability distribution over request sequences consistent with oo ...0;.- 
Let M,, be defined as in Definition 7.4.11 for any extension of the request sequence prefix 


Oy...0;. Let TM be any tree spanning M,,. Then, 


Prp [oy,(TM) < O(log’ n)rsey(TM))] > 1-O(1/n?). 


t —_ 


Proof. Consider any extension of request sequence prefix o)...0;. Consider M,,, MS and M? 
for that extension. Since the cluster set C; covers the graph G and Lemma 7.4.6 shows that 
all nodes that are in the same cluster with the source node, s;, are accepted, we conclude that 
_— M< > 
M,, = M;UM;. 
Let TMs be the subtree of TM that spans the nodes in Mx. Let TM be the subtree of TM 


spans the nodes in M>. Then, 


2Qria,(T™ ) > rjay(TM ) + ran(TM), 


t —_ 
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The lemma now follows from Lemmas 7.4.15 and 7.4.17 and the fact that 
> < 
04 (T )+ 0y,( LM ) 2 0y(T)). 


Now we can provide an upper bound on the total rejected benefit in terms of cost function 
a,(e)b(e). 


Lemma 7.4.19 Let D € D be a probability distribution over request sequences. 

For any request sequence from distribution D let I be the set of group identifier used in 
that request sequence. For any on-line group g; € T, define M,, as in Definition 7.4.11. For 
any batched group g; € I, let M,, be the empty set unless, NOMG rejected the group g; and the 
optimal off-line algorithm accepted the group g;. In that case, M,, consists of the members of 
the multicast group, t.e., the set {v | 0;(v) #0 where j = o(v,g;)}. Then, 

Prp | O(log’ n) S- a,(e)b(e) > S- 09.(My,)- >1-O(1/n). 
ceF ieZ 
Proof. Consider a specific request sequence o and the corresponding result sequence p = 
NOMG(c). First we construct a rejection sequence y from o and p. Consider multicast group 


gi. Define y,, = (My,,19,,0,4,) a8 follows. M,, is defined as in the statement of the lemma. 


gi 
Furthermore, r,, gives the bandwidth requirement of the multicast group. Finally, the benefit 
function g,, is just o,, (cf. Definition 7.4.5). 

Let TM be the spanning tree for M,, use by the off-line algorithm. Since the trees TM are 
accepted by the off-line algorithm, the correctness of that algorithm implies that the capacity 
constraints are not violated, i.e., for all e € F, 76) ieT|eeTM Pg, <1. 

Now consider any y,, for a batched multicast group. Let 7 be the index of the request for 
the multicast group, ie., 7 = o(v,g;) for some v € Té. Since NOMG rejected the request o;, 
the Steiner Tree found by the McsT algorithm Ti. has cost greater than 2K, log’ n times its 
benefit. Specifically, ej(Ti,) > 2K, log” no;(Ti.) = 2K, log’ NO; (TT), (Recall, by construction, 
9: = g; and TM is the tree used by the optimal off-line algorithm to span the multicast members 


spanned by Ti.) The McsT algorithm guarantees that the cost of Ti. is at most twice that of 


the minimum cost spanning tree. Thus, 
cj (TM) > 1/26(T2) > Ky log” no;(TM). 
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Since ¢;(e) = rjaj(e) and a,(e) is increasing in j, rjaz(e) > cj(e). Therefore, rja,(T") > 


K, log? no (TI), By definition of @,,, 0; = e,;. Thus, g; = g; implies that e; = o,,. Further- 


more, let r,, be the bandwidth required by multicast group g;. Thus, r; = r,,. Therefore, 


ry 04(T") > Ky log’ no,y,(T“). 


Now consider any 7,, for an on-line multicast group. In this case, the discussion no longer 


holds for every request sequence. Rather, the discussion is probabilistic. Let r,, be the required 


bandwidth of broadcast group g;. Lemma 7.4.18 states that 
Prp [oy,(TM) < O(log’ n)ry,x(TM)] > 1— O(1/n?). 


Furthermore, since there are at most n on-line multicast groups in any request sequence, 
0,,(TM) < O(log’ n)r,,x;,(T™) for all multicast groups with probability at least 1 — O(1/n). 

By inspection, the «, function of Lemma 7.3.9 corresponds to the x, function of the NomG 
algorithm. Since @,(7!) < O(log” n)rg,¢p(T") for all g; with probability at least 1—- O(1/n), 
we can apply Lemma 7.3.9 to conclude that 

Prp | O(log’ n) S- z,(e)b(e) > S 09,(T)") >1-O(1/n). 
ceF ieZ 

The lemma now follows from the observation that o,,(7/”) > ,,(M,,). = 

Using Lemmas 7.4.10 and 7.4.19 we can now prove the competitive ratio for the NoMG 
algorithm. Recall that the goal of the algorithm is to maximize the amount of accepted benefit 


(cf. Definition 7.3.2). 


Theorem 7.4.20 Let P be the non-interleaved on-line multicast admission control and routing 
problem for general topology networks. Let P measure the amount of accepted benefit. Then, 
the NOMG algorithm has a competitive ratio, Cp p(NOMG), of O(log® n) with probability at least 


1—O(1/n). 


Proof. Define o,_, to be the final request of any request sequence from any distribution D € D. 


Lemma 7.4.10 states that 


e€H 


Pr | O(log! 1) ¥> 0,(T2) > Yo we(e)b(e)} > 1 - O(1/n). 
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where j ranges over the indices of all BATCH and JOIN requests. Thus, for any distribution 
D €D, the distribution D picks, with probability at least 1 — O(1/n), a request sequence o 
such that the benefit accepted by the NoMG algorithm, P(o, NoMG(c)), is bounded from below 
by 1/O(log* 1) Sep te (e)b(e). 

Now consider the requests that were rejected by the NOMG algorithm but accepted by the 
optimal off-line algorithm. Specifically, Define Z and M,, for each g; € Z as in Lemma 7.4.18. 
Lemma 7.4.18 states that 


Prp SS 09:(T") < O(log’ n) S/ xp (€)b(€) >1-O(1/n). 


ieL c€B 
for any distribution D € D, the distribution D picks, with probability at least 1 — O(1/n), a 
request sequence o such that the benefit accepted by the optimal off-line algorithm, but rejected 
by the NoMG algorithm is bounded from above by O(log* n) ).¢p te(€)b(e). 

With probability at least 1 — O(1/n), P(o, NomG(c)) + O(log’ n) cp te (e)b(e) is an up- 
per bound on the total benefit accepted by the optimal off-line algorithm. Therefore, with 


probability at least 1 — O(1/n) the competitive ratio of the NomG algorithm is less than: 


Pla) Pla, xoma(a)) + Ollog? n) Oyen val e)O(€) 
P(o,NOMG(a)) ~ P(o,NOMG(a)) 
< P(o, NoMG(c)) + O(log’ n)O(log* 1) P(o, NoMG(c)) = O(lo2" p). 
P(o,NOMG(a)) 
The last step follows from the fact that p = 2n(2K,K2h3n log? n + 1). | 


We now prove the correctness of the NOMG algorithm. In other words, we show that NOMG 


solves the non-interleaved on-line multicast problem. We first consider the capacity constraint. 


Lemma 7.4.21 Let 0 = 090,...0%_1 be the request sequence and p = NOMG(c) be the corre- 


sponding result sequence. For each i < k and each linke € EF, u(e) < 1. 


Proof. Recall that pp = 2n(2Kh, KyK3n log? n + 1). 

We proceed by contradiction. Let i be the first index such that w;4:(e) > 1 for some link 
e. From the definition of uj4i(e) (cf. Figures 7-2, 7-3, and 7-4), u;(e) > 1—1;/b(e). Since we 
assume that r; < b(e)/(log wz), we conclude that u;(e) > 1— 1/(logy). Thus: 


aj(e) = (wt —1)/n > (p08) — 1)/n = (4/2 — 1)/n = 2K, Ky K3nlog® n. 
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Therefore, ¢; = rjv;(e) > rj2hy Koh sn log® n. This leads to a contradiction for each type of 
request. 

First consider an INIT request. Since each node is an element of at most A’, log n clusters and 
there are at most n nodes in the network, of( T+") < Kor;nlogn. Furthermore, the K3 log’ n 


sparsity of the tree T/+' implies that A’ log? noi(Tit!) > e (Tit). Thus, 
7, KoK3n log® n> 72K, Koksn log® n 


which is a contradiction. 

Next consider a JOIN request. For a JOIN request, if p # L, then ¢;(p) < rk, log’ n (cf. 
Figure 7-3). This contradicts the fact that ¢;(e) > 72K K2K3n log? n. 

Finally consider a BATCH request. The benefit of a batch request, oi(T.), is bounded by 
rjn. The fact that the multicast group was accepted implies that 2K yrjn log’ n> c(T,). This 


contradicts the fact that ¢;(e) > r;2K,K,K3n log? n. | 


Theorem 7.4.22 The NoMG algorithm solves the non-interleaved on-line multicast admission 


control and routing problem for general topology networks. 


Proof. The theorem follows directly from Lemma 7.4.21, the definition of the NoMG algorithm 
(Figures 7-2, 7-3, and 7-4), and the definition non-interleaved on-line multicast admission con- 


trol and routing problem for general topology networks (Definition 7.4.1). | 


7.5 Interleaved On-line Multicast Groups 


This section presents an admission control and routing algorithm for batched and on-line multi- 
cast groups. It extends the NOMG algorithm by removing the restriction that request sequences 
must be non-interleaved. We call the algorithm 1omMG (Interleaved On-line Multicast Groups). 
The service model for the IoMG algorithm is the same as that for the NoMG algorithm. In 
particular, the algorithm uses binary admission control for the batched multicast groups and 
non-binary admission control for the on-line multicast groups. On-line multicast groups also 
specify a “source” node that is guaranteed membership in the multicast group. (Definition 7.5.1 


formally defines the admission control and routing problem for interleaved on-line multicast 


groups.) 
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Our algorithm has a competitive ratio of O(log® n), where n is the number of nodes in 
the network. Since unicast communication is a special case of multicast communication, the 


Q(log n) lower bound of [AAP93] applies to our algorithm (cf. Lemma 7.5.4). 


7.5.1 Interleaved Requests 


The following example illustrates why the NOMG algorithm cannot handle interleaved request 
sequences. Consider a multicast group g; and a cluster C such that the NOMG algorithm reserves 
a path to the cluster C' center node v in the tree T,, constructed as a result of the INIT request 
for group g;. The path to the center node v is constructed in reliance on two facts. First, we 
rely on the fact that enough JOIN requests are likely to arrive in the cluster. Second, we rely 
on the fact that the nodes issuing the JOIN requests will be able to find a path that connects 
them to the multicast tree. The first fact is guaranteed by the probabilistic assumptions (cf. 
Lemma 7.4.9 for the NoMG algorithm). For the NoMG algorithm the second fact is guaranteed 
by Lemma 7.4.6. (The proof of this lemma rests on the fact that the request sequences for the 
NOMG algorithm are non-interleaved.) However, for the IOMG algorithm, the second fact cannot 
be relied upon since the proof of Lemma 7.4.6 is no longer valid. In particular, requests from 
other multicast groups can cause the links in cluster C to be 100% utilized before the JoIN 
requests in cluster C for group g; arrive. Thus, the nodes issuing the JOIN requests in cluster 
C' for group g; are prevented from connecting to the multicast tree for group g;. In particular, 
there may no longer be a path with sufficient bandwidth from a node issuing a JOIN request to 
the center node v of cluster C’. In this event, the path reserved to the center node v of cluster C 
in tree T,, may no longer be justifiable. (Ie. Lemma 7.4.10 which relies on Lemma 7.4.6 would 
fail to hold.) To address this problem, the 1omG algorithm reserves some bandwidth on paths 
in cluster C’ to ensure that the nodes issuing JOIN requests in cluster C' for group g; will be able 
to connect to the center node v of cluster C. The amount of bandwidth reserved by the IomeG 
algorithm for any particular node is proportional to the probability that the node will actually 
issue a JOIN request for the multicast group. In particular, for each multicast group, the IOMG 
algorithm reserves for each node the excepted amount of bandwidth that the node will need in 


order to connect to the multicast group. 


157 


7.5.2 Problem Statement 


We provide a formal definition for the admission control and routing problem for interleaved 
on-line multicast groups. The problem is the same as the admission control and routing problem 
for non-interleaved on-line multicast groups (cf. Definition 7.4.1) except that the restriction to 
non-interleaved request sequences is removed and the constant yp is different. The admission 


control and routing problem for interleaved on-line multicast groups is a probabilistic problem. 


Definition 7.5.1 (interleaved on-line multicast for a set of graphs G) Let G be set of 
graphs. The interleaved on-line multicast admission control and routing problem for G is the 
same as the non-interleaved on-line multicast admission control and routing problem for G with 


V|? log? |V| +4). Furthermore, the 


the following modifications. The constant p = (2K, h.K3 
ninth condition on S now is: for alli € [1,|o|), if a; € Q4 then there exist o; € Q3 such that 
J <4, g(o;) = g(o;), and r(o;) = r(o;). (In other words, the condition that g(o;,) = g(o;) for 
all k € (j,%) is eliminated.) 


We use the performance function in Definition 7.3.2 that measures the accepted value. 

As with admission control and routing for non-interleaved on-line multicast groups, the 
lower bounds for admission control and routing for batched multicast groups and the lower 
bounds for unicast admission control and routing extend to admission control and routing for 
interleaved on-line multicast groups. We first show that the lower bounds for non-interleaved 


multicast groups extend to interleaved multicast groups. 


Lemma 7.5.2 Let P({G}) be the interleaved on-line multicast admission control and routing 
problem for the set of graphs G. Let P'({G}) be the non-interleaved on-line multicast admission 
VP log® |V) +4)”. 


control and routing problem for the set of graphs G where wp = (2h, KoKs 
Let P be the performance function of Definition 7.3.2. 

If Ceytay,p(A’) > K for all deterministic on-line algorithms A’ that solve P'({G}), then 
Crcta}),p(A) > & for all deterministic on-line algorithms A that solve P({G}). Similarly, if 
Con iay),p(A}) = KW for all randomized on-line algorithms A’ that solve problem P'({G}), then 
Cocay,p(Ar) 2 K for all randomized on-line algorithms A, that solve P({G}). 


Proof. Notice that the non-interleaved on-line multicast admission control and routing problem 


is a restricted form of the interleaved on-line multicast admission control and routing problem. 


158 


Now the lemma follows from Lemma 2.4.4 and Lemma 2.5.2. | 
As an immediate consequence of Lemma 7.4.2 and Lemma 7.5.2, we conclude that lower 
bounds for batched multicast admission control and routing extend to admission control and 


routing for interleaved on-line multicast groups. 


Lemma 7.5.3 Let P({G}) be the interleaved on-line multicast admission control and routing 
problem for the set of graphs G. Let P’'({G}) be the batched multicast admission control and 
routing problem for the set of graphs G where ju = (2K,K2K3|V|? log’ |V| +4)”. Let P be the 
performance function of Definition 7.3.2. 

If Ceytay,p(A’) > K for all deterministic on-line algorithms A’ that solve P’({G}), then 
Crcta}),p(A) > & for all deterministic on-line algorithms A that solve P({G}). Similarly, if 
Con iay),p(A}) = KW for all randomized on-line algorithms A’ that solve problem P'({G}), then 
Coriaq),p(Ar) = & for all randomized on-line algorithms A, that solve P({G}). 


Proof. The lemma follows immediately from Lemma 7.4.2 and Lemma 7.5.2. | 
As an immediate consequence of Lemma 7.4.3 and Lemma 7.5.2, we conclude that lower 
bounds for unicast admission control and routing extend to admission control and routing for 


interleaved on-line multicast groups. 


Lemma 7.5.4 Let P({G}) be the interleaved on-line multicast admission control and routing 
problem for the set of graphs G. Let P’({G}) be the unicast admission control and routing prob- 
lem for the set of graphs G where pp = (2K, BK K3|V|? log? |V| +4). Let P be the performance 
function of Definition 7.3.2. Let P' be the performance function of Definition 2.3.7. 

If Cprgay),p/ (A) > W for all deterministic on-line algorithms A’ that solve P'({G}), then 
Crcta}),p(A) > K fer all deterministic on-line algorithms A that solve P({G}). Similarly, 
if Congayp (Al) 2 K for all randomized on-line algorithms A’, that solve P'({G}), then 
Coa@y),pl(Ar) = & for all randomized on-line algorithms A, that solve P({G}). 


Both statements also hold if P' is the the performance function in Definition 2.3.8. 


Proof. The lemma follows immediately from Lemma 7.4.3 and Lemma 7.5.2. | 
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7.5.3 Algorithm 


Recall that the utilization function u; represents the utilization of the network just before 
request o; is handled. The NomMG algorithm uses the u; function in the cost function c; used to 
handle request o;. In contrast, the IOMG algorithm uses a slightly different utilization function, 
u;, for the cost function c; used to handle request o;. Informally, the difference between function 
u; and function uy is that uf tracks the expected utilization due to some of the requests rather 


than the actual utilization due to those requests. 


Description. We consider each type of request separately. We start with an INIT request 
0; = (9i,0:,7:,5;). There are three additional steps performed by the IomG algorithm for an 
INIT request. (Compare Figures 7-2 and 7-5.) First, the 1IomG algorithm updates both the u; and 
the u? functions for the links that are included in 7,,. Second, for each cluster (C, v) € C;, where 
the center node v is included in T,,, the algorithm constructs a shortest path tree, T,°, that is 
rooted at v and spans the nodes u € C with o,(u) 4 0. The shortest path tree computation 
is done by the SPTREE procedure. (The SPTREE procedure can use any standard shortest path 
tree algorithm.) The inputs to the SPTREE algorithm are the cluster C, the root v, the set of 
nodes that must be spanned (specified by 9;), and the cost function c. Consider some node w in 
the shortest path tree 7°. When node w issues a JOIN request for group g; it will use the path 
that connects u to the center node v in order to connect to the group g; multicast tree (see the 
discussion of JOIN request for IOMG algorithm). The shortest path trees for each of the clusters 
are combined into a forest F,,. The third additional step performed by the 1oMG algorithm 
for an INIT request considers clusters (C',v) € C; where v is not included in 7,, and s; € C. 
These clusters are merged into a subgraph C’. Then the algorithm constructs a shortest path 
tree, T°, that is rooted at s; and spans the nodes u € C’ with o;(u) #0. The shortest path 
tree is added to the forest F,,. For each link in F,,, the 1oMG algorithm updates the value of 
ul as follows. Define the quantity o;(e, F,,) as the minimum of r; and the sum of 0;(w) for all 
nodes u that use link e on a path to the root node of a tree in F,,. Then the 1oMG algorithm 
adds ou) to u"(e). Informally, ou) represents the expected change in utilization of link 
e due to future JOIN requests from nodes in cluster C' that use link e to reach a root node in 


F,,. Since the multicast group does not transmit along links in F,, until an actual JOIN request 
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requires such links, the utilization function u is not updated. However, the utilization function 
u will be updated as part of a JOIN request. 

Now consider a JOIN request. The IOMG algorithm breaks the nodes issuing JOIN requests 
into two groups: nodes that are an element of the forest Fj, and those that are not. Nodes 
that are not an element of F,, are handled as in the NOMG algorithm except that the utilization 
function wu” must also be updated. (Compare Figures 7-3 and 7-6.) Now consider a JOIN request 
0; = (Gi, 0:,7:) Where v; = v(o;) and »; is an element of EF. IOMG use the FPATH procedure 
to determine a path for v;. Specifically, the FPATH procedure takes as input the forest Fe 
and the multicast tree TT... It determines a path p from v; to a node in the current multicast 
tree Ti. such that the path p is in one of the trees of EF. By construction of FF and T.., such 
a path is guaranteed to exist. Since the node v; can be a member of more than one tree in 
the forest Fi, there may be multiple paths. The FPATH procedure picks one of the paths 
arbitrarily. (The implementation of the FPATH procedure is trivial. We do not provide the 
details.) Finally, the utilization functions wv and u” is updated for path p. 

Now consider a BATCH request. For a BATCH request, the IOMG algorithm works exactly 
like the NoMG algorithm except that the utilization function wu” is also updated. (Compare 


Figures 7-4 and 7-7.) 


7.5.4 Analysis 


The analysis consists of two parts: correctness and complexity. We consider complexity first. 
The complexity analysis parallels that of the NomMG algorithm. In fact, most of the lemmas 
in Section 7.4.4 apply to the IomG algorithm with no modification except that the utilization 
function u” should be used in place of the utilization function u. In this section, we will only 
restate the lemmas that actually change for the IoMG algorithm. However, even the lemmas 
that change tend to be very similar to the version in Section 7.4.4. Therefore, the proofs 
will only mention the points at which the lemmas in this section differ from the versions in 
Section 7.4.4. 

The proof of the following lemma differs entirely from the proof of the corresponding lemma, 
Lemma 7.4.6, for the NOMG algorithm. Recall that the proof of Lemma 7.4.6 is based on the 


fact that the request sequences for the NOMG algorithm are non-interleaved. 
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IOMG-INIT( Qi, Oi, Ti, 5; )! 
for alle € E': c(e) = r;x(e); (where 2(e) = (ye — 1)/n) 
C; = CLUSTER(G,c, 7; log n); 
forallveV: 
o;(v) = ore oi(v') if (C,v) € CG; and ore o;(v') > 12r; log n; 
o;(v) = 0 otherwise; 
T,, = MAXSPARSE(G’,¢, 0’, 8; ); 
for all (C,v) € C; s.t. v € Ty, 
Ty = SPTREE(C, 2, Qj, €); 
Fy, = Fy, UTS; 
C= Urewyee, lwETy, s16CC3 
TO = = SPTREE(C”, 8;, 0;, €); 
Fy, =F, UTC: 
forallec FE: 
u'(e) = u'(e)+ me) ife € T,,; 


u'(e) = u"(e) + 
ule) = ule) + 


Figure 7-5: The IoMG admission control and routing algorithm an INIT request. 


IOMG-JOIN(G;, 0, Ti)! 
for alle € E': c(e) = r;x(e); (where 2(e) = (ye — 1)/n) 
vu, =veEGs.t. o(v) £0; 
if v ¢ F, then path p= FPATH(F,,, 7, ); 
for alle Ep: u(e) = ule) + TOE 
T,, = 14, UD; 
else 


if there exists a path pin G = (V, F) from v; to Ty, st. So.¢, e(e) < Mini log? n; 
then route the requesting member on p, and set: 


for alle Ep: 
w'(e) = u'(e) + ty 
ule) = ule) + aa53 
T,, = 15, Up; 
else reject the requesting member and set: 


Figure 7-6: The IoMG admission control and routing algorithm for a JOIN request. 


162 


IOMG-BATCH(9;, 3, Pi)! 
for alle € EB: c(e) = rya(e); (where w(e) = (pe —1)/n) 
V'= {v EV | oi(v) £9}; 
Ty, = Mcst(G, V’,c); 
if c(Ty,) < 2Ky log” ne;(T,,) 


then route the requested multicast group on 7,,, and set: 
for alle € Ty, : 
u'(e) = ule) + by 
u(e) = ule) + fs 


else reject the requested multicast group and set: 


Figure 7-7: The 1IoMG admission control and routing algorithm for a BATCH request. 


Lemma 7.5.5 Leto = 0 9...0%_1 be a request sequence and p = NOMG(ca) be the corresponding 
result sequence. Let 0; = (gi, 0i, Ti, 5;) be an INIT request. Consider a cluster that either contains 
the source or whose center node is included in Th, In other words, consider C’ such that 
(C,v) €C; and either 5; € C orv € Ti*', 

Now consider a JOIN request for group g; from a node in C. In other words, consider JOIN 
request 0; = (g;,0;,7;) such that g; = g; and v; = v(a;) EC. 


Then, the NOMG algorithm will accept v;, 1.€., 05 € T} and p; # L. 


Proof. Since v; is an element of a cluster C such that (C,v) € C; and either v € Tit" or C 
contains the source, we can conclude that v; € rt, Now the definition of lome for the JOIN 


request implies that v; € T} and p; # L. | 


Lemma 7.5.6 Let o9...0; be a request sequence prefix where o; = (9, 0:,7:,5;) 1s an INIT 
request. Let D € D be a probability distribution over request sequences consistent with oo ...0; 
(cf. Definition 7.4.1). Let (C,v) € C;, e(C) > 12rjlogn, and v € Ti+", Define op, to be the 


final request of any extension of the request sequence prefix oy...0;. Then, 


Prp [O(1)oy,(TEIC) > 0(C)] > 1 - O(n’). 


Proof. The proof is exactly the same as the proof of the corresponding NOMG lemma, 


Lemma 7.4.9, except that Lemma 7.5.5 is referenced place of Lemma 7.4.6. | 


Lemma 7.5.7 Let D € D be a probability distribution over request sequences. Define o,_1 to 
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be the final request of any request sequence from distribution D. Then, 
Pry | O(log! 2) > 9,,(LS) = Yo ve(e)0(e).| = 1- O(1/n"), 
j eCH 


where j ranges over the indices of all BATCH and JOIN requests. 


Proof. The differences with the corresponding NoMG lemma, Lemma 7.4.10, arise only in the 
construction of the acceptance sequence. Specifically, w; = (7;, R;, 0;) is defined differently for 
INIT requests and some JOIN requests. 

Consider a JOIN request, o; = (gj, 0:,7i), first. The element w; is constructed differently 
than in Lemma 7.4.10 when the requesting node v; = v(0;) is an element of the forest F\.. In 
this case, the IOMG algorithm does not change the utilization function ul (cf. Figure 7-6). As 
a consequence, we set 7; = Gg and let R;(e) = 0 for all e € F. Furthermore, 9; = e(0;). 

Now consider an INIT request, o; = (gi, 0;-T;, 5;). For the 1IoMG algorithm, 7; is the union 
of T’+! and Fi+!. Furthermore, R; is defined as follows. R(e) = r; for all e € Ti+", Ri(e) = 
oi(e, Fit") for all e such that e € Fit! and e ¢g T'+', and R,(e) = 0 for all e ¢ T;. Furthermore, 
o,(v) = of(v) when v # 5; and o4(0) = Duectrecyewec, (te) when v= sy. 

By inspection, the u; function and 2; function of Lemma 7.3.6 correspond to the u} function 
and a; function of lomG. Furthermore, R; is defined such that R,(e) < b(e)/logy for all i < k 
and e € £. In the case of JOIN requests, the ¢; function of Lemma 7.3.6 correspond to the c; func- 
tion of oma. Thus, for the types of JoIN requests considered here, ¢;(7;)/0:(T;) < O(log’ n). 
(For the other types of JOIN requests, i.e., requests where v(o;) ¢ Fi, see Lemma 7.4.10.) 

For INIT requests, the c; function of Lemma 7.3.6 differs slightly from the ¢; function of 
1omMG. To simplify the discussion refer to the cost function of IoMG by cS and the benefit 


function of ome by @!“°. Our goal is to conclude that ¢;(7;)/:(T;) < O(log” n) on the basis 


a 


IOMG 
a 


IOMG 
a . 


our information from the c and o 


The difference between the cost functions depends on the link. The cost functions correspond 
for all links except those where R,;(e) # 7;. From the definition of R;(e), the links e for which 


R,(e) # 7; are the links that are in F’+! but not in T+". For such links ¢°™*(e) = rjaj(e) and 

e(e) = of "S(e, Fo )a,(e). (Recall that g’°(e, F)*') represents the sum of g°"°(u) for all nodes 
. IOMG e t41 

u that use link e on their path to a root in the forest Fi**.) Thus, e(e) = or Foy come (e), 


ri 
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Physically, emer represents the expected number of nodes that both will issue a JOIN 


request and have e on their path to a root the forest eh, 
Consider cluster (Cv) € C; such that v € T'+! and TS CF’ (cf. Figure mr Let p(w) 


me 


be the path in tree T° from wu to v, the root of T°. Now the definition of = and the 


fact that T° is a shortest path tree implies that 
IOMG 
aT?) = Yo Meme p(n), 
ueTeC mi 


Since cluster C has diameter O(r; log? n) based on cost function ¢°’* 


< X g™°(u)O (tog? n). 
ueTe 
By definition, of(v) = Yiuerc of™(u), where v is the center node of cluster C. Thus, 
cl TE) < of(v) O(log? n). 
Now consider cluster (C,v) € C; such that v ¢ T/+* but s; € C. Let C’ be the union of all 
of these clusters (cf. Figure 7-5). Based on the code in Figure 7-5, ne C FS Tet p(w) be the 


wens 


path in tree T°’ from u to s;, the root of T°’. Now the definition of = ) and the fact 


that TO is a shortest path tree implies that 


Since C’ has diameter O(r; log’ n) based on cost function c™S 


<S oS (uy O(log” n). 
vere! 


Now sum over all trees in the forest Putt, The construction of 9; for the acceptance sequence 


and the definition of T’+* and F’+* imply that 
(7.8) e;(Fi*") < 0:(T)** O(log” n). 


For the links in Tit the cost function c; of Lemma 7.3.6 corresponds to the cost function 
co™"S of IOMG. Since the tree Tit generated by the MAXSPARSE algorithm is O(log” n)-sparse, 


the IoMG algorithm also guarantees that ¢(T/*")/oi(Ti*") < O(log’ n) for INIT requests. By 
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construction of 9; for the acceptance sequence, of (Ti*") = oi(T)*"). So, 
(7.9) (Tit) < 0,(Ti*')O(log’ n). 


Now Equations 7.9 and 7.8, along with the fact that ¢(7;) < «(2¢*") + e¢(7j+") imply that 
e(T;)/0:(Ti) < O(log” n). Finally, we note that maz .{R;(e)} < 0;(T;). 
The remainder of the proof proceeds exactly as in Lemma 7.4.10 except that references to 


Lemma 7.4.9 are replaced with references to Lemma 7.5.6. | 


Theorem 7.5.8 Let P be the interleaved on-line multicast admission control and routing prob- 
lem for general topology networks. Let P measure the amount of accepted benefit. Then, 
the 1OMG algorithm has a competitive ratio, Cp,p(IOMG), of O(log’ n) with probability at least 


1—O(1/n). 


Proof. The proof is exactly the same as the proof of the corresponding NOMG lemma, 
Lemma 7.4.20, except that Lemma 7.5.7 is referenced place of Lemma 7.4.10. | 

We now prove the correctness of the IOMG algorithm. In other words, we show that IoOMG 
solves the interleaved on-line multicast problem with high probability (cf. Definition 2.1.6). We 


first consider the capacity constraint. 


Lemma 7.5.9 Let o = o90,...0,%_1 be the request sequence and p = NOMG(c) be the corre- 


sponding result sequence. For each i < k and each link e € EF, u;(e) < 1/8. 


Proof. Recall that = (2K, K.K3n7 log? n+ 4)”. 

Consider any request o;. For all request types, wi4i(e) — ule) < r;/b(e). Since r; < 
b(e)/ log wu, w4i(e) — u(e) < 1/ logy. Therefore, u;4i(e) — uj(e) < 1/48. 

For all request types, the 1omG algorithm guarantees that c;(e) < 2K, Ky K3rjn log? n (cf. 


proof of Lemma 7.4.21). Since ¢;(e) = rx;(e) = r;(u") — 1)/n, 


(wn? —1)/n < 2h, K2h3n log? n 
log(2K,KyK3n? log? n + 1) 


(e) < 
=> u(e) log p 


1 


12 


4) 
= 

& 
IA 
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The lemma now follows from the fact that wi41 — uj(e) < 1/48 | 


Lemma 7.5.10 Let D € D be a probability distribution over request sequences. Define o,_ 1 


to be the final request of any request sequence from distribution D. Then, Prp [uz(e) < 1] > 
1—O(1/p). 


Proof. 

Consider wi (e) for a particular request sequence o and response sequence p = IOMG(a). We 
divide u%,(e) into two parts: wE(e) and uf(e) such that u(e) = uf(e) + uf(e). In particular, 
uj (e) represents the additions to uj,(e) due to the starred line of the 1oMG algorithm in Figure 7- 
5. Thus, it represents the additions to uj(e) due to the shortest path forests F,,. Physically, 


uf(e) represents the expected amount of bandwidth added to link e due to the forests Fy,. 


Define uf’(e) = ut(e) — uf(e). Furthermore, define uj(e) = ug(e) — ug(e). Physically, uf(e) 
represents the actual amount of bandwidth added to link e (using JOIN requests) due to the 
forests Fy,. 

Thus, uf(e) is a random variable which is the weighted sum of indicator variables where 
the weight factor for each variable is at most 1/logy (since r; < 1/logy). The expectation 
of that sum is given by wi(e). Furthermore, by Lemma 7.5.9, uf(e) < 1/8. Now, define 
A= ué(e) logy and F = uf (e) logy. Then, A is a random variable which is the weighted sum 
of indicator variables where the weight factor for each variable is less than 1. The expectation 


of that sum is given by . Furthermore, E < 3 log . Based on the Chernoff bounds in [Rag86], 


we can conclude that 
Pr{A > 2eE} < eB < HOVE <p 


Hence, Prp[uj(e) < 6uf(e)] > 1— O(1/p). Since 6ul(e) < 6/8 < 3/4, we conclude that 
Prp[ug(e) < 3/4] > 1- O(1/p). 
Based on Lemma 7.5.9, uf? < 1/8. The lemma now follows from the fact that uj(e) < 


uf + u@(e) and the fact that Prp[u@(e) < 3/4] > 1 - O(1/p). = 


Theorem 7.5.11 The 1oMG algorithm solves the interleaved on-line multicast admission con- 


trol and routing problem for general topology networks with probability greater than 1—O(1/,). 
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Proof. The theorem follows directly from Lemma 7.5.10, the definition of the IomG algorithm 
(Figures 7-5, 7-6, and 7-7), and the definition interleaved on-line multicast admission control 


and routing problem for general topology networks (Definition 7.5.1). | 


7.6 Towards Practical Multicast Algorithms 


7.6.1 Introduction 


In the introduction to this chapter we suggest that the multicast algorithms in this chapter 
can serve as the basis for practical multicast admission control and routing algorithms much in 
the same way that the AAP algorithm serves as the basis for the ExP algorithm, our practical 
unicast admission control and routing algorithm. 

The BMG algorithm can serve as the basis for a practical admission control and routing 
algorithm for batched multicast groups. In particular, we believe that the BMG algorithm needs 
exactly the same modifications that are made to the AAP algorithm in constructing the EXP 
algorithm. Specifically, the constant y used in the cost function ¢ and the relationship between 
pw and the benefit function @ need to be modified. (See Chapter 5.) 

The NOMG and IoMG algorithms can serve as the basis for practical admission control 
and routing algorithms for on-line multicast groups. However, the modifications needed for 
the NOMG and IOMG algorithms are significantly more extensive than those needed for the BMG 
algorithm. This section focuses on the issues related to using the NOMG and IOMG algorithms as 
the basis for practical multicast admission control and routing algorithms for on-line multicast 
groups. 

The remainder of this section is organized as follows. Section 7.6.2 discusses the O(log® n) 
competitive ratio achieved by the NoMG and IOMG algorithms. The section explains why we 
expect the ratio of the performance of an optimal off-line algorithm to the performance of 
the NoMG and 10MG algorithms to be much better than O(log® n) in practice. Section 7.6.3 
highlights some of the key concepts that used by the NOMG and IoMG algorithms and that we 
also expect to use in practical versions of the algorithms. Finally, Section 7.6.4 discusses areas 
in which the NoMG and IOMG algorithms must be modified to improve their performance in 


practice. We do not provide detailed descriptions of practical admission control and routing 
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algorithms for on-line multicast groups since we do not believe that a detailed description can 
be asserted with confidence without an extensive simulation study like that given for unicast 


communication in Chapter 6. 


7.6.2 Source of Competitive Ratio 


The NomG and IoMG algorithms achieve a competitive ratio of O(log’ n). There are several 
sources for the logn factors in the competitive ratio. We will discuss the source of each of 
the log n factors and argue why we do not expect to see the factors when comparing practical 
versions of the algorithms to an optimal off-line algorithm. 

One logn factor in the competitive ratio is due to the fact that the requests arrive on- 
line. Hence the admission control and routing decisions must be made without knowledge 
of how the decisions will affect future requests. The O(logn) competitive AAP algorithm for 
unicast admission control and routing and the O(log n) competitive BMG algorithm for batched 
multicast admission control and routing have a log n factor in their competitive ratios for the 
same reason. We do not expect practical versions of the NOMG and IOMG algorithms to suffer 
from this log n factor. In particular, consider the EXP algorithm, our practical unicast admission 
control and routing algorithm developed based on the AAP algorithm. The simulation results 
for the EXP algorithm suggest that the ExP algorithm performs close to the optimal off-line 
algorithm in practice. We expect that practical versions of the NOMG and IoMG algorithms will 
include the same types of modifications that lead from the AAP algorithm to the ExP algorithm. 
As a consequence, we do not expect the log n factor due to the on-line arrival of the requests 
to appear in practice when practical versions of the NOMG and IOMG algorithms are compared 
to an optimal off-line algorithm. 

A log’ n factor in the competitive ratio is due to the fact that we can only construct a 
1-maximal O(log’ n)-sparse tree, rather than a 1-maximal l-sparse tree. (See the definitions 
of the INIT request code, Figure 7-2 and Figure 7-5, and the discussion of the MAXSPARSE 
algorithm in Section 7.2.3.) Thus, in the worst case, the MAXSPARSE algorithm, used by the 
NOMG and IOMG algorithms, will construct a tree where the cost of the tree is O(log” n) greater 
than the benefit of the tree. At present we have no practical experience with the MAXSPARSE 


algorithm. However, the structure of the algorithm suggests that the tree constructed by the 
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MAXSPARSE algorithm will, in practice, have much lower sparsity. Furthermore, the effect of a 
high sparsity tree is an admission control policy that tends to be more greedy. In practice we 
may be able to compensate for this effect by adjusting the constants in the cost function. (See 
the discussion in Chapter 5 of the constants used for the ExP algorithm.) 

A log n factor in the competitive ratio is due to the fact that a given node can be an element 
of log n clusters. (See the definitions of the INIT request code, Figure 7-2 and Figure 7-5, for 
information on how clusters are used.) As a result, a node can be counted up to log n times 
when determining the benefit of the tree that spans the cluster centers and that is constructed 
in response to the INIT requests. In practice, we have never observed the CLUSTER algorithm 
to produce a set of clusters where a node is a member of log n clusters. In fact, our experience 
with the cluster algorithm suggests that, in practice, most nodes are elements of just one 
cluster, while a few nodes are elements of two clusters. Nodes that are elements of more than 
two clusters are extremely rare. In other words, in practice, the overlap between clusters is 
minimal. As a result, we do not expect to see this log n factor in practice when the NOMG and 
IOMG algorithms are compared to an optimal off-line algorithm. 

Another log n factor in the competitive ratio results from the fact that the log n separation 
between clusters can only be guaranteed for a logn fraction of the clusters. Recall that the 
separation between clusters is needed to provide a lower bound on the cost of a tree spanning the 
nodes whose JOIN requests are rejected. However, since the overlap between clusters is minimal, 
the CLUSTER algorithm will typically achieve a log n separation for a constant fraction of the 
clusters. The effect of the log n factor in the competitive ratio is further mitigated in practice 
by the fact that the log n separation between clusters is only important if all the nodes whose 
JOIN requests are rejected are concentrated at the boundary of the clusters. If the nodes whose 
JOIN requests are rejected are not concentrated at the boundary of the clusters and the clusters 
have little overlap, a strong lower bound on the cost of a tree spanning the nodes whose JOIN 
requests are rejected can be established for nodes from all clusters, not just for nodes from a 
log n fraction of the clusters. 

The final logn factor in the competitive ratio for the NoMG and IOMG algorithms arises 
from the fact that a cluster can have a diameter that is as much as log n larger than the desired 


diameter. Recall that the NoMG and IOMG algorithms connect nodes to the multicast tree using 
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the cluster centers. By using the cluster centers we overestimate by a logn factor the lower 
bound on the cost of a tree spanning the nodes whose JOIN requests are rejected. Overestimating 
the lower bound on the cost of a tree spanning the nodes whose JOIN requests are rejected may 
cause certain JOIN requests to be unnecessarily rejected. Fortunately, experience with the 
CLUSTER algorithm suggests that the clusters will have a diameter that is at most a small 
constant factor larger than the desired diameter. Furthermore, the over estimation of the cost 
of a tree spanning the nodes whose JOIN requests are rejected only becomes significant when 
most of the nodes whose JOIN requests are rejected are concentrated at the boundary of the 
clusters. In practice, we do not expect this to be the case. Thus, we expect our estimate of the 
lower bound on the cost of a tree spanning the nodes whose JOIN requests are rejected to be 


fairly accurate. 


7.6.3 Key Concepts from Competitive Algorithms 


The polylogarithmic competitive ratio that we achieve for the NOMG and IoMG algorithms 
suggests that probabilistic information can be exploited to provide effective admission control 
and routing algorithms for on-line multicast groups. There are three key concepts that are used 
by the NOMG and [OMG algorithms to exploit the probabilistic information and that we believe 
will continue to play a key role in practical versions of the NoMG and IoMG algorithms. We 


discuss these concepts in this section. 


Aggregation. The initial admission control and routing decisions for on-line multicast groups, 
made in response to INIT requests, are not made for individual nodes, rather the decisions are 
made for groups of nodes. The CLUSTER algorithm determines the groups of nodes for which the 
initial admission control and routing decisions are made. Making admission control and routing 
decisions for groups of nodes, rather than individual nodes, has two key advantages. First, the 
number of nodes that will actually issue a JOIN request can be predicted with much greater 
accuracy for a group of nodes than for an individual node. Our competitive analysis proof 
exploits this fact. In particular, we group nodes such that we can predict with high probability, 
i.e., with probability greater than 1 — O(1/n?), the number of nodes that will actually issue 


a JOIN request in any given cluster. Making accurate predictions about the number of nodes 
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that will issue a JOIN request will clearly be useful in practice as well. The second advantage 
of grouping nodes is the fact that the probabilistic information used by the algorithm will be 
much easier to determine for groups of nodes than for individual nodes. We discuss this issue 


further in Section 7.6.4. 


Pre-reservation. Our algorithms pre-reserves resources for on-line multicast groups. In par- 
ticular, both the NoMG and the 1oMG algorithm pre-reserve bandwidth on a tree spanning the 
cluster centers of clusters from which the algorithms have decided they will admit JOIN requests. 
This pre-reservation is important. Let v be a node issuing a JOIN request such that the cost 
of the path to v can only be justified if other nodes near v also join the multicast group. The 
pre-reservation ensures that the nodes, whose successful JOIN requests node wv needs in order 
to justify the cost of its path, will, when they issue their join requests, find enough network 
resources available to join the multicast group. In practical versions of the NOMG and IOMG 
algorithms we expect to use a much less aggressive form of pre-reservation. We discuss this 


issue further in Section 7.6.4. 


Partial pre-reservation. The NoMG algorithm only pre-reserves resources to cluster centers. 
Thus, it only pre-reserves resources for groups of nodes. Since the request sequences for the 
NOMG algorithm are non-interleaved, the NOMG algorithm can assume that any node issuing a 
JOIN request will be able to join the multicast group using its local cluster center. For interleaved 
request sequences, this assumption no longer holds. Thus, to ensure that individual nodes will 
be able to connect to the multicast tree using their local center node, the IoMG algorithm must 
pre-reserve resources for individual nodes. In particular, it must pre-reserve resources along 
the paths from the individual nodes to the local center node. However, the probability that 
any individual node will join a particular multicast group can be very low. Thus, it is not 
feasible to pre-reserve all the resource that each node might need to connect to the multicast 
tree. The 1loMG algorithm addresses this problem by for pre-reserving for each node an amount 


of resources that is proportional to the probability that the node will join the multicast group. 
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7.6.4 Key Changes for Practical Algorithms 


In this section, we suggest how practical multicast algorithms might be constructed from the 
NOMG and IOMG algorithms. We discuss five areas where the NOMG and IOMG algorithms need 


to be modified. 


Constants. As with the AAP algorithm, the constants used in the NOMG and IOMG algorithms 
are chosen for the worst case situation. Thus, we do not expect them to perform well in practice. 
However, the same techniques that were used to set the constants for the unicast algorithm can 
be used for the NOMG and IoMG algorithms. (See Chapter 5.) In fact, we believe that exactly 
the same constants used for the EXP algorithm can be used for practical versions of the NOMG 
and IOMG algorithms. (A review of the discussion in Chapter 5 shows that the discussion applies 


without modification to multicast communication.) 


Pre-reservation. In Section 7.6.3 we mention that the pre-reservation done by the NomMG 
and IOMG algorithms can be less aggressive in practice. Recall that the NoMG and IOMG 
algorithms reserve resources along the tree spanning the center nodes of the clusters. This 
pre-reservation can be done for subsections of the tree instead of the entire tree. Consider for 
example a cluster where the expected number of multicast members is high enough to support 
a connection to the source without taking into account the expected multicast members from 
nearby clusters. Furthermore, assume that the expected multicast members of the cluster are 
not needed to support connections to nearby clusters. In this case, no pre-reservation is needed 
for the cluster. Rather, resources along a path to the cluster need only be reserved when the 


first JOIN request arrives from a node in the cluster. 


Reoptimization. The NomG and IoMG algorithms use minimum spanning trees rather than 
the shortest path trees that have typically been used by the Internet community [WDP838, 
DC90, Dee91, Moy92]. The advantage of minimum spanning trees is the fact that they are 
typically much more efficient. It is easy to construct situations where a shortest path tree 
requires many more resources to span the members of a multicast group than are required by a 


minimum spanning tree. Moreover, a shortest path tree will never require fewer resources than 
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a minimum spanning tree. In fact, the use of a shortest path tree in our multicast algorithms 
would lead to a linear (instead of the current polylogarithmic) competitive ratio. 

However, the disadvantage of minimum spanning trees is that the optimality of any partic- 
ular tree can be seriously eroded by a dynamic membership. In contrast, shortest path trees 
remain optimal in the face of dynamic membership. Thus, unlike shortest path trees, our min- 
imum spanning trees will require some periodic reoptimizations when the membership in the 


multicast groups has changed substantially. 


Gathering probabilistic information. The NomMG and IoMG algorithms rely on proba- 
bilistic information that may not be available in practice. Furthermore, if the information is 
available, it could be inaccurate. These inaccuracies could stem both from honest mistakes on 
the part of users and from misinformation, the goal of which is to affect the admission control 
decisions of the network. 

We suggest several ways of dealing with these issues. First, the lack of information can be 
dealt with by using default probability information and then learning the correct probability 
information over time. This technique is likely to be successful for multicast groups whose 
behavior reaches a steady state. However, many multicast groups may not have steady state 
behavior. Consider, for example, a multicast group that distributes CSPAN. For some debates 
there may be considerable interested. However, for other debates, CSPAN may be lucky to get 
a single viewer. There are several possible approaches to such multicast groups. One approach 
is to use probabilistic information that is content dependent. In this case, CSPAN might warn 
the network whenever it expects a particular debate to be popular. Another possibility is to 
have two sets of probabilistic assumptions: a high use set and a low use set. Whenever many 
JOIN requests are detected over a short period of time, the network starts using the high use 
set of assumptions. After a prolonged period with few arrivals the network switches to the low 
use set. The advantage of this approach is that it does not require constant user intervention. 
The problems with getting accurate information can be countered by aggregating members for 
which probability information is collected. For example, the probabilistic information could be 
collected on a per local access network basis rather than a per user basis. (Recall from our 


discussion in Chapter 4 that local access networks should use greedy admission control. Thus, 
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our multicast admission control and routing algorithms will only be concerned with connect- 
ing access networks to multicast groups rather than connecting individual users to multicast 
groups.) Finally, we consider the issue of misinformation. There are two complementary ap- 
proaches. First, the network can learn about the true probabilistic information much in the 
same way it has to learn about the information for situations where no probabilistic information 
is available. Second, the network can impose financial or service penalties on users that provide 


probabilistic information that turns out to be significantly incorrect. 


Dynamic membership. Dynamic multicast membership poses problems in addition to those 
associated with the optimality of the minimum spanning tree. The following example illustrates 
one of the additional problems associated with dynamic multicast membership. Consider two 
nodes that are close to each other, but that are so far from the source that the cost of connecting 
them to the multicast tree of the source can only be justified if both of them join the tree. If 
the probability of each of them joining the multicast group is high, then the NoMG and IOMG 
algorithms will accept the first JOIN request that comes from one of them in anticipation that 
the other node will also join eventually. Unfortunately, if the membership is dynamic, the first 
of the two nodes may have left the multicast group by the time the second node issues a JOIN 
request. In this case, the expensive connection from the source is, at any given time, only 
supporting one node. However, the assumption for our example was that the connection could 
not be justified unless it is supporting two nodes. This argument can be formalized to show 
that the competitive ratio would become linear in the size of the network if the multicast group 
membership were dynamic. To address this problem, we propose collecting slightly different 
probabilistic information. In particular, instead of knowing the probability that a give node 
will ever join a multicast group, the algorithm should know the probability that it will join 
the multicast group over some small time interval. This way, the algorithm can determine the 
likelihood that two nodes, which are close to each other, but which are so far from the source 
that the cost of connecting them to the multicast tree can only be justified if both of them join 


the tree, will actually want to join the multicast group in overlapping time intervals. 
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CHAPTER 8 


Discussion and Future Work 


This chapter consists of three sections. Some of the algorithms discussed in this thesis are not 
practical in their present form. However, the algorithms illustrate several principles important 
to admission control and routing algorithms. These principles are summarized in Section 8.1. 
The admission control and routing problem can be seen as an instance of a more general resource 
allocation problem. Section 8.2 discusses the applicability of our results to the more general 
resource allocation problem. The section also mentions that we expect resource allocation 
problems that require admission control to become increasingly important in the near future. 


Finally, Section 8.3 mentions several open problems. 


8.1 Lessons From Theory 


Non-greedy admission control. The theoretical analysis presented in this thesis provides 
strong support for the use of non-greedy admission control strategies. In particular, the lower 
bounds on the oblivious competitive ratio provided for lines, trees, meshes, trees of meshes, fat- 
trees and hypercubes are all strictly lower than the lower bounds on the competitive ratio for 
ereedy admission control and routing algorithms for the same topologies. Furthermore, for the 
tree and the fat-tree we provide randomized algorithms that match the oblivious lower bounds 
and thus beat the greedy lower bounds. For general topology networks we prove an Q(n) lower 


bound on the competitive ratio for greedy admission control algorithms. Furthermore, the AAP 
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algorithm of [AAP93] and the multicast algorithms of Chapter 7 beat this Q(n) lower bound 
by achieving polylogarithmic competitive ratios. The lower bounds in [AAP93] show these 
algorithms to be close to optimal. The simulation results for the EXP algorithm in Chapter 6 
confirm the theoretical support for non-greedy admission control. 

The following example, constructed for a hypothetical telephone network, illustrates the 
intuition supporting the use of non-greedy admission control. Assume a user is attempting to 
place a call from Boston to New York. However, the links on the direct path between Boston 
and New York are currently 100% utilized. Assume further that there is a path through San 
Francisco that has enough capacity to carry the call from Boston to New York. If the links 
along the path through San Francisco have low utilization, the call from Boston to New York 
should clearly use the path. However, if the links along the path through San Francisco have 
high utilization, the call from Boston to New York should not use the path, because this might 
block two future calls, e.g., one from Boston to San Francisco and one from San Francisco to 
New York. Essentially, the non-greedy admission control should reject the call from Boston 
to New York in the hope/assumption that it will be able to carry two calls along the same 
path. This hope/assumption is based on observing the high utilization on the links of the path 
through San Francisco. This high utilization signals both that the links are likely to run out 
of capacity soon and that the links carry many current (and future) calls, some of which may 
use the links more efficiently than a call from Boston to New York that is routed through San 


Francisco. 


Randomization. For trees and meshes the lower bounds for deterministic algorithms are 
higher that the lower bounds we provide for the oblivious competitive ratio of randomized al- 
gorithms. Furthermore, for trees we provide a randomized algorithm, TREE, that beats the 
deterministic lower bound and matches the oblivious lower bound. (See Chapter 4.) The ran- 
domization in that algorithm is used for several purposes, including for the purpose of preventing 
pathological request sequences from causing a poor competitive ratio. (If the roadblocks were 
not placed randomly, a request sequence that always requests circuits whose paths go through 
the roadblocks would cause a poor competitive ratio.) Thus, the TREE algorithm suggests 


that randomization can be an important tool for avoiding poor performance from pathological 
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request sequences. 


Hierarchical backbone networks. Many modern networks, like the Internet and the tele- 
phone system, are structured into many small low capacity regions (access networks) and a 
large high capacity region (backbone network) that connects the access networks to each other. 
Thus, these networks can be seen as hierarchical backbone networks (cf. Chapter 4). The theo- 
retical results in this thesis suggest that greedy admission control should be used for the access 
networks while non-greedy admission control should be used for the backbone network. Our 
mechanism for constructing admission control algorithms for hierarchical backbone networks 
suggests that we should use greedy admission control in the access networks. Greedy admis- 
sion control has a good competitive ratio in the access networks since each of these networks 
only has short paths. Furthermore, our fat-tree algorithm (cf. Chapter 4) suggests that we 
should use non-greedy admission control in the backbone network. The simulation results of 
Chapter 6 further support this approach. In particular, they show that non-greedy admission 
control is most effective for the high bandwidth links typically used in backbone networks, 
while it is not very effective for the low bandwidth links often used in access networks. Recall, 
from the discussion in Section 6.3 that the increased performance advantage of the non-greedy 
algorithms on high capacity networks is based on the law of large numbers. In particular, high 
capacity backbone networks typically serve more circuits. Thus, the expectations arising from 


the statistical assumptions are more likely to be accurate predictions. 


Multicast. There are several important implications for practical multicast algorithms that 
arise out of the competitive multicast algorithms presented in Chapter 7. We consider four 
implications. First, the probabilistic information about which nodes may join a multicast group 
can be successfully exploited. In fact, using the clustering techniques, the information can even 
be exploited when the likelihood that any particular node will join a particular multicast group 
is low. The need to use the clustering to aggregate the probability information of multiple 
nodes represents the second important implication of Chapter 7. The third observation is that 
pre-reservation of resources is important. In particular, our algorithms reserve resources along 
the tree connecting the center nodes of the clusters. This pre-reservation is needed for closely 


situated clusters of the network that individually cannot justify the use of some expensive path 
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to connect to the multicast group, but together can justify the use of the path. For such 
multicast groups the pre-reservation guarantees that each of the clusters will in fact be able to 
join the multicast group once JOIN requests from nodes in that cluster arrive. (In practice, this 
pre-reservation can likely be done less aggressively. See Section 7.6.4.) Finally, our multicast 
algorithm for interleaved on-line multicast groups suggests that resource reservation that is 


proportional to the probability that a node will join a multicast group is needed. 


8.2 Future Applications of Admission Control 


The admission control and routing problem is an instance of a more general resource allocation 
problem. Specifically, consider a system which manages some kind of resource. In the case of 
circuit networks, this resource is bandwidth. However, one can imagine systems where the key 
resource might be cpu time, disk space, access time to some shared data structure, etc. Users 
send requests to this system. In response to these requests, the system first decides whether 
or not it will accept the requests and then decides which specific resources it wants to use 
to service the requests. There are four key characteristics that make such resource allocation 
systems candidates for the techniques presented in this thesis. First, they must have unrelated 
users. In particular, if the system rejects one user, this should not significantly impact the 
desire of other users to join the system. Our admission control strategies are predicated on the 
idea that users requiring too many resources be rejected in favor of those that require fewer 
resources. If rejecting the requests that require many resources causes those that require few 
resources not to arrive, our strategy would clearly not be successful. The second characteristic 
is that many users are needed. Having many users ensures that the predictions made by the 
algorithm about future events on the basis of statistical assumptions are more likely to be 
accurate. (See the discussion in Sections 8.1 and 6.3.) The third characteristic is that multiple 
resources must be needed to satisfy a request. If not, the entire notion of comparing requests 
that require many resources to requests that require few resources makes no sense. The fourth 
characteristic is that resources must actually be reserved for users. 

Today there are not many systems that meet the four above described characteristics. (The 
long distance telephone networks are examples of such systems. In fact, these networks use 


some of the ideas that came from the symmetric loss network literature [ACI'*92].) However, 


180 


we expect that there will be many systems like this in the near future. Some immediate 
examples are the public Lotus Notes system that AT&T is developing and the Internet if it 
moves towards circuit routing and a usage based fee system. Furthermore, the proliferation of 
home computers, the growth in on-line services, and the substantial infrastructure investments 
that phone and cable companies are making, suggest that large scale systems with the above 
described characteristics will become increasingly important. 

For many systems we actually expect the gains that can be achieved by effective admission 
control to be much greater than the gains we are able to achieve in unicast communication. 
(See Chapter 6.) For unicast communication the effect of a poor admission control decision 
is limited by the length (in the number of links) of the longest allowable path. (This is the 
maximum number of short requests that may have to be rejected as a result of admitting the long 
request.) However, for multicast communication, for example, the effect of a poor admission 
control decision is only limited by the size of the largest multicast group. For example, consider 
a region of the network to which capacity constraint imply that the nodes in the region can 
only connect to one more multicast group outside the region. Now a poor admission control 
decision could admit a multicast group with one member in that region instead of a multicast 


group with thousands of members in that region. 


8.3 Open Problems 


General topology networks. The AAP algorithm of [AAP93] provides the optimal compet- 
itive ratio for admission control and routing algorithms when every virtual circuit requests at 
most 1/ log n fraction of the capacity of the lowest capacity link. Our general topology multicast 
algorithms of Chapter 7 make similar restrictions. Our algorithms for trees and fat-trees over- 
come these restrictions. In particular, they can accommodate circuits that require the entire 
capacity of the links. An open question is whether or not algorithms with good (polylogarith- 
mic) competitive ratio that do not restrict circuits to a small fraction of the link capacity exist 


for general topology networks. 


Exploiting special topologies. The competitive ratios achieved by the AAP algorithm of 


[AAP93] and our multicast algorithms of Chapter 7 for general topology networks are polylog- 
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arithmic in the size of the network. However, for certain special topologies, better competitive 
ratios are possible. For example, a constant competitive ratio can be achieved on symmetric 
loss networks. An open question is whether or not certain network characteristics, such as for 


example connectivity, can lead to competitive ratios that are better than polylogarithmic. 


Multicast with dynamic membership. In Section 7.6.4 we discuss some of the compli- 
cations associated with dynamic membership. In that section we propose using information 
about the probability that a node will join a multicast group over some small time interval. An 


open question is how to incorporate this type of information into the analysis of Chapter 7. 


Practical multicast algorithms. In Section 7.6.4 we describe some possible approaches to 
designing a practical multicast admission control and routing algorithm. We intend to explore 
those approaches. At present though, the question of how to design a practical multicast 


admission control and routing algorithm remains open. 
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